Almeda Road Paving and Drainage Improvements
WBS No. N-000806-0001-4; CSJ No. 0912-72-072 ADDENDUM 2

Document 00910

ADDENDU

M‘g?. 2
Date of Addendum: ‘ ow//g

PROJECT NAME: Almeda Road Paving and Prainage Improvements Old Spanish Trail to
South MacGregor Way

PROJECT NO: WBS No. N-000806-0001-4; CSJ No. 0912-72-072

BID DATE: May 28, 2015

FROM: J. Timothy Lincoln, P.E., City Engineer
City of Houston, Department of Public Works and Engineering
611 Walker Street
Houston, Texas 77002
Attn: Michelle Randon, P.E. , Project Manager

TO: Prospective Bidders

This Addendum forms a part of the Bidding Documents and will be incorporated into the Contract

documents, as applicable. Insofar as the original Project Manual and Drawings are inconsistent,
this Addendum governs.

CHANGE IN BID DATE

The Bid Date for this Project has been changed from __ May 21, 2015 to May 28, 2015.
Date Date
Time of day and place for submittal of bid remains the same.

This Addendum uses the change page method: remove and replace or add pages, or Drawing
sheets, as directed in the change instructions below. Change bars |} are provided in the outside
margins of pages from the Project Manual to indicate where changes have been made; no
change bars are provided in added Sections. Reissued Drawing Sheets show the Addendum
number below the title block and changes in the Drawing are noted by a revision mark and
enclosed in a revision cloud.

CHANGES TO PREVIOUS ADDENDA

NA
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Almeda Road Paving and Drainage Improvements
WBS No. N-000806-0001-4; CSJ No. 0912-72-072

ADDENDUM 2

CHANGES TO PROJECT MANUAL

BIDDING REQUIREMENTS

1. Document 00210-T — Instruction to Bidders. Remove and replace page 3 of Document
00210-T

CONTRACT FORMS

1.

Document 00410 B — Bid Form- Part B - Revised in its entity

BT OEIITATITE e A0 T

Added items 17-20

ltem number 31 unit quantity revised from 4,384 {0 4,546 SY
ltem number 33 unit quantity revised from 13,701 to 15,035 SY
ltem number 34 unit quantity revised from 23.31 to 23.45 AC
ltem number 40 unit quantity revised from 1,251 to 1,238 TON
Item number 42 unit quantity revised from 66,706 to 65,953 SY
ftem number 48 unit quantity revised from 8,784 to 10,764 SY
ltem number 49 unit quantity revised from 6,320 t0 6,912 LF
Iltem number 50 unit quantity revised from 773 to 828 EA

ltem number 51 unit quantity revised from 1,271 to 1,311 LF
Iitem number 52 unit quantity revised from 28,653 {¢ 29,936 SF
ltem number 53 unit quantity revised from 72,830 to 13,210 LF

. ltem number 54 unit quantity revised from 77,780to 11,312 LF

ltem number 56 unit quantity revised from 1315 to 1,346 SY
[tem number 57 unit quantity revised from 28,880 to 30,320 SF
ltem number 76 unit quantity revised from 7,974t0 1,934 LF

Iltem number 172 base unit short title revised from “167" to "30 gal. Mexican Sycamore”.

CONDITIONS OF THE CONTRACT — No change
SPECIFICATIONS —

LOW IMPACT DEVELOPMENT (LID) SPECIAL SPECIFICATIONS-Landscape Ground
Maintenance- Revised Section 1.01 A items 2 & 4.
LOW IMPACT DEVELOPMENT (LID) SPECIAL SPECIFICATIONS-Operations &
Maintenance Manuai Plan- Revised Inspection Sheet.

1.

2.

»

CHANGES TO DRAWINGS

Sheet 21- Revised Holcombe Boulevard typical section, STA 6+37.98 to END PROJECT, to
reflect added pavement and sidewalk reconstruction.
Sheet 22 - Revised DEMOLITION QUANTITY.
Sheet 22 A - Revised STORM SEWER & STREET & BRIDGE QUANTITY

Sheet 47 - Added driveway at station 16+04.59 & added shaded area fo reflect limits of High
Early Strength Concrete placement limits.
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Almeda Road Paving and Drainage Improvements

WBS No. N-000806-0001-4; CSJ No. 0912-72-072 ADDENDUM 2

5. Sheet 49 Added shaded area fo reflect limits of High Early Strength Concrete placement
limits. '

6. Sheet 53 - Added shaded area to reflect limits of High Early Strength Concrete placement
limits and proposed pavement type call outs.

7. Sheet 52 to Sheet 73 - Added shaded area to reflect limits of High Eariy Sirength Concrete
placement limits.

8. Sheet 74 & Sheet 76 — Extended profile to cover project construction limits.

9. Sheet 75 — Extended limits of construction to STA 9+25 and added shaded area to reflect
limits of High Early Strength Concrete placement limits.

10. Sheet 79- Revised “TC" to “TP"

11. Sheet 87 - Extended limit of demolition {o station 9+25

12. Sheet 122 & 124- Clarified PPCA limits

13. Sheet 136 — Revised 24" RCP pipe connection point on Holcombe Blvd.

CLARIFICATIONS

1. Please clarify city MWBE goals and TxDOT equal opportunity goal required for this project. What is
the total goal? Will this have to be turned in with the bid like other city projects?
Clarification: Refer to document 00800-T page 1

2. Spec 01555 calls for LPCB's bid item # 6 — & call for water filled barriers. Clarify.

Clarification: The specifications do call for LPCB’s but water filled barriers are approved for the CIP
project. The contractor can use either meeting crash worthiness.

3. Whatis bid item # 171 “167"?

Clarification: Refer to addendum 2

4. How are bid items # 177 — 178 to be paid? If the contract is complete do we keep it open for 2 years
after completion and not get retainage for 4 years from start date?

General contractor should not be responsible for landscape maintenance for 2 years after project is
complete or have money held in retainage. Please explain.

Clarification; Contractor is responsible for the end time maintenance period as stated in the
specification.

5. There are extra work items for “extra” PPCA items but no base bid items fer any of this work. Explain.
Also no bid items for WL, sewer or storm in PPCA, Only items for MH in PPCA. Explain. Different specs
apply for utilities in PPCA,

Clarification: Base bid items provided for PPCA work. Per ESA 1l, only storm sewer work is affected,
Refer to ESA PH-Il report.
6. Why is there extra work item for flex base for temporary driveway (#193) by the SY and no base bid

for any temporary driveways in the base bid? Temp driveways are paid by EA. Residential &
Commercial. Spec 02714

Clarification: There are no base bid items for some of the extra work items as we presently do not
anticipate their use. If these items are required we have established unit prices for them.
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Almeda Road Paving and Drainage Improvements
WBS No. N-000806-0001-4; CSJ No. 0912-72-072 ADDENDUM 2

7.

10.

11,

12.

Summary of work 01110 sec 1.01 C states Diversion pumping & ground water control are incidental:
Why? The last project “MLK” that bid last week had bid items for both. There are specs for these
items of work with methods of payment. Spec 01506. Spec 01578.

1.01 Section D - Also storm sewer plugs need to be paid by EA.

Clarification: Spec 01506 does not have a pay item associated with it and is incidental to various bid
items.

Spec 01578 — we do not anticipate dewatering. If required it is incidental. Refer to attached
Geatechnical Report.

Storm Sewer Plugs are incidental to Storm sewer items.

Doc. 01110 ; Sec 1.02 E says to remove & relocate fence. How is this to be paid? How about the sign
relocation?

Clarification: Fence relocation if required will be incidental to item 02233. Relocation of signs is paid
for under 01554.

Section 01110; 1.02 H — Bus shelters & stops to be relocated by METRO. How about the concrete
pads? There are no bid items for us to build. Will METRO build these?
Clarification: For bus shelters as stated in document 01110 to coordinate with METRO.

Add bid items for temporary traffic signals.

Clarification: There are no temporary signals. The existing signals are to remain functioning until the
permanent signals are installed and functional. '

For existing MHs on 12x12 box storm, is it the city’s intention for us to comgpletely replace these MHs
that are 20+ feet deep? If so, why not just tie new leads in and adjust tops of existing?

For new MHs- how do we get paid to break into box storm and tie in new MH?

Clarification: The manholes that are existing in the median may not be load rated. Since we are

reducing the median width, these manholes are now directly under the pavement and recommend to
be replaced.

Where is item #34 — temporary asphalt to be used? | don’t see it on the TCP.

Clarification: Temporary asphalt is to be used for side streets and driveways during transition for
Phase | through Phase 2C.

Waller P. Moore and Assaclales, Inc,

TBPE Firm Reglstration No, 1856 END OF ADDENDUM NO. 2

DATED: w'*/"bd“@(
W Ravi Kaleyatodi, P.E., CIPM.
q\g Senior Assistant Directo
Department of Public Works and
Engineering

RK:JHK:MR:BT:sdd

END OF DOCUMENT
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Almeda Road Paving and Drainage Improvements ' NOTICE OF
WBS No. N-000806-0001-4: CSJ No. 0912-72-072 ADDENDUM

Document 00811
NOTICE OF
ADDENDUM NO.

Date of Addendum: d \ (

PROJECT NAME: Almeda Road Paving and Dramaqe Improvements Old Spanish Trail to

South MacGregor Way

PROJECT NO: WBS No. N-000806-0001-4; CSJ No. 0912-72-072
BID DATE: May 28, 2015

FROM:

TO:

J. Timothy Lincoln, P.E., City Engineer

City of Houston ’

Depariment of Public Works and Engineering
611 Walker, 14 Floor

Houston, Texas 77002

Attn: Michelle Randon, P.E., Project Manager

Prospective Bidders
CHANGE IN BID DATE

The Bid Date for this Project has been changed from May 21,2015  to May 28, 2015

Date Date

Time of day and place for submittal of bid remains the same.

This Addendum includes:

ADDENDUM SYNOPSIS

Changes to Project Manual
BIDDING REQUIREMENTS
00210-T PAGE 3
00410 Bid Form Part B
Specification-l.ow Impact Development Special Specification
Changes to Drawings
Clarifications

K Senior ASS|stant Dl
Department of Public
Engineering

END OF DOCUMENT
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BID FORM

Almeda Road Paving & Drainage PART B
WBS No. N-000806-0001-4
CSJ No. 0912-72-072
Document 00410B
BID FORM - PART B
1.0 TOTAL BID PRICE HAS BEEN CALCULATED BY BIDDER, USING THE FOLLOWING
COMPONENT PRICES AND PROCESS (PRINT OR TYPE NUMERICAL AMOUNTS):
A. STIPULATED PRICE $IN/A]
(Total Bid Price; minus Base Unit Prices, Extra Unit Proces, Cash Allowance and All Alternates, if any)
B. BASE UNIT PRICE TABLE
UNIT PRICES - GENERAL ITEMS
Unit Price
Item Spec ltem Unit Unit (this column Total in
No. No. Description Measure| Quantity controls) Figures
1 01502  [Mobilization LS 1 $900,000 ® | $ 900,000
: : LS @ @)
2 01555 [Traffic Control and Regulation 1 $90,000 $ 90,000
Uniformed Police Officers and LS
3 01555 |Flagman 1 $117,000® | $117,000 @
4 01554 |Traffic Control Signs (New) EA 17
5 01554 [Traffic Control Signs (Relocated) EA 20
6 01555 |Install water filled barriers LF 12,700
7 01555 [Relocate water filled barriers LF 11,600
8 01555 |Remove water filled barriers LF 12,700
9 01570 |[Inlet Protection Barrier LF 2,048
10 01570 |Storm Inlet Sediment Trap EA 56
11 1570  [Filter fabric fence LF 3,500
12 01570 [Reinforced filter fabric barrier LF 430
13 01575 [Stabilized Construction Exit SY 475
Adjust existing manhole frame and
14 02086 [cover to new grade EA 34
15 02086 [Adjust existing valve box to new grade EA 2
16 02086 [Adjust existing inlet to new grade EA 13
00410B-1
08-01-2013
Addendum 2 Bidder's Initials [ ]




BID FORM

Almeda Road Paving & Drainage PART B
WBS No. N-000806-0001-4
CSJ No. 0912-72-072
Unit Price
Item Spec ltem Unit Unit (this column Total in
No. No. Description Measure| Quantity controls) Figures
17 | 02105 |Preparatory Work LS 1 $3,500 ¥ $3,500 @
Underground Utility Construction in
18 02105 |PPCA LF 60
Transportation& Disposal ot Class | or
19 02120 |Class Il Soil CY 165
Transportation& Disposal ot
20 02120 |Contaminated Groundwater GAL 200
Remove/Dispose storm pipe
21 02221 [18-inch dia LF 393
Remove/Dispose storm pipe
22 02221 |24-inch dia LF 561
Remove/Dispose storm pipe
23 02221 |30-inch dia LF 71
Remove/Dispose storm pipe
24 02221 |36-inch dia LF 154
25 02221 Remove/Dispose Inlets all sizes/depth EA 15
26 02221 Remove and Dispose 8 inch sewer line LF 8
Remove and Dispose 10 inch sewer
27 02221 |line LF 32
Remove and Dispose of 15" storm
28 02221 [sewer or culvert pipe LF 109
Remove/Dispose Asphalt Surface/with
29 02221 |or without Base SY 42,071
Remove/Dispose Conc driveway 6-
30 02221 |inch thick/More SY 2,424
Remove/ Dispose Conc Sidewalk
31 02221 |4-inch thick/More SY 4,546
32 02221 [Remove/Dispose Misc Concrete cY 32
Removing and disposing of Concrete
pavements (all thickness, w/ or w/o
Asphalt, including base & subgrade, w/
33 02221 |or w/o curb, all depth) SY 15,035
34 02233 |Clearing and grubbing AC 23.45
00410B-2
08-01-2013
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BID FORM

Almeda Road Paving & Drainage PART B
WBS No. N-000806-0001-4
CSJ No. 0912-72-072
Unit Price
Item Spec ltem Unit Unit (this column Total in
No. No. Description Measure| Quantity controls) Figures
Trench safety system for trench
35 02260 [excavations LF 5,910
Roadway Excavation with or without
36 02315 |[subgrade CYy 17,590
37 02319 [Borrow( Offsite) CY 12,670
Temporary Asphalt Concrete
Pavement for detour/ Roadway and
38 02741 [shoulder SY 1,600
39 02765 |[Temporary Pavement Markers Class | LF 3,100
TOTAL UNIT PRICES - GENERAL ITEMS $
UNIT PRICES - PAVING ITEMS
Unit Price
Item Spec ltem Unit Unit (this column Total in
No. No. Description Measure| Quantity controls) Figures
40 2336 (DRY WEIGHT) TON 1,238
41 2336 Lime Stabilized Subgrade 6-inch thick SY 3,625
42 2336 Lime Stabilized Subgrade 8-inch thick SY 65,953
HotMix Asphalt Base Course
43 2711 (TypeA/B) / All Thickness TON 1,815
Recycled crushed concrete Base
44 2713 Course/ All Thickness TON 5
Hot Mix Asphalt Concrete Pavement
45 2741 1.5-inch thick TON 370
Reinforced Concrete Pavement 10-
46 2751 inch thick SY 48,784
Reinforced Concrete Pavement
47 2751 6-inch thick SY 3,700
High Early Strength Reinforced Con
48 2751 Pav 13-inch thick SY 10,764
Street Pavement Expansion Joint with
49 2752 Load transfer LF 6,912
50 2752 Horizontal Dowel, 24-Inch EA 828
51 02752S |[Saw Cutting LF 1,311
00410B-3
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BID FORM

Almeda Road Paving & Drainage PART B
WBS No. N-000806-0001-4
CSJ No. 0912-72-072
Unit Price
ltem Spec ltem Unit Unit (this column Total in
No. No. Description Measure| Quantity controls) Figures
Concrete Driveways including
52 2754 Excavation 7-inch thick SF 29,936
53 2771 6-Inch Concrete Curb (Monolithic) LF 13,210
54 2771 Esplanade Curb LF 11,312
55 2771 Concrete Paving Header LF 608
6-inch Concrete Median or Directional
56 2772 Island SY 1,346
57 2775 Sidewalk 4-1/2-inch thick SF 30,320
6-inch thick Reinforced Concrete
58 2775 Slope Paving SY 262
Wheelchair Ramps and sidewalks,
59 2775 complete in place SF 3,280
Milling Asphalt pavement upto
60 2960 2-inches SY 60
TOTAL UNIT PRICES - PAVING ITEMS
UNIT PRICES - STORM ITEMS
Unit Price
ltem Spec ltem Unit Unit (this column Total in
No. No. Description Measure| Quantity controls) Figures
61 2081 Extra depth, Type C manhole VF 4
62 2801 Extra depth, manhole on box VF 291
Extra depth, manhole on box within
63 2801 Possible PPCA Limits VF 42
02081/020 [Type C manhole for 42-inch diameter
64 | 82/02087 |and smaller sewers EA 4
02081/020 [Type C manhole for 48-inch to 72-inch
65 | 82/02087 |diameter sewers EA 2
02081/020 |Manhole for concrete box sewers
66 | 82/02087 |within PPCA limits EA 3
UZUO 1/UZU
67 | 82/02087 [Manhole for concrete box sewers EA 26
Adjust Storm & Sanitary Manholes to
68 02086 |Grade EA 12
69 02315 |Reconstruction of roadside ditch LF 5,456
24-inch diameter storm sewer by open
70 02631 |cut LF 1,069
00410B-4
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BID FORM

Almeda Road Paving & Drainage PART B
WBS No. N-000806-0001-4
CSJ No. 0912-72-072
Unit Price
Item Spec Item Unit Unit (this column Total in
No. No. Description Measure| Quantity controls) Figures
36-inch diameter storm sewer by open
71 02631 |cut LF 148
30-inch diameter storm sewer by open
72 02631 |cut LF 5
6-foot by 3-foot box storm sewer by
73 02631 |open cut LF 154
02632/026
74 33 Type A grate inlet EA 1
02632/026
75 33 Type A Mod. grate inlet EA 25
76 02633 |24-inch diameter storm sewer lead LF 1,934
HCFCD
77 02378 |Rip-rap Gradation No. 1, 12-inch thick SY 320
TxDOT 465
78 2098 Inlet (Compl) (TY C1) EA 12
TxDOT 465
79 2098 Inlet (Compl) (TY C1) - Mod. EA 31
TxDOT 465
80 2229 Inlet Ext (TY C1) EA 25
TOTAL UNIT PRICES - STORM ITEMS
UNIT PRICES - WASTEWATER ITEMS
ltem Spec ltem Unit Unit (this column Total in
No. No. Description Measure| Quantity controls) Figures
81 2082 manholes EA 2
4-foot diameter precast concrete
82 2082 manholes EA 6
Extra depth, 4-foot diameter precast
83 2082 concrete manhole VF 16
6-inch diameter sanitary sewer, by
84 2531 open-cut LF 60
10-inch diameter sanitary sewer, by
85 2531 open-cut LF 907
54-inch diameter sanitary sewer, by
86 2531 open-cut LF 156
8-inch diameter sanitary sewer, by
87 2531 open-cut LF 60
00410B-5
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BID FORM

Almeda Road Paving & Drainage PART B
WBS No. N-000806-0001-4
CSJ No. 0912-72-072
Unit Price
Item Spec ltem Unit Unit (this column Total in
No. No. Description Measure| Quantity controls) Figures
Remove and dispose - 6-inch diameter
88 2531 sanitary sewer LF 60
Remove and dispose - 10-inch
89 2531 diameter sanitary sewer LF 907
Remove and dispose - 54-inch
90 2531 diameter sanitary sewer LF 159
Service stubs or reconnections without
91 2534 stack on sanitary sewer EA 6
TOTAL UNIT PRICES - WASTEWATER ITEMS
UNIT PRICES - WATER ITEMS
Unit Price
Item Spec ltem Unit Unit (this column Total in
No. No. Description Measure| Quantity controls) Figures
4-inch diameter water line by
92 2511 open-cut LF 50
8-inch diameter water line by
93 2511 open-cut LF 780
6-inch diameter water line by
94 2511 open-cut LF 25
12-inch diameter water line by
95 2511 open-cut LF 4,493
12-inch diameter water line by
96 2511 open-cut with restrained joints LF 272
12-inch diameter water line in steel
97 2511 casing by trenchless construction LF 140
and copper service line with meter
98 2512 box, short side EA 8
and service line with meter box, short
99 2512 side EA 5
1-1/2-inch to 2-inch diameter service
100 2512 line with meter box, extra long side EA 2
101 2513 8-inch diameter wet connection EA 12
102 2513 6-inch diameter wet connection EA 1
00410B-6
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BID FORM

Almeda Road Paving & Drainage PART B
WBS No. N-000806-0001-4
CSJ No. 0912-72-072
Unit Price
Item Spec Item Unit Unit (this column Total in
No. No. Description Measure| Quantity controls) Figures
103 2513 4-inch diameter wet connection EA 2
104 2513 12-inch diameter wet connection EA 2
Cut, plug, and abandon existing 6-inch
105 2516 diameter water line EA 1
Cut, plug, and abandon existing 8-inch
106 2516 diameter water line EA 12
Cut, plug, and abandon existing 4-inch
107 2516 diameter water line EA 1
Cut, plug, and abandon existing 12-
108 2516 inch diameter water line EA 2
Remove and salvage existing fire
109 2520 hydrant EA 6
including 6-inch diameter gate valve
110 2520 |and box EA 12
6-inch diameter fire hydrant branch by
111 2520 open-cut LF 200
12-inch by 12-inch diameter tapping
112 2525 |sleeve and valve with box EA 1
TOTAL UNIT PRICES - WATER ITEMS
UNIT PRICES - TRAFFIC ITEMS
Unit Price
Item Spec ltem Unit Unit (this column Total in
No. No. Description Measure| Quantity controls) Figures
113 2582 4-Inch Pole all style with foundation EA 9
02582/
114 02465 |40-feet Mast arm Pole Assembly EA 1
02582/
115 02465 |45-feet Mast arm Pole Assembly EA 3
02582/
116 02465 |50-feet Mast arm Pole Assembly EA 1
02582/
117 02465 |55-feet Mast arm Pole Assembly EA 3
00410B-7
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BID FORM

Almeda Road Paving & Drainage PART B
WBS No. N-000806-0001-4
CSJ No. 0912-72-072
Unit Price
Item Spec Item Unit Unit (this column Total in
No. No. Description Measure| Quantity controls) Figures
Raised Pav Marker Ty Il Two face
118 2764 Reflective (W/Y) EA 646
Thermoplastic Pavement Marking 4-
119 2767 inch wide White/Yellow(SLD/BRK) LF 5,990
Thermoplastic Pavement Marking 8-
120 2767 inch wide White/Yellow LF 1,755
Thermoplastic Pavement Marking 12-
121 2767 inch wide White/Yellow LF 1,034
Thermoplastic Pavement Marking 24-
122 2767 inch wide White/Yellow LF 505
Thermoplastic Pavement Marking
123 2767  |symbol ARROW EA 38
Thermoplastic Pavement Marking
124 2767 Elongated Word ONLY EA 13
Sign Left On Green Arrow Only R10-
125 2893 12 all sizes EA 14
Electrical Service Pole Assembly-
126 2893  |70AMP(Square D breakers Included) EA 2
Remove and Salvage Existing Traffic
127 2893 |Signal Equipment EA 2
128 2893 |Overhead Street Name Signs EA 8
Type A Pull Box with Gravel and
129 16710 |Ground Rod EA 26
130 16711 |Conduit 2-Inch Sch 80 PVC Trench LF 2,500
131 16711 |Conduit 3-Inch Sch 80 PVC Trench LF 60
132 16711 |Conduit 4-Inch Sch 80 PVC Trench LF 60
133 16711 |Conduit 4-Inch Sch 80 PVC Bore LF 600
134 16713 |Performed Loop Detectors EA 30
3-Section Vehicle signal Head
135 16715 |assembly EA 24
3-Section Vehicle signal Head
136 16715 |assembly(All Arrows) EA 14
00410B-8
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BID FORM

Almeda Road Paving & Drainage PART B
WBS No. N-000806-0001-4
CSJ No. 0912-72-072
Unit Price
Item Spec Item Unit Unit (this column Total in
No. No. Description Measure| Quantity controls) Figures
Pedestrian Push Button Assembly,
137 16716 |Left, Right or Both Arrows EA 16
Pedestrian Push Button Head
138 16719 |Assembly,(Symbolic) Countdown EA 16
139 16720 |2/C#14 Shielded Cable LF 7,370
140 16720 |3/C#14AWG Solid Cable LF 1,595
141 16720 |5/C#14AWG Solid Cable LF 1,755
142 16720 |7/C#14AWG Solid Cable LF 5,280
143 16720 |#2 XHHW Service Wire LF 100
144 16720 [#8 AWG Bare Solid Wire LF 1,800
145 16724 |Emergency Vehicle Preemtion System EA 2
146 16727 |Loop Detector Sawcut With Loop Wire LF 900
ITS Controller Cabinet Assebly( Model
147 16730 |340)( Type 2070L) EA 2
System(Cental Control Unit,Eight Push
148 16750 |Button Station ) EA 2
TOTAL UNIT PRICES -TRAFFIC ITEMS
UNIT PRICES - STREET LIGHT ITEMS
Item Spec ltem Unit Unit (this column Total in
No. No. Description Measure | Quantity controls) Figures
149 2581 Conduit 2-inch Sch 40PVC LF 10,251
150 2581 Conduit 2-inch Sch 80PVC LF 1,851
TOTAL UNIT PRICES -STREET LIGHTS ITEMS

00410B-9
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BID FORM

Almeda Road Paving & Drainage PART B
WBS No. N-000806-0001-4
CSJ No. 0912-72-072
UNIT PRICES - HERMANN PARK PEDESTRIAN LIGHTING ITEMS
Item Spec ltem Unit Unit (this column Total in
No. No. Description Measure | Quantity controls) Figures
Hermann [Pedestrian Light fixture plus
151 Park installation EA 37
Hermann
152 Park Pedestrian Light Pole bases EA 37
Hermann
153 Park Pedestrian Light Pull Boxes EA 12
Hermann
154 Park Pedestrian Light 100 amp meter box EA 1
Hermann
155 Park Pedestrian Light 100 amp meter switch| EA 1
Hermann [Pedestrian Light 100 amp panel with
156 Park breakers (NEMA 4X 316-SS) EA 1
Hermann [Pedestrian Light Photocell & Time
157 Park Clock (in 316-SS Enclosure) EA 1
Hermann
158 Park Pedestrian Light Lighting Contactor EA 1
Hermann [Pedestrian Light Wire pulled #8 THWN
159 Park Copper LF 26,600
Hermann
160 Park Pedestrian Light Unistrut Rack EA 1
Hermann
161 Park Pedestrian Light 2" RGS Conduit LF 75
162 2581 Pedestrian Light 2" PVC Schedule 40 LF 150
Pedestrian Light 1" PVC Schedule
163 2581 40PVC LF 4,430
TOTAL UNIT PRICES - HERMANN PARK PEDESTRIAN LIGHTING ITEMS

00410B-10
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BID FORM

Almeda Road Paving & Drainage PART B
WBS No. N-000806-0001-4
CSJ No. 0912-72-072
UNIT PRICES - LANDSCAPE & IRRIGATION ITEMS
Item Spec ltem Unit Unit (this column Total in
No. No. Description Measure| Quantity controls) Figures
164 1562 Tree and plant protection LS 1
165 1562 Install Checker plate SF 1,800
166 1562  [Zero Curb Cut LF 600
167 2811 Irrigation System LS 1
168 2921 Bermuda grass hydro seed SF 356,000
169 2915 30 gal. Montezuma Cypress EA 63
170 2915 (30 gal. Live Oak EA 74
171 2915 30 gal. Natchez Crape Myrtle EA 68
172 2915 30 gal. Mexican Sycamore EA 61
173 2915 30 gal. Cedar Elm EA 26
174 2915 1 gal. Gulf Coast Penstemon SF 600
175 2915 1 gal. Gulf Coast Muhly SF 600
176 2970 Landscape Ground Maintenance MO 24
177 2811 Irrigation sleeves LF 2,110
TOTAL UNIT PRICES - LANDSCAPE & IRRIGATION ITEMS

00410B-11
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BID FORM
Almeda Road Paving & Drainage PART B

WBS No. N-000806-0001-4
CSJ No. 0912-72-072

UNIT PRICES -LOW IMPACT (LID) ITEMS

ltem Spec ltem Unit Unit (this column Total in
No. No. Description Measure| Quantity controls) Figures
DWG/LID
SPECIFIC [High Performance Modular Biofiltration
178 | ATIONS [System (HPMBS) SF 1,140
SPECIFIC
179 | ATIONS [Landscape Ground Maintenance MO 24
O & M |2 Year Maintenance Plan for LID
180 | MANUAL [Features After 1 Year Warranty Period LS 1
TOTAL UNIT PRICES -LOW IMPACT ITEMS $

C. EXTRA UNIT PRICE TABLE:

Unit Price
ltem Spec Item Unit Unit (this column Total in
No. No. Description Measure| Quantity controls) Figures

181 2105 Extra PPCA handling LS 1
$50,000.00 (2) | $50,000.00 (2)

182 2120 Excavation Around Obstructions in cy 100

PPCA $.60.00 (2) | $.6,000.00 (2)

183 2120 Extra Placement of Backfill Material in cy 100
PPCA $30.00 (2) | $.3,000.00 (2)

184 2120 Extra Hand Excavation in PPCA CY 100
$50.00 (2) $.5,000.00 (2)

185 2120 Extra Machine Excavation in PPCA CY 100

$20.00 (2) | $2,000.00 (2)

186 2120 6-Inch Over Excavate Trench Bottom LF 250

in PPCA $15.00 (2) $3,750.00 (2)
187 2991 Remove miscellaneous concrete and cy 100
masonry $100.00 $10,000.00 (2)
188 02317 [6" Over excavate trench bottom LF 100
$5.00 (2) $500.00 (2)
189 02318 [Excavation around obstructions CY 100
$30.00 (2) $3,000.00 (2)
00410B-12
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BID FORM

Almeda Road Paving & Drainage PART B
WBS No. N-000806-0001-4
CSJ No. 0912-72-072
Unit Price
Item Spec Item Unit Unit (this column Total in
No. No. Description Measure| Quantity controls) Figures
190 02318 |Extra hand excavation CcYy 100
$25.00 (2) $2,500.00 (2)
191 02318 |Extra machine excavation CcY 100
$10.00 (2) $1,000.00 (2)
192 02318 |Extra placement of backfill material CcYy 100
$15.00 (2) $1,500.00 (2)
193 02318 |Extra placement of granular fill cYy 100
$15.00 (2) $1,500.00 (2)
194 02318 |Extra cement-stabilized sand CY 100
$15.00 (2) $1,500.00 (2)
195 02714 FI§X|bIe Base Cource For Temporary sy 500
Drive ways $25.00 (2) $12,500.00 (2)
196 03315 Extra grade 60 reinforcing steel in LB 500
place $2.00 (2) $1,000.00 (2)
197 03315 E>'<tra class "A" concrete with or cy 100
without forms $350.00 (2) | $35,000.00 (2)
TOTAL UNIT PRICES - EXTRA WORK ITEMS $

D. CASH ALLOWANCE TABLE:

Item Spec Cash Allowance
No. No. CASH ALLOWANCE SHORT TITLE in figures (1)
198 1110  |City of Houston Street Cut Permit $3,500.00
City of Houston Floodplain Management Office
199 1110  |Development Permit $5,650.00
200 1110  |Street Light Cash Allowance $40,816.00
201 1110 Center Point Energy Connection to Pedestrian Lighting $10,000.00
TOTAL CASH ALLOWANCES $59,966.00

00410B-13
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Almeda Road Paving and Drainage BID FORM
WBS No. N-000806-0001-4 PART B
CSJ No. 0912-72-072

F. TOTAL BID PRICE: $
(Add Totals for ltems A., B., C., D., and E. above)

2.0 SIGNATURES: By signing this Document, | agree that | have received and reviewed all
Addenda and considered all costs associated with the Addenda in calculating the Total Bid

Price.

Bidder:
(Print or type full name of your proprietorship, partnership, corporation, or
joint venture.*)

** By:

Signature Date

Name:
(Print or type name) Title

Address:
(Mailing)

(Street, if different)

Telephone and Fax Number:

(Print or type numbers)

* If Bid is a joint venture, add additional Bid Form signature sheets for each member of the
joint venture.

** Bidder certifies that the only person or parties interested in this offer as principals are
those named above. Bidder has not directly or indirectly entered into any agreement,
participated in any collusion, or otherwise taken any action in restraint of free competitive
bidding.

Note: Under Section 231.006, Family Code, the Bidder certifies that the individual or business
entity named in this bid is not ineligible to receive the specified grant, loan, or payment
and acknowledges that this contract may be terminated and payment may be withheld if
this certification is inaccurate."

This document constitutes a government record, as defined by § 37.01 of the Texas Penal
Code. Submission of a false government record is punishable as provided in § 37.10 of
the Texas Penal Code.

Footnotes for Tables B through E:

(1) Fixed Unit Price determined prior to Bid. Cannot be adjusted by the Bidder.

(2) Minimum Bid Price determined prior to Bid. Can be increased by the Bidder by crossing out the Minimum and noting revised
price on the line above.

(3) Maximum Bid Price determined prior to Bid. Can be decreased but not increased by Bidder by crossing out the Maximum and
noting revised price on the line above. A Bid that increases the Maximum Bid Price may be found non-conforming and non-
responsive.

(4) Fixed Range Bid Price determined prior to Bid. Unit Price can be adjusted by Bidder to any amount within the range defined by
crossing out prices noted and noting revised price on the line above.

00410B- 14 Bidder’s Initials [ ]
08-01-2013
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Almeda Road Paving and Drainage Improvements
WBS No. N-000806-0001-4; CSJ No. 0912-72-072 LANDSCAPE GROUND MAINTENANCE

1.00 GENERAL

1.01 Scope

LANDSCAPE GROUND MAINTENANCE

A. Maintenance required under this contract shall conform to the specifications and criteria in
this section. Items included in this section include, but are not limited to, the following:

1.

2.

3.

4.

5.

Mowing, edging and trimming of lawn areas
Application of pesticides, not allowed
Weeding, cultivating and cleaning of all plantings

Application of herbicide not allowed

General site clean up. Removal of trash and products of maintenance

1.02 MEASUREMENT AND PAYMENT

A. Unit Prices.

1.

No separate payment will be made for landscape maintenance during construction
starting at the Notice to proceed until the issuance of Notice of Substantial Completion.
Payment shall be included and is incidental as set of in specification 0700 General
Conditions.

2. Payment for landscape maintenance after the issuance of Notice of Substantial
Completion shall be on a monthly basis. Payment shall include all items incidental for
maintenance in this specification.

3. Refer to Section 01270 — Measurement and payment for unit price procedures.

B. Stipulated Price (Lump Sum). If Contract is Stipulated Price Contract, payment for work in

this Section is included in total Stipulated Price.

1.03 Contract Period

A. These specifications shall govern all maintenance work on completed and partially com-
pleted project areas, commencing at the Notice to Proceed and terminating at 24 months
after the issuance of Notice of Substantial Completion.

1.04 Intent of the Contract

A. It is the intent of the contract to provide the Owner with a project site that is attractive in ap-
pearance, and to keep all plant materials and lawns in a healthy and vigorous condition.

1.05 Contractor's Performance

A. The Contractor shall perform all work as often as necessary to fulfill the spirit and intent of
the contract. The workmen shall be neat in appearance, perform their work in a professional
manner, keep noise to a minimum, and stage their work from a location on the site out of the
way of the mainstream of the users. In general, the Contractor's presence on the site shall
be as inconspicuous as possible.
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Almeda Road Paving and Drainage Improvements
WBS No. N-000806-0001-4; CSJ No. 0912-72-072 LANDSCAPE GROUND MAINTENANCE

1.06

1.07

2.00

2.01

Neglect and Vandalism

A. Turf, shrubs, trees or plants that are damaged or killed due to Contractor's operations, negli-
gence, or chemicals shall be replaced at no expense to the Owner.

B. Sprinklers or structures that are damaged due to the Contractor's operation must be re-
placed by the Contractor promptly.

C. All damage to, or thefts of landscape elements not caused or allowed by the Contractor
subsequent to the issuance of the Certificate of Substantial Completion shall be corrected by
the Contractor at the Owner's expense, upon receipt of written authorization to proceed.

D. Damage due to thefts or vandalism prior to the date of the Certificate of Substantial Comple-
tion shall be at the Contractor's expense.

Emergencies

A. The Contractor shall answer emergency or complaint calls regarding conditions in land-
scaped areas regarding fallen trees or branches, or shrubs or trees that obstruct the drive-
ways, and shall correct the problem or place warning signs and advise the Owner of the
need for major work to be performed.

MATERIALS

Machinery

A. Machinery requirements listed under this Section are not intended to be restrictions of

specific manufacturers or models unless so stated. Specific mention of manufacturers is
intended as a guide to illustrate the final product of maintenance operations desired.

1. Lawn Mowers
a. Shall be of the rotary-type, in good working order, finely turned to
protect the lawn from excessive exhaust fumes.
b. Blades shall be sharp, to reduce shredding of the cut grass.
2. Lawn Edgers
a. Shall be of a rigid or flexible blade-type that will produce a fine, clean edge

where lawns meet walkways, pavements, or curbs.

3. Fertilizer Spreaders
a. Cyclone-type spreader, or equal.
b. No visible underlapping of applications will be permitted.
4. Pruning Tools
a. Shall be maintained in good working order.
b. Cutting edges shall be sharp.
C. Disinfect all tools when used for the removal of diseased limbs with a

solution of Clorox and water, mixed at a 1:5 ratio.
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Almeda Road Paving and Drainage Improvements
WBS No. N-000806-0001-4; CSJ No. 0912-72-072 LANDSCAPE GROUND MAINTENANCE

3.00

3.01

3.02

3.03

5. Watering Truck & Pump
a. Minimum 1200 gal. tank/pump.
b. Pressure at nozzle: 35 PSI (1 1/2" outlet).
EXECUTION
General
A. All maintenance operations shall be performed by the Contractor's own force, superintended
by personnel familiar with the job. Subcontracting of maintenance work shall not be allowed.
B. Maintenance Period shall commence immediately upon the issuance of the contract. It will
be the Contractor's sole responsibility to maintain plantings in original intended condition
throughout the Maintenance Period of this contract.
C. Accidental damage to the landscape plantings beyond the control of the Contractor shall be

reported immediately to the Owner.

Irrigation System

A

Irrigation system maintenance shall generally be construed as any activity or activities
necessary to keep the system 100% operational. Irrigation system maintenance shall
include, but not be limited to:

1. Replacement of equipment damaged by Contractor operations.

2. Repair of other equipment damaged or malfunctioning on a time and material basis.
(As requested by the Owner.)

3. Adjustment and cleaning of heads so as to correct miss-directional throw,
improper coverage and damage to equipment.

The Contractor shall monitor and program the irrigation controllers to maintain
optimum moisture levels in all planted areas.

Irrigation cycles shall be set to take place after 11:00 pm and prior to sunrise (4:00 am - 5:00
am), unless otherwise instructed by the Owner, except during visits of grounds maintenance
personnel. During such visits, the irrigation system may be operated as desired by those
personnel.

Irrigation cycles should gradually be reduced from September to the winter, in order to gener-
ally reduce late season plant growth and vigor, and to stimulate hardening off and dormancy
of plant material.

Staking and Guying

A

Contractor shall maintain staking and guying of trees at all times, and shall be responsible for
any damage to trees or plant materials caused by chafing or breaking of foliage or limbs
coming in contact with stakes, ties, guys, eye bolts, or bracing materials. Periodically, adjust
broken stakes and ties as needed. If ties are too tight, they must be replaced or adjusted.

All labor and material costs shall be considered in base bid for time.

Trees and large shrubs that may require guys, stakes or special care during the winds and

rains shall receive the required care prior to and immediately after anticipated and actual
occurrences, to insure that no damage results to the plant material.
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Almeda Road Paving and Drainage Improvements
WBS No. N-000806-0001-4; CSJ No. 0912-72-072 LANDSCAPE GROUND MAINTENANCE

3.04  Pruning

A. Contractor shall prune regularly, as required. Remove dead wood and aesthetically horticul-
turally balance the planting, as directed by the Landscape Architect. All suckers and unde-
sired growth shall be removed immediately.

B. Do not prune limbs from trunks more than 12" above ground per 1" caliper (min. 8").

C. Pruning of shrubs should create a uniformly dense plant. Selectively thin and tip back annu-
ally. Prune to enhance natural branching effect of plants. Do not change shape of shrubs by
pruning. Refer to schedule.

3.05  Turf Maintenance

A. Mowing
1. During periods of cool weather, mow at one and one-half inches (1 1/2"), but during
hot weather should not be lower than two inches (2") from the soil.
2. Regular weekly mowing is strongly recommended. Never scalp the lawn, or cut
more than one-third (1/3) of the existing top growth in one mowing.
3. Remove excessive clippings, never allowing clippings to remain on lawn surface for
more than four (4) hours.
B. Watering
1. Provide a regular, deep watering program. The established turf should not be kept
wet, but should dry out under regular conditions. If it is hot or windy, water more of-
ten.
2. In very hot weather, a fast watering with fine spray will cool the turf zone and can
supplement the regular deeper watering program.
3. In shaded areas caused by trees or shrubs, water more frequently because of the
competition for soil moisture.
4, If lawn wilts (shows gray-brown), water more frequently.
C. In areas of new planting and lawns, allow new lawn to grow over tree ball. Maintain height of

grass at tree trunk with hand clippers. Do not use weed whips around tree trunks.
3.06  Manual Watering (Quick Coupler System)
A. Water all plant material (including plant material) twice weekly or as necessary to maintain

materials in thriving condition. Frequency may be reduced, as directed by the Landscape
Architect, during periods of wet weather.

container size water quanity
65 gallon 30 gallons
30 gallon 16 gallons

15 gallon 10 gallons

10 gallon 7 gallons

5 gallon 4 gallons

3 gallon 2 gallons

1 gallon 2 gallons
seedlings, 4” pot & plugs 2 gallon
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Almeda Road Paving and Drainage Improvements
WBS No. N-000806-0001-4; CSJ No. 0912-72-072 LANDSCAPE GROUND MAINTENANCE

3.07

3.08

4.00

4.01

Mulching

A

At month 11 and month 23 of the post-substantial completion maintenance period, contractor
shall provide new mulch. Mulch shall be standard fine shredded hardwood mulch aged 6
months minimum, placed to 3” depth.

General Clean Up

A. The Contractor shall dispose of all waste materials or refuse from his operations off the prop-
erty, except where other arrangements have been made with the Owner.

B. Keep all expansion and score joints free of any vegetation which may appear, and apply ap-
propriate herbicide to discourage future growth in these areas.

C. Leaves, papers, grass clippings or other debris shall be removed weekly, or at each visit
from all areas.

D. Remove dead animals from the site immediately, as they are encountered.

SCHEDULE

Schedules

A. The Schedule as included herein shall be used as a guide for the work specified, which may

fall within the post-construction maintenance period. Should the Contractor require an alter-
ation of the Schedule, contact the Landscape Architect.

SCHEDULE "A"
FUNCTIONS FREQUENCY

Jan. Feb. Mar. Apr. May Jun. July Aug. Sept. Oct. Nov. Dec.

Mowing 3 3 4 5 5 5 4 4 5 4 4 4
Edging 1 1 4 5 5 4 4 4 5 4 1 1
Debris/Trash

Removal 4 5 4 4 5 5 5 5 5 5 4 4
Pruning 1 1

Weed

Control Beds 1 1 1 1 1 1 1 1 1 1

Clean/Sweep
Curbs/Gutters 2 2 4 4 5 4 5 4 4 5 4 4
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Almeda Road Paving and Drainage Improvements
WBS No. N-000806-0001-4; CSJ No. 0912-72-072 LANDSCAPE GROUND MAINTENANCE

Overseed Rye 1*

Index

Irrigation 1 1 1 1 1 1 1 1 1 1 1 1
Spray for

Borers 1 1 1 1

Mulching 1

* Depending on Prevailing Weather

END OF SECTION

shah<
A E)’hn . Kto, PE: Daté '
ssistant Director
gineering and Construction Division
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LID Inspection Sheet
(Focal Points)

Location:

Date (Month/Day/Year):

Almeda Road from OST to S. MacGregor Way

Note: *Do not use fertilizers or pesticides/herbicides in Focal Points.*

Inspection/Maintenance Notes:

Hardwood Mulch
High Performance Biofiltration Media

Open Mesh Geotextile

High Performance Underdrain / Storage System

| Item ‘ Activity When Names (Print) Comments
Inspection
|:| 1 Inspect for structural issues (cracked drain pipes or grates, etc.) | One time each fall/winter and
spring/summer

] 2 Inspect for clogged inlets or outlets (pipes) Once every 3 months

3 Inspect for contributing sediment load from roadway and/or Ongoing

adjacent landscape

[] 4 Check for erosion, debris, and sediment accumulation Ongoing/measure quarterly
] 5 Inspect for weeds and dead/strained vegetation Ongoing

6 Check for ponded water in excess of three days after major After major rainfall event (10 yr

[

rainfall events

intensity) or minimum of twice
annually spring/summer

Maintenance

mulch aged 6 months, DO NOT USE BARK OR DYED MULCH)

[] 8 Make any structural repairs As-needed
[] 9 Improve filter medium as needed As-needed
|:| 10 Clear inlets and outlet/overflows to maintain conveyance. As-needed
Document frequency.
[] 11 Replant exposed soil and replace dead plants Fall or spring, or as needed
12 Irrigate as needed for establishment during first 18 to 24 Spring through early fall
[ months after planting or replanting.
|:| 13 Remove trash, litter, sediment, and debris Ongoing
|:| 14 Manually remove weeds and plant debris (DO NOT USE Ongoing
HERBICIDES AS THEY IMPACT WATER QUALITY)
15 Prune vegetation overgrowth if straggly or dried out. Use only Late winter/early spring Annually, or
[ hand tools. No weed-whackers or gas-powered equipment. as needed
M 16 Remove and replace mulch annually (shredded hardwood Late spring (April or May) Annually,

or as needed

O&M Plan for City of Houston Almeda Road Paving and Drainage Improvements
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(SEE PLAN SHEETS FOR PAVEMENT SECTION
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NOTE:

The location of existing underground utilities are shown in an approximate way
only. The contractor shall contact the Utility Coordinating Committee at
713-223-4567 or 1-800-669-8344 and the City of Houston Department of
Public Works and engineering at 832-394-9098 a minimum of two working
days prior to construction to field locate utilities. The contractor shall
determine the exact location of all existing utilities before commencing work.
He agrees to be fully responsible for any and all damages which might be
occasioned by his failure to exactly locate and preserve

any and all underground utilities.

CAUTION: UNDERGROUND GAS FACILITIES

Locations of CenterPoint Energy muin lines (to indude CenterPoint Energy, Intrastate Pipeline

Inc. where applicable) are shown in an approximate location only. Service lines are usually not

shown. Qur signature on these plans only indicates that our facilities are shown in

approximate location. It does not imply that a conflict andlysis has been made. The contractor

shall contact the Uility Coordinating Cormmittee at 713-223-4567 or 1-800-663-8344 a

minimum of 48 hours prior to construction to have main and service lines field located.

* When Center Point Energy pipe line markings are not visible, call 713-967-8037 (7:00 am
to 4:30 pm). For status of line location request before excavation begins.

* When excavating within eighteen inches (18”) of the indicated looation of Center Point Energy
facilities, dll excavation must be acconplished using non—mechanized excavation procedures.

* When Center Point Energy facilities are exposed, sufficient support must be provided to the
facllities to prevent excessive stress on the piping.

The contractor is fully responsible for any damages caused by the contractor’s failure to

exactly locate and preserve these underground facilities.

WARNING: OVERHEAD ELECTRICAL FACILITIES

Overhead lines may exist on the property. We have not attempted to mark those lines since
they are clearly visible, but you should locate them prior to beginning any construction. Texas
law, Section 752, Hedlth and Safety code, forbids all activities in which persons or things
may come within six ( 6 ) feet of live overhead high voltage lines. Parties responsible for
the work, including contractors, are legally responsible for the safety of construction workers
under this law. This carries both criminal and civil liability. To arrange for lines to be tumed
off or removed call CenterPoint Energy at 713-207-2222. Revised 2008

The locations of AT&T Texas/SWBT fadilities are shown in an approximate way only. The
contractor shall determine the exact location before commencing work. He agrees to be fully
responsible for any and dll damages which might be occasioned by failure to exactly locate and
preserve these underground utilities.

The contractor shall call 1-800-344-8377 a mrinimum of 48 hours prior to construction to have
underground lines field located.

When excavating within eighteen inches (18") of the indicated location of AT&T Texas/ SWBT
facilities, dll excavations must be accorrplished using non—mechinized excavation procedures. When
boring, the contractor shall expose the AT&T Texas/SWBT fadilities.

When AT&T Texas/SWBT fadilities are exposed, the contractor will provide support to prevent
damage to the conduit ducts or cables. When excavating near telephone poles the contractor
shall brace the pole for support.

The presence or absence of AT&T Texas/SWBT underground conduit facilities does not mean that
there are no direct buried cables in the area. Follow the Direct Buried Cable Procedure to locate
the AT&T Texas/SWBT buried oables as indicated in the AT&T Texas Research and Signature
Process for AT&T Texas/SMBT Fagilities.

Please contact the AT&T Texas Damage Prevention Manager Mr. Roosevelt Lee Jr. at
713-567-4552 or email him at 7259@att.com, if there are questions about boring or
excavating near our AT&T Texas/SWBT fadilities.

y 05-13-15) ADDENDUM 2

NO.| DATE REVISIONS APP.

M\AT@ 2015 TxDOT

\ Texas Department of Transportation

TO ARRANGE FOR LINES TO BE TURNED OFF OR
MOVED, CALL CENTERPOINT AT 713—207-2222

PRIVATE UTILITY LINES SHOWN

AT LEAST 48 HOURS BEFORE EXCAVATING IN STREET R.O.W. OR
EASEMENTS CALL THE LONE STAR NOTIFICATION 713—223—4567.

Date:

CenterPoint Energy/Electric Facilities
SIGNATURE INDICATES underground ELECTRIC LINES ARE PROPERLY
SHOWN. NO APPROVAL FOR CONSTRUCTION IS GIVEN.

Date:

Approved for SBC underground conduit facilities only.
Signature valid for one year.

Date:

Om:ﬁmﬂvom:ﬁm:mﬂo<\oom _.looﬂ_Emmez._.mx _zoom_uom>._.mo
(Gas service lines are not shown

CABLE COMPANY

Walter P. Moore and
Associates, Inc.. TBPE Firm
Registration: No. 1856

WALTER P MOORE

WALTER P. MOORE AND ASSOCIATES, INC.
1301 McKINNEY, SUITE 1100
HOUSTON, TEXAS 77010
PHONE: 713.630.7300 FAX: 713.630.7396
TBPE FIRM REGISTRATION NUMBER 1856

CITY OF HOUSTON

DEPARTMENT OF PUBLIC WORKS AND ENGINEERING

ALMEDA ROAD FROM
OLD SPANISH TRAIL TO S.
MACGREGOR WAY

HOLCOMBE BLVD.

PROPOSED TYPICAL SECTIONS
SHEET: 5 OF 5

WBS NUMBER FOR CITY OF HOUSTON USE ONLY

N—-000806—-0001—-4

DRAWING SCALE

VERT: AS NOTED
HORZ: AS NOTED

CITY OF HOUSTON PM

MICHELLE RANDON, P.E.

SHEET NO. 21 OF 2/1
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Apr 08, 2015 - 9:20am

DEMOLITION QUANTITY

Unit of STATIONS | STATIONS STATIONS STATIONS STATIONS  STATIONS STATIONS STATIONS STATIONS @ STATIONS | STATIONS Holcombe
Spec. Ref. General Unit Short Title Measure BEGINTO 13+50TO @ 22+50TO | 27+00TO 31450TO | 40+50TO | 45+00to | 49+50TO | 54+00TO @ 58+50TO | 67+50TO Blvd TOTAL
13450 22+50 27+00 31+50 40+50 45+00 49450 54+00 58+50 67+50 END
Sheet 82 = Sheet 83  Sheet84 Sheet84A Sheet85 Sheet86 @ Sheet88 Sheet89 @ Sheet 90 Sheet 91 Sheet 92 | Sheet 87
01502 |Mobilization LS 1
02086 Adjust existing manhole frame and cover to new grade EA 2 6 2 3 5 5 2 8 1 34
02086 Adjust existing valve box to new grade EA 1 1 2
02086 Adjust existing inlet to new grade EA 3 5 1 2 1 0 1 0 13
02221 Remove/Dispose storm pipe 18-inch dia LF 10 246 80 57 393
02221 Remove/Dispose storm pipe 24-inch dia LF 75 94 75 317 561
02221 Remove/Dispose storm pipe 30-inch dia LF 71 71
02221 Remove/Dispose storm pipe 36-inch dia LF 154 154
02221 Remove/Dispose Inlets all sizes/depth EA 2 4 1 2 2 3 1 15
02221 Remove and Dispose 8 inch sewer line LF 8 8
02221 'Remove and Dispose 10 inch sewer line LF 32 32
02221 Remove and Dispose of 15" storm sewer or culvert pipe LF 17 62 30 o~~~
02233  Clearing and grubbing AC 2.612 3.491 1.756 1.550 3.202 1.653 1.756 1.756 1.653 3.202 0215  \0.600  23.45A
02260 Trench safety system for trench excavations LF 435 450 450 900 450 450 610 450 1465 70 80— 5910
02221 |Remove/Dispose Aspalt Surface/with or without Base SY 1166 7385 2317 3127 7094 2277 6400 6864 1148 2713 640 940 42,071
02221 Remove/Dispose Conc driveway 6-inch thick/More SY 216 750 262 237 242 54 131 181 351 W\/L‘A@\
02221 Remove/ Dispose Conc Sidewalk 4-inch thick/More SY 272 688 237 430 698 389 179 278 194 625 86 470 4, 46
02221 |Remove/Dispose Misc Concrete cy 12 10 10 32
02315 Roadway Excavation with or without subgrade CcY 390 800 1200 2300 3000 1100 3200 2300 1200 2000 100 17,590
02319 |Borrow( Offsite) CcY 850 2800 200 800 850 200 200 1600 2100 3000 70 12,670
02221 Removing and disposing of Concrete pavements (all thickness,
w/ or w/o Asphalt, including base & subgrade, w/ or w/o curb,
all depth) SY 2798 779 1085 1349 3582 m
SANITARY SEWER QUANTITY
Spec. . Unit of STATIONS | STATIONS |STATIONS | STATIONS AT DIXE
Ref Wastewater Unit Short Title Measure 54+00 TO [ 59+35 TO | 64+20 TO | 64+20 TO ROAD TOTAL
59+35 64+20 68+00 68+00
Sheet 166 | Sheet 168 [ Sheet 170 | Sheet 171 |Sheet 172
02082 |8-foot diameter precast concrete manholes EA 2 2
02082 |4-foot diameter precast concrete manholes EA 1 2 1 1 5
2082 |4-foot diameter watertight manhole EA 1 1
02534 |Senice stubs or reconnections without stack on sanitary sewer EA 3 3 6
02082 |Extra depth, 4-foot diameter precast concrete manhole VF 3 8 7 5 23
02531 |6-inch diameter sanitary sewer, by open-cut LF 10 20 20 10 60
02531 |Remowe and dispose - 6-inch diameter sanitary sewer LF 10 20 20 10 60
02531 |54-inch diameter sanitary sewer, by open-cut LF 156 156
02531 |Remowe and dispose - 54-inch diameter sanitary sewer LF 159 159
02531 |10-inch diameter sanitary sewer, by open-cut LF 32 491 385 17 925
02531 |Remowe and dispose - 10-inch diameter sanitary sewer LF 32 491 385 17 925
02531 |8-inch diameter sanitary sewer, by open-cut LF 10 20 20 10 60
WATER LINE QUANTITY
Spec. . Unit of STATIONS |STATIONS [ STATIONS | STATIONS [STATIONS | STATIONS | STATION | STATION | STATIONS |STATIONS
Ref Water Unit Short Title Measure BEGINTO|22+50 TO [ 27+00 TO | 31450 TO [ 36+00 TO | 40+50 TO | S 45+00 | S 49+50 | 54+00 TO | 59+35 TO | TOTAL
22+50 27+00 31+50 36+00 40+50 45+00 [TO 49+50 |[TO 54+00 | 59+35 64+20
Sheet157 | Sheet158 | Sheet159 | Sheet160 | Sheet161 | Sheet162 | Sheet163 | Sheet164 | Sheet166 | Sheet168
02511 |4-inch diameter water line by open-cut LF 35 15 50
02511 |8-inch diameter water line by open-cut LF 20 20 15 485 150 90 780
02511 |6-inch diameter water line by open-cut LF 25 25
02511 |12-inch diameter water line by open-cut LF 440 450 450 389 450 596 455 379 455 429 4493
02511 |12-inch diameter water line by open-cut with restrained joints LF 61 59 101 51 272
02511 |12-inch diameter water line in steel casing by trenchless construction LF 140 140
02512 |3/4-inch to 1-inch diameter water taps and copper semvice line with meter box, short side EA 5 3 8
02512 |1-1/2-inch to 2-inch diameter watertap and senvice line with meter box, short side EA 2 1 1 1 5
02512 |1-1/2-inch to 2-inch diameter senvice line with meter box, extra long side EA 1 1 2
02513 |8-inch diameter wet connection EA 1 1 1 4 2 3 12
02513 |6-inch diameter wet connection EA 1 1
02513 |4-inch diameter wet connection EA 1 1 2
02513 [12-inch diameter wet connection EA 1 1 2
02516 |Cut, plug, and abandon existing 6-inch diameter water line EA 1 1
02516 |Cut, plug, and abandon existing 8-inch diameter water line EA 1 1 1 4 2 3 12
02516 |Cut, plug, and abandon existing 4-inch diameter water line EA 1 1 1
02516 |Cut, plug, and abandon existing 12-inch diameter water line EA 1 1 2
02520 |Remove and salvage existing fire hydrant EA 1 1 1 1 1 1 6
02520 |Fire hydrant assembly, all depths, including 6-inch diameter gate valve and box EA 1 1 1 1 1 2 1 1 2 1 12
02520 |6-inch diameter fire hydrant branch by open-cut LF 20 20 20 20 20 25 15 20 30 10 200
02525 |12-inch by 12-inch diameter tapping sleeve and valve with box EA 1 1

* QUANTITIES FOR
CONTRACTOR INFORMATION

FOR SANITARY SEWER, WATER LINE AND
ROADWAY DEMOLITION QUANTITIES

NOTE:

The location of existing underground utilities are shown in an approximate way
only. The contractor shall contact the Utility Coordinating Committee at
713—-223-4567 or 1-B0D0-669-8344 and the City of Houston Department of
Public Works and engineering at 832—-394-9098 a minimum of two working
days prior to construction to field locate utilities. The contractor shall
determine the exact location of all existing utilities before commencing work.
He agrees to be fully responsible for any and all damages which might be
occasioned by his failure to exactly locate and preserve

any and all underground utilities.

CAUTION: UNDERGROUND GAS FACILITIES

Loogtions of CentterPoint Energy main lines (to indude CenterPoint Energy, Intrastate Fipeline
Inc. where applicable) are shown in an approximate looation only. Service lines are usudlly not
shown. Qur signature on these plans only indicates that our facilities are shown in
appraximute location. |t does not imply that a conflict andlysis has been mode. The contractor
shdl contact the Utility Goordinating Cormmittee at 713-223-4567 or 1-800-663-8344 a
minimum of 48 hours prior to construction to have main and senvice lines field looated.

* When Center Point Enerqy pipe line markings are not visible, oall 713-967-8037 (7:00 am
to 4:30 pm). For stolus of fine location request before exoovation begins.

* When excovating within eighteen inches (187) of the indioated looation of Center Point Energy
facilities, dll excavation must be accomplished using non—mechanized excavation procedures.
* When Center Point Energy facilities are exposed, sufficient support rmust be provided to the
facilities to prevent excessive stress on the piping.

The contractor is fully responsible for any damages caused by the contractor’s failure to
exactly locate and preserve these underground facilities.

WARNING: OVERHEAD ELECTRICAL FACILITIES

Overhead lines may exist on the property. We have not atterrpted to mark those lines since
they are clearly visible, but you should locate them prior to beginning any construction. Texas
law, Section 732, Health and Safety code, forbids dll activities in which persons or things
may come within six ( 6 ) feet of live overhead high voltage lines. Parties responsible for
the work, induding contractors, are legally responsible for the safety of construction workers
under this law. This carries both crimind and avil libility. To amange for lines to be tumed
off or removed call CenterPoint Energy ot 713-207-2222. Revised 2008

WARNING: AT&T TEXAS/SWBT FACILTIES

The looations of AT&T Texas/SMBT facilities are shown in an approximote way only. The
contractor shall deterrrine the exact looation before commencing work. He agrees to be fully
responsible for any and dll damages which might be ocoasioned by fallure to exactly locate and
preserve these underground utilities.

The contractor shall call 1-800-344-8377 a minimum of 48 hours prior to construction to have
underground lines field located

When excavating within eighteen inches (18”) of the indicated looation of AT&T Texas/ SWBT
faciities, all excavatiors must be accormplished wsing non—mechinized excavation procedures. When
boring, the contractor shall expase the AT&T Texas/SWBT facilities.

Vhen AT&T Texas/SWBT focilities are exposed, the contractor will provide support to prevent
domage to the conduit ducts or cobles. When excavating near telephone pdes the contractor
shdl brace the pole for support.

The presence or absence of AT&T Texas/SWBT underground conduit facilities does not mean that
there are no drect buried cables in the aren. Follow the Direct Buried Coble Procedure to locate
the AT&T Texas/SWBT buried cables as indicated in the AT&T Texas Research and Signature
Process for AT&T Texas/SWBT Facilities.

Please contact the AT&T Texas Damage Prevention Manager Mr. Roosevelt Lee Wr. at
713-567-4552 or emxil him at r7259@att.com, if there are questions about boring or
excvating near our AT&T Texas/SNBT fadlities.

1 |05/13/1f ADDENDUM 2

NO.| DATE REVISIONS APP.

%(%@2015 TxDOT

Texas Department of Transportation

TO ARRANGE FOR LINES TO BE TURNED OFF OR
MOVED, CALL CENTERPOINT AT 713-207-2222

PRIVATE UTILITY LINES SHOWN

AT LEAST 48 HOURS BEFORE EXCAVATING IN STREET R.O.W. OR
EASEMENTS CALL THE LONE STAR NQOTIFICATION 713—223—4567.

Date:

CenterPoint Energy/Electric Facilities
SIGNATURE INDICATES underground ELECTRIC LINES ARE PROPERLY
SHOWN. NO APPROVAL FOR CONSTRUCTION IS GIVEN.

Date:

Approved for SBC underground conduit facilities only.
Signature valid for one year.

Date:

CenterPoint Energy/Gas Facilities/ENTEX INCORPORATED
(Gas service lines are not shown

CABLE COMPANY

Walter P. Moore and
Associates, Inc. TBPE Firm
Registration No. 1856

WALTER P MOORE

WALTEFR . MCORE ava ASSSTIATES, o
14501 MeKINNEY, SLITE 11040
HZLSTON, TEXAS ¢7a1a
PNz D TS 8807800 —ay S8, 580, 7880

TBFPE FIRM REGISTRATION NUMBER 1855

CITY OF HOUSTON

DEPARTMENT OF PUBLIC WORKS AND ENGINEERING

ALMEDA ROAD FROM
OLD SPANISH TRAIL TO S.
MACGREGOR WAY
ESTIMATE AND QUANTITIES

SHEET 1 OF 3

WBS NUMBER FOR CITY OF HOUSTON USE ONLY

N—-000806—-0001—-4

DRAWING SCALE

VERT: AS NOTED
HORZ: AS NOTED

CITY OF HOUSTON PM

MICHELLE RANDON, P.E.

SHEET NO.22 OF 271
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Mar 23, 2015 - 3:17pm

STORM SEWER QUANTITY

* QUANTITIES FOR

CONTRACTOR INFORMATION

AR\ c
Nt -,{\F\" 5/13/1
f*; *‘J

g /)

FDARRELL L. KADERKAj

FOR STORM SEWER QUANTITIES

. Begin Sta 9+00 | Sta 13+50 | Sta 18+00 | Sta 22+50 | Sta 27+00 | Sta 31+50  Sta 36+00 | Sta 40+50 | Sta 45+00 | Sta 49+50 | Sta 54+00 | Sta 58+50 | Sta 63+00 | Sta 67+50
Spec Item Unit
Ref. Description Measure to to to to to to to to to to to to to to to TOTAL
Sta 9+00 | Sta 13+50 | Sta 18+00 | Sta 22+50 | Sta 27+00 | Sta 31+50 | Sta 36+00 | Sta 40+50  Sta 45+00 | Sta 49+50 | Sta 54+00  Sta 58+50 | Sta 63+00 | Sta 67+50 End
Sheet120 ' Sheet 122 | Sheet124 | Sheet126 | Sheet128 | Sheet130 | Sheet132 | Sheet134 | Sheet136 | Sheet138 | Sheet140 | Sheet142 | Sheet144 = Sheet146 | Sheet148
6-inch thick Reinforced 262
02775 Concrete Slope Paving SY 25.32 25.32 25.32 33.76 25.32 33.76 25.32 33.76 8.44 25.32
02081 Type C manhole for 42-inch
02082 diameter and smaller 4
02087 sewers EA 1 1 2
02081
02082 Type C manhole for 48-inch 3
02087 to 72-inch diameter sewers EA 1 2
02081 XX XY X XX l
02082 Manhole for concrete box ¢ 3
02087 sewers within PPCA limits EA 1 2
02081 N\ AN A AN AN AN
02082 Manhole for concrete box 26
02087 sewers EA 1 4 3 2 5 2 1 3 3 2
Adjust existing M.H. ring and 12
02086 cover to the new pavement. EA 1 1 1 1 1 1 2 1 3
Construction of roadside 5 456
02315 ditch LF 434 544 429 501 653 12 681 736 686 309 471 ’
24-inch diameter storm 1103
02631 sewer by open cut LF 520 583 ’
30-inch diameter storm 5
02631 sewer by open cut LF 5
36-inch diameter storm 148
02631 sewer by open cut LF 3 131 14
6-foot by 3-foot box storm
02631 sewer by open cut LF 154 154
02632/02633 | Type A grate inlet EA 1 1
02632/02633 | Type A Mod. grate inlet EA 3 3 3 3 2 3 2 3 1 2 25
24-inch diameter storm 1934
02633 sewer lead LF 204 112 282 170 175 161 232 88 114 120 111 165 ’
TxDOT 465-2098 |Inlet (Compl) (TY C1) EA 3 2 2 1 1 1 1 1 12
TxDOT 465-2098 |Inlet (Compl) (TY C1) - Mod. EA 3 3 3 4 3 4 3 4 1 3 31
TxDOT 465-2229 |Inlet Ext (TY C1) EA 3 1 2 1 2 2 3 1 2 1 2 1 4 25
DWG/LID
SPECIFICATION HPMBS SF 135 112.5 172.5 112.5 112.5 135 90 135 45_ 90 1,140
Rip-rap Gradation No. 1, 12- 320
HCFCD 02378 |inch thick SY 31 31 31 41.3 31 41.3 31 41.3 10.33 31
Extra depth, Type C 4
02081  —~raghqlen~—~—~—~—~— VF 4
t Extra depth, manhole on 'bokg 42
02081 Kwithin PPCA limits VF 14 28
P OO WO
AL TARMT 2 TATARAMAAARAAAARARRAMAARIRRRINAM R R
reparatory Yotk LS
02105 Undergrognd_UtiIity
Construction in PPCA LF 20 40
02120 Transportation& Dlsposgl oy
of Class | or Class Il Soil
55 110
Transportation& Disposal
02120 of Contaminated GAL
Groundwater
BN ND UB D Ul VS Vi ik U G G G . 60 120
HIGH PERFORMANCE MODULAR BIOFILTRAT\d S (
STREET & BRIDGE QUANTITY
HOLCOMBE
HOLCOMBE | DIXIE DR
Unit of STATIONS | STATIONS | STATIONS | STATIONS | STATIONS | STATIONS | STATIONS | STATIONS | STATIONS | STATIONS | STATIONS | STATIONS | STATIONS | STATIONS | STATIONS BLVD BLVD STATIONS
Spec. Ref. Street Unit Short Title Measure BEGIN TO 9+00 TO 13+50TO | 18+00TO | 22+50TO | 27+00TO | 31+50TO K 36+00TO | 40+50TO | 45+00TO | 49+50TO | 54+00 TO | 58+50TO | 63+00TO | 67+50 TO | STATIONS STATIONS 1400 TO TOTAL
9+00 13+50 18+00 22450 27400 31+50 36+00 40+50 45+00 49+50 54+00 58+50 63+00 67+50 END 1+00 TO
6+40 TO END END
3+85
Sheet 43 Sheet 45 Sheet 47 | Sheet49 | Sheet51 | Sheet53 | Sheet55 | Sheet57 | Sheet59 | Sheet61 | Sheet63 | Sheet 65 @ Sheet67 @ Sheet69 | Sheet 71 Sheet73 Sheet 75 Sheet 77
02336 |Lime for Lime stabilized Subgrade (DRY WEIGHT) TON 19 77 127 94 85 100 85 79 125 80 88 78 85 80 12 16 7 1238
02336 Lime Stabilized Subgrade 6-inch thick SY 220 390 395 620 530 372 100 100 308 385 205 3625.00
02336 Lime Stabilized Subgrade 8-inch thick SY 1053 4079 6755 4910 4244 5378 4413 4269 6809 4197 4575 4300 4691 4280 _ 690 899 411 65,953
02711 | HotMix Asphalt Base Course (TypeA/B) / All Thickness TON 1030 260 350 175 1,815
02741 Hot Mix Asphalt Concrete Pavement 1.5-inch thick TON 210 55 70 35 370
02751 Reinforced Concrete Pavement 10-inch thick SY 938 3772 2500 4331 3850 4730 4037 3869 2325 3818 4232 3911 4344 1503 48,160
02751 High Early Strength Reinforced Con Pav 13-inch thick Sy 4857 155 378 475 240 188 | 3819 651 10,764
2751 |Reinforced Concrete Pavement 6-inch thick SY 207 277 502 500 396 452 475 299 52 126 334 80 3,700
02752 Street Pavement Expansion Joint with Load transfer LF 120 400 620 612 612 680 648 540 432 504 432 504 216 162 430 6,912
02752 |Horizontal Dowel, 24-Inch EA 28 160 640 828
02754 Concrete Driveways including Excavation 7-inch thick SF 1755 4003 3025 4905 4853 2845 720 720 2385 3105 1620 29,936
02771 |6-Inch Concrete Curb ( Monolithic) LF 260 760 650 875 860 1450 925 920 690 945 890 900 1050 990 165 230 650 13,210
02771 |Esplanade Curb LF 260 660 665 820 905 735 775 900 730 820 815 900 700 380 525 722 11,312
02771 Concrete Paving Header LF 40 255 25 25 31 135 70 27 608
02772 | 6-inch Concrete Median or Directional Island SY 55 135 70 135 70 65 240 5 110 a0 115 5 125 126 1,346
02775 |Sidewalk 4-1/2-inch thick SF 1650 2220 1950 1500 2100 2200 2300 3170 2250 2100 1600 1900 1200 | 390 800 2990 30,320
02960 |Milling Asphalt pavement upto 2-inches SY 60 60
02752S |Saw Cutting LF 28 38 275 24 25 31 _ 135 330 400 25 1,311
02775 |Wheelchair Ramps and sidewalks, complete in place SF 665 85 610 1040 375 135 130 240 3,280
02713 |Recycled crushed concrete Base Course/ All Thickness TON 3 1 1 5
FOR

Walter P. Moore and
Associates, Inc. TBPE Firm
Registration No. 1856

\\\\\\

-----------------------------

=7 5/13/1¢

STREET & BRIDGE QUANTITIES

NOTE

The location of existing underground utilities are shown in an approximate
only. The contractor shall contact the Utility Coordinating Committee at
713-223-4567 or 1-80D-669-8344 and the City of Houston Department

way

of

Public Works and engineering at 832-394-9098 a minimum of two working

days prior to construction to field locate utilities. The contractor shall

determine the exact location of all existing utilities before commencing work.
He agrees to be fully responsible for any and all damages which might be

occasioned by his failure 1o exactly locate and preserve
any and all underground utilities.

CAUTION: UNDERGROUND CAS FACILITIES
Looationss of CenterPbirt Enerqy rmain fines (o indude CenterPoint Energy, Introstate Fipeline

Inc. where applioable) are shown in an approximate location only. Service lines are usudly not

shown. Qur signature on these plans orly indicates that our focilities are shown in

approxinote location. |t does not imply thak a conflict andlysis has been made. The contractor

shall contact the Utility Coordinating Cormmittee ot 713-223-4567 or 1-B00-665-8344 a
mnimum of 48 hours prior to construction to have main and senvice fines field located.

* When Certter Point Energy pipe line markings are not visible, call 713-967-8037 (7:00 am

to 4:30 pm). For stotus of fine kocation recuest before excovation begins.

* When excovating within eighteen inches (18") of the indiocted location of Center Point Energy
facilities, dl excavation must be accomplished using non—mechanized excavation procedures.
* When Center Faint Energy focilities are exposed, sufficient support rust be provided to the

facilities to prevent excessive stress on the piping.
The cortractor is fully respansible for any damages caused by the controctor’s failure to
exactly locate and preserve these underground fagilities.
WARNING:

OVERHEAD ELECTRICAL FACILITIES
Overhecd lines may exist on the property. We have not attervpted to mark those lines since
they are clecrly visible, but you shoukd locate them prior o beginning ary construction. Texas

law, Section 752, Hedth ad Safety code, forbids all activities in which persans or things
may come vithin six ( 6 ) feet of live overhead high voltage lines. Parties responsible for

the work, including contractors, <re legally responsible for the safety of construction workers
under this low. Ths camies both crimina ad dvil fiability. To amange for lines to be turned

off or removed cdl CenterPaint Energy ot 713-207-2222. Revised 2008

WARNING: AT&T TEXAS/SWBT FACILITIES
The locations of AT&T Texas/IMET fcilities are shown in an approximate way only. The

contractor shall deterrvine the exact looation before commencing work. He agrees to be fully

resporsible for any and dl damages which might be occasioned by fallure to exactly locate
these underground ulilities.

od

The contractor shall cdl 1-800-344-8377 a minimum of 48 hours prior to construction to have

underground lines field located

When excavating within eighteen inches (18”) of the indioated looation of AT&T Texas/ SWET

facilities, dl excavations rrust be accorrplished using non—mechinized excavation pracedures.
boring, the contractor shall expose the AT&T Texas/SWBT faxilities.
When ATAT Texas/SWET facilities are exposed, the contractor will provide support to prevent

When

damage to the conduit ducts or cables. When excavating rear telephone poles the contractor

shall brace the pde for support.

The presence ar absence of ATT Texas/SMET conduit. facilities does not mean

there are no direct buried oables in the aren. Fallow the Direct Buried Cable Procedure to looate

the ATST Texas/SWBT buried cables as indiated in the AT&T Texas Research and Signature
Process for AT&T Texos/SWBT Facilities.

Please cortact the AT&T Texas Darmage Frevention Manager Mr. Roosevelt Lee Jr. at
713-567-4552 or emdil him at 7259@dtt.com, if there are questions about boring or
exoavating near our AT&T Texas/SWBT fadlities.

that
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APP,

Texas Department of Transportation

%i%@zow TxDOT

TO ARRANGE FOR LINES TO BE TURNED OFF OR
MOVED, CALL CENTERPOINT AT 713-207-2222

PRIVATE UTILITY LINES SHOWN

AT LEAST 48 HOURS BEFORE EXCAVATING IN STREET R.O.W. OR
EASEMENTS CALL THE LONE STAR NQTIFICATION 713-223—4567.

Date:

CenterPoint Energy/BElectric Facilities
SIGNATURE INDICATES underground ELECTRIC LINES ARE PROPERLY
SHOWN. NO APPROVAL FOR CONSTRUCTION IS GIVEN.

Date:

Approved for SBC underground conduit facilities anly.
Signature valid for one year.

Date:

CenterPoint Energy/Gas Facilities/ENTEX INCORPORATED
{Gas service lines are not shown

CABLE COMPANY

WALTER P MOORE

WALTER . MCCRE ava ASSCCIATES, v
1301 MeKINNEY, SLITE 1100
HCLSTON, TEXAS ¢v010
oz F13.830.7300 -ar: 13.830.7388

TBPE FIRM REGISTRATION NUMBER 1856

CITY OF HOUSTON

DEPARTMENT OF PUBLIC WORKS AND ENGINEERING

ALMEDA ROAD FROM

OLD SPANISH TRAIL TO S.

MACGREGOR WAY

ESTIMATE AND QUANTITIES

SHEET 2 OF 3

WBS NUMBER

N—000806—0001—4

DRAWING SCALE

VERT: AS NOTED
HORZ: AS NOTED

CITY OF HOUSTON PM

MICHELLE RANDON, P.E.
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FOR CITY OF HOUSTON USE ONLY
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MATCH LINE STATION 13+50

P:\003\2011\11002-01 Almeda PH INCad\PnP\O03-11002-01-PNP-01-RDWAY .dwg

May 19, 2015 - 3:07pm

NOTE:

The location of existing underground utilities are shown in an approximate way
only. The contractor shall contact the Utility Coordinating Committee at
713-223-4567 or 1-800-669-8344 and the City of Houston Department of
Public Works and engineering at 832-394-9098 a minimum of two working

® STA16+2078(147.74 ) "Ny doy prr lo consructon o g locale s The contacor shall
m._.>._m+h_.mwNA._meu _n._.v |w._.>.,_m+mw.mwﬁ 09.12 _|._.v N TC44.12+ MATCH EXIST. N m He agrees to be fully responsible for o:v\oo:a all damages which Bawﬁ be
y (MATCH EXIST.) TC44.41 MATCH EXIST. \ ) S cny and gl anderaroun, ublies. o o presene
I ‘ ﬂ,m, RN / | . mﬁd onw CenterPaint Energy main lines (to indude CerterPoint Energy, Intrastate: Pipeli
{ 10ns €l main lines (1o | y e Ine
3 AN \} AN ) , Inc. where applicable) are shown in an approximate location only. szMW\ lines are Sc%V\ not
\.b \) /v/ > % shown. Qur signature on these plans only indicates that our facilities are shown in
.QW /%0 S\ / rW, . approximate location. It does not imply that a conflict andlysis has been made. The contractor
PROP. R.O.W: / P | shal contact the Utiity Coordinating Corrritee ot 713-223-4567 or 1-800-669-8344
STA15+42.19(87.23 _|._.v ‘o - minimum of 48 hours prior to construction to have main and service lines field located.
0(79.54 LT) STA15+33.43(75.00 L) & ey 0 2 40 B e o e o s s b (0
* * ¢ } | 0 4 . For us ine on ore on INS.
STA.14+43.17(79.43 L) EXIST. R.OW. STA.16+56.91(89.09 1) : [“I * When mquga within eighteen inches e@w of the indiccted looation of Center Point Energy
I AZ ATCH mx_m._..v STAI15+14.00(75.00 /LT A§>._.OI mx_m._..w ) facilities, dll mxo.o,amo: must cm acconrplished using :Eégzwa mxog\&o:.naB%@
_ STA14478.17070 3 LT TR TIS07 D) STA.17493.98(56.00 L) SCALEHORZ. 1 =40 i e e o ey
. + . o o . . ) . 3' ? _ _ ' ’ _
TP44.34 MATCH EXIST. / STA.16+71.90(74.08 LT) TC44.73 ‘ VERT. 17=4 Mwﬁﬁﬁw omadﬂ%wmwmoﬁ% hwmmﬂwocﬁ:ﬂ%ﬁmg& e coclrs fale o
\\ ( ) STA.16+78.79(72.50 LT) WARNING
. . . : QVERHEAD ELECTRICAL FACILITIES
EXIST. R.OW. - Overhead lines may exist on the property. We have not atterrpted to mark those lines since
O~ ®- LEGEND B e e T o
PR T i ; O o o ® cve.oar ren) (1 e e e
© ; is law. This cari imi il licbilty. i
M_m AU / W_m N @l/ T @) CONC. CURB (67 o romovs el CotaPort Bergy ot TAT525 T Reved 2008
W = / = s STA.14+87.67(50.64 _.._.vm_uvl//,¢L JL \ () PAVEMENT 6" CONC
= =T . The locdtions of AT&T Texas/SBT fadilties are shown i it . Th
z[ . B TC44.71 , < | O T ftirs o 7 To/ T e o Sown 1 o opoiie oy e Te
P (7 N - 0. o N STA m#@h./moAmm. _.._.v 0 @ BLOCK SODDING responsible for any and dll damages which mmight be ocoasioned by failure to exactly looate and
ANV \ A;/O ™N preserve these underground utilities.
STA.13+87.85(53.56 LT) ] STA15416.69(29.80 LT)™ AN (e (®) HYDROMULCH The contractor shal call 1-800-344-8377 o mirim.m of 48 hours prir to construcion to have
TC44.24 @ \ B N s 5044 86 16+84 m@h/m 250 L% : + underground lines field located. _ . .
w._.>‘_n_.+uNwOAmNNm LT / N . ‘ , 8 ) When excavating within eighteen inches (18") of the indicated location of AT&T Texas/ SWBT
| ® I A§>._.O x_w._.v / . @ LIME TREATED SUBGRADE Am v facilities, dll excavations must be accorplished using non—mechinized excavation procedures. When
T_BORING NO. P-1 CONC.  TC44.42 @ 3 | , : . / poing, the corracor shal eposs he ATBT Texcs/SNET fodities
) . N % ! >, / N When AT&T Texas/SWBT facilities are exposed, the contractor will provide support to prevent
STA-13+85.80 Aum.mm _.._.v & t = = = , / @ CURB & GUTTER damage to the conduit ducts or cables. When excavating near ﬁm_mggﬁ poles the contractor
® BORING NO. P—1 NG, |/ FL STA14+36.96L16.11 LT) ! C STA15478.60(14.97 L) SN < e o g SO
; : : S - 5 < - : " The presence or abserce of AT&T Texas/SWBT nd condut faciliies does not mean that
& STA13+83.20 (2201 1D)|S P44 66 5 Te48.0 STATTH11.320300.RT) O | @ UME TREATED SUBGRADE (8") e e o ot Bl e s oo St i Ol Prceare o
: — . U : " the AT&T Texas, buried cables as indicated in the AT&T Texas Research and Signature
® R o ksl TR (D 6" HOT MIX ASPHALT BASE Nl ol o i
TP43:50 = Ploase cortact the AT&Y Texcs Darmoge Prevertion Marager M. Rocseiet Les . ot
PC STA.13+72.82(13.86 LT) B ALMEDA ROAD < " 7155674852 o el him ct 172208tk com 1 there cre quesions cbodt bor
TP44.49 14400 . 2q0 » (B) 15+00 / Am”t// 8 18 _ J /N [o5-13-19 ADDENDUM 2
_ Y N14 51° 34.33°E _ _ > TP45. LT _ b _ | N (K) CONC. SIDEWALK 5
_ 2094.66" _ B — -
~. _ ”
/! / / % . P ” ., [ L (© RP-RAP CONC CLASS B (4) NO.| DATE REVISIONS APP.
_— ﬂ 3 TS 46177450 1) 3 - e 2 | (V) PAVEMENT HEADER
r (® < ek 11 v L , } ] / 2 | mad | (¥) CRUSHED CONCRETE BASE (18"
B B O ORS D N
D) N = N R N STA:47+93.98(44,00 RI) I (O TYPICAL SECTION NO.
STA. 15+70.64(48:96 RT) \ STA.15+86.96(58:46 RT) TCA4.67~_ _ \ O —P> PIRECTION OF TRAFFIC FLOW
PT STA.13+61.86(16.03 RT) \-pC STA14402.31(9.98 RT) STA.15+15.64(50.63 RT)™\  frca4.84 T 4~ S ] 3 /4 | - PROPOSED LANE)
Lipac 104622 STA.15+25 owm.%m 53 R~ % S 3 @/ JwJWo\JMAV W N % -
TDAL . . R 2 R <C| s/,
e ™ st m A+ % 3 | S| P oume we =
N = //\ \ x| \ Texas Department of Transportation
|~ A
STA.14+77.97(64.92 md/ v \ = A 16+48:89(67.50 7.50 R @/ NOTE
®~_ X - ® | /1A T6480.39(8927 1) < . ~—% NOTES: e o
\ SN v _ L ) 2 . ) / / 1. ALL DRIVEWAY STATION & OFFSETS ARE PRIVATE UTILITY LINES SHOWN
_ STA.15+25.94(80.64 RI) RO A A0(73183.R1) - _ LOCATED ON DRVEWAY CALCULATION SHEETS R A e A T o T 5585
(MATCH_EXIST.) w167 SN Do 2. ALL DIMENSIONS ARE TO FACE TO FACE OF .
@l\ mx_w._.. x.o.s. ’- w._.>.._m+mc.©A.AOm.ON x._.vl\ 9 .ON _N MIﬂ Nn_umﬂ. Ocmm CZ_lmmm O._.Imms_mm ZO._.mo. CenterPoint Energy/Electric Facilities e
STA.15+60.94(80.64 [RT)~5TA'15+87.1 8(65.71 RT)— A\ EXIST. R.OM SHOWN, NO' APPROVAL FOR CONSTRUGTION IS GIVEN.
(MATCH EXIST.) | 2 S Ly 3. SEE HORIZONTIAL ALIGNMENT DATA SHEETS Date:
I m._.>.»_m+»_N.O®Amu.ON m._.v \9 _-lom >_|_| m>mm_|_zm >Z_U ch<m _U>._.>. Approved for SBC underground conduit ﬁnom_Em.m only.
m._.>._ m+Nm.»_A.A®N.NA. x._.v ﬂn\o Signature valid for one year.
@ $TA.16+45.56(7) .18 RT) > 4, FOR SEEDING AND SODDING LIMITS, SEE Date:
| ! TYPICAL SECTIONS. e e e WOORPORATE
5. FOR SIDEWALK AND ESPLANADE DETAILS

STA:16+49.56(89.10 RT)~~" ‘'STA.16+58.49(105.29 RT) mm__m w><mz,mzq,,.um._.>_,_.m.; CABLE COMPANY

Walter P. Moore and
Associates, Inc.. TBPE Firm
Registration: No. 1856

N | LIMITS OF HIGH EARLY STRENGTH
CONCRETE PAVEMENT

STA.16467.41(121.48 RT)
STA.16+81.64(125.11 RT)

STA.16+91.13(142.52 RT) )
TC44.00+
MATCH EXIST.

WALTER P MOORE

WALTER P. MOORE AND ASSOCIATES, INC.
1301 McKINNEY, SUITE 1100
HOUSTON, TEXAS 77010

PHONE: 713.630.7300 FAx: 713.630.73986
CITY OF HOUSTON MONUMENT 5354/1016 A STANDARD BRASS TBPE FIRM REGISTRATION NUMBER 1856
DISK, LOCATED AT SOUTHEAST CORNER OF OLD SPANISH
TRAIL AND ALMEDA ROAD INTERSECTION.

ELEVATION=43.96 FEET (NAVD88, GEOID 09, GPS 0BS*)

* OBSERVED BY GPS SURVEYING AND PROCESSED IN REFERENCE
TO THE CORS DATED JUNE 10, 2011

JEMPORARY BENCHMARKS

U TBM. B-3

_|>Z SET 5/8" IR. W/CAP LOCATED AT THE SOUTHEAST CORNER OF
ALMEDA ROAD AND OLD SPANISH TRAIL. @ %%% O HTJ O m 1_4 O Z

CL STA. 16+30.07, 64.16’ RT. _ _ a _

SEE SHEET 48 FOR PROFILE VIEW ELEV.=44.18’ DEPARTMENT OF PUBLIC WORKS AND ENGINEERING
SET' X" IN CONCRETE LOCATED AT THE NORTHWEAST CORNER ALMEDA ROAD FROM
m”mm#.xmw_wﬁﬂ%mﬁ.ww i OLD SPANISH TRAIL TO S.
—_ MACGREGOR WAY
ALL HIGH EARLY STRENGTH CONCRETE AREAS SHALL: 1_I>Z
1. BE COMPACTED SUBGRADE PER APPLICABLE CITY STA. 13+560 TO STA. 18+00
OF HOUSTON SPECIFICATIONS
WBS NUMBER FOR CITY OF HOUSTON USE ONLY

2. PROVIDE REINFORCING STEEL PER CITY OF

HOUSTON SPECIFICATIONS AND STANDARDS N-000806—0001—-4

DRAWING SCALE

VERT: AS NOTED
HORZ: AS NOTED

CITY OF HOUSTON PM

3. PROVIDE 13" JOINTED HIGH EARLY STRENGTH
CONCRETE SLAB

4. PROVIDE EXPANSION JOINTS AT MAXIMUM 50°
SPACING

MICHELLE RANDON, P.E.

SHEET NO. 4/ OF 2/1
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MATCH LINE STATION 18+00.00

STA.19+48.54(72.50 LT)
STA.19459.52(78.02 LT)

0 20 40 80
SCALE:HORZ. 1"=40'
VERT. 1"=4’

NOTE:

The location of existing underground utilities are shown in an approximate way
only. The contractor shall contact the Utility Coordinating Committee at
713-223-4567 or 1-800-669-8344 and the City of Houston Department of
Public Works and engineering at 832-394-9098 a minimum of two working
days prior to construction to field locate utilities. The contractor shall
determine the exact location of all existing utilities before commencing work.
He agrees to be fully responsible for any and all damages which might be
occasioned by his failure to exactly locate and preserve

any and all underground utilities.

CAUTION: UNDERGROUND GAS FACILITIES

Locations of CenterPoint Energy muin lines (to indude CenterPoint Energy, Intrastate Pipeline

Inc. where applicable) are shown in an approximate location only. Service lines are usually not

shown. Qur signature on these plans only indicates that our facilities are shown in

approximate location. It does not imply that a conflict andlysis has been made. The contractor

shall contact the Uility Coordinating Cormmittee at 713-223-4567 or 1-800-663-8344 a

minimum of 48 hours prior to construction to have main and service lines field located.

* When Center Point Energy pipe line markings are not visible, call 713-967-8037 (7:00 am
to 4:30 pm). For status of line location request before excavation begins.

* When excavating within eighteen inches (18”) of the indicated looation of Center Point Energy
facilities, dll excavation must be acconplished using non—mechanized excavation procedures.

* When Center Point Energy facilities are exposed, sufficient support must be provided to the
facllities to prevent excessive stress on the piping.

The contractor is fully responsible for any damages caused by the contractor’s failure to

exactly locate and preserve these underground facilities.

WARNING: OVERHEAD ELECTRICAL FACILITIES

2 N

MOVED, CALL CENTERPOINT AT 713—207-2222

EXIST., R.O.W. Overhead lines may exist on the property. We have not attermpted to mark those lines since
LEGEND they e dlerly visbe, but you shodd loccte them prior to begiming any construction. Texcs
@) law, Section 752, Heaith and Safety code, forbids dll activities in which persons or things
@/ " may core within six ( 6 ) feet of live overhead high voltage lines. Parties responsible for
(A) CONC. PVMT (JRCP) (10" te vk incdg cortalrs, re gl resprstle for the sfly of corsucian verkers
@I/ \ \ - / Q CONC. CURB (67) off or removed call CentarPort %M@aaojumwﬁmw%m T oo 2008
! 2 S SN\ ! (C) PAVEMENT 67 CONC. o 5l i e e oo Sre comTondeg ke oo o o
—_— D I (e ] (@ BLOCK SODDING responsiie for any and al dormoges which rright be aooasoned by falure to exocty locate and
—— L o preserve these undergrownd utites,
.mnw o — —_— - _ N . @ HYDROMULCH dzmmngm#_% %ﬂ:m_mo___on‘u_nﬂﬂuolg a minimum of 48 hours prior to construction to have
&2 T 1 | 1 O e exoing vithin et i _ ind i
= @\\ e — N — O | () LME TREATED SUBGRADE (6”) E%ﬁaiaw@gﬁﬁhm T o X Mhen
— — boring, the contractor shall expose the AT&T Texas/SWBT facilities.
PT STA.18+75.04(52.44 LT) PC STA.19+25.31(46.95 LT) PT STA.19479.56(44.00 LT) STA.20+85.10(8.00 LT) 1 1 + When AT Texas/SWBT fadilties are exposed, the: contractor will provide support to prevent
| 1C44.93 T044.14 TC43.99 TC44.94 , .2, PT STA21+14.62(3.02 LT) .2, 1 N @ CURB & GUTTER Mﬁw@m caw ﬁ w:%_w Q%E ocbles. When excavating near telephone poles the contractor
PC STA.18+15.46(56.00 LT) 444t S| < AI@ ® TC45.14 5] @® | = < N | ® uve wearen suscrace (8" T presce o cnce o A4 Tecs/ ST drgund it s dos ok e
Te44.40 PC STA.18+53.29(3.00 RT) B 2 1 TP44.64 PT STA21464.76(4.00 RT) 2|0 . th AET Tox/SNBT bured coble cn ncted i the ATEF Texo Reseah nd Sgrcre
PT STA.20+04.74(8.00 LT) | |
TC45.43 m_.um 3 TC44.68 w| S 1C45.29 ~| @ 6" HOT MIX ASPHALT BASE wsam o%ﬂ oﬁr ﬁ%@z ﬂmm_a.a o Horccer M o Les . ot
TP44.93 = ﬂM Awﬂ,m_ 9+12.86(0.56 L) TP44.18 ,— B ALMEDA ROAD 1\ | ™ * : TP44.79 1|_ D @@ HWAC (1 §) NW@mﬂL&M or encl him lﬂ%wg@&ssﬁ ters are cpestons vk bering or
S P44 62 — ‘ ﬂw.ﬂ [ T excavating near our AT&T Texas/SMBT facilities.
oo : 19+00 PR " A 20+00 @ \ 21400 - 22400 s g | ® conc soom Y/ == BRI
¥ - \ - y — 1 lt‘l - / - - T - \\ \ - o © } — /M8 m. ; - * A T Iﬂl |
! V \o \— \e i : ﬁ/! = s — — n—\lv (© RP-RAP CONC CLASS B (4) NO.| DATE REVISIONS APP.
O~ PC STA.19+45.17(4.44 LT) & \ w % \“—PC STA.21+14.62(3.02 RT) e o o o] —p— PAVEMENT HEADER
TC44.91 STA.20+85.35(8.00 RT) S SRR Ay PC_STA-21+64:76(8:00R) = L ®
ﬁﬂi 8+60.46 STAto+179s T4 ® N O® | TP44.74 N YO R IR => | (@ CRUSHED CONCRETE BASE (18)
TP4456 & : o o —p
A_Mwwmwxd (44,00 RT) STA.20+30.87(44.00 RT) STA.21+02.77(44.00 RT) STA21476.77(44.00 RT) g & u () TYPICAL SECTION NO
- : TC44.30 TC44.17 STA.20+84.87(44.00 ' RT) o439 (70.00.8) ol 5 T 1 . .
TC44.33 - DL\ /U 2 ’ ) Iv IRECTION OF TRAFFIC FLOW
75 S \ . | I —
TP44.46 - /STA.19+11.64(62.50 RT) 7 . . —m _”v EXISTING LANE M\ATA@ 2015 TXDOT |
\ P44 56 [STA19+2651 (70.00 R) \ L1 N L : \ () = \ Texas Department of Transportation
| A |
\ ._._uf_.._h_.m)y v._.> 204 um.mwAmw.mo m._.v § @I/ M / NOTES: TO ARRANGE FOR LINES TO BE TURNED OFF OR
“ /

TP44J52—

/

\

STA.18+75.46 \\

(80.25 RT)
(MATCH EXIST.)

¢ DRIVEWAY
STA.18+89.21

/! \ EXIST. R.O.W.
STA.19+02.96 STA.20+45.87(80.18 RT)

(MATCH EXIST.)
(80.24 RT) STA.20+69.87(80.17 RT)

STA.20421.00(70.00. RT)—

i

STA.20+57.68\

¢ DRIVEWAY

PLAN

SEE SHEET 48 FOR PROFILE VIEW

STA.21+27.77(87.67.RT)
(MATCH EXIST.)

(MATCH EXIST.)

&
/c_ STA.21+51.77(87.67 Ev

] 1. ALL DRIVEWAY STATION & OFFSETS ARE

LOCATED ON DRIVEWAY CALCULATION SHEETS

PRIVATE UTILITY LINES SHOWN

AT LEAST 48 HOURS BEFORE EXCAVATING IN STREET R.O.W. OR
EASEMENTS CALL THE LONE STAR NOTIFICATION 713—223—4567.

2. ALL DIMENSIONS ARE TO FACE TO FACE OF

Date:

CURB UNLESS OTHERWISE NOTED.
3. SEE HORIZONTIAL ALIGNMENT DATA SHEETS

CenterPoint Energy/Electric Facilities
SIGNATURE INDICATES underground ELECTRIC LINES ARE PROPERLY
SHOWN. NO APPROVAL FOR CONSTRUCTION IS GIVEN.

Date:

FOR ALL BASELINE AND CURVE DATA.
4. FOR SEEDING AND SODDING LIMITS, SEE

Approved for SBC underground conduit facilities only.
Signature valid for one year.

Date:

TYPICAL SECTIONS.

Omsﬁmﬂvo_:ﬁm:mﬂo<\oom _uoo___ﬁ_mmez._.mx _zoox_uom>._.mo
(Gas service lines are not shown

I 5. FOR SIDEWALK AND ESPLANADE DETAILS
mmm _u><mzmz._. _um._.>__.m

CABLE COMPANY

_._zz.m o_.. _.__o_._ m>m_.< mqmmzoq_._
oozoxm._.m _u><mzmzq

CITY OF HOUSTON MONUMENT 5354/1016 A STANDARD BRASS

Walter P. Moore and
Associates, Inc.. TBPE, Firm
Registration: No. 1856

WALTER P MOORE

WALTER P. MOORE AND ASSOCIATES, INC.
1301 McKINNEY, SUITE 1100
HOUSTON, TEXAS 77010
PHONE: 713.630.7300 FAX: 713.630.7396
TBPE FIRM REGISTRATION NUMBER 1856

DISK, LOCATED AT SOUTHEAST CORNER OF OLD SPANISH
TRAIL AND ALMEDA ROAD INTERSECTION.
ELEVATION=43.96 FEET (NAVD88, GEOID 09, GPS OBS*)

* OBSERVED BY GPS SURVEYING AND PROCESSED IN REFERENCE
TO THE CORS DATED JUNE 10, 2011

JEMPORARY BENCHMARKS
T.B.M. B-10

SET 5/8" L.R. W/CAP LOCATED ALONG THE CENTERLINE AND
ON THE NOSE OF MEDIAN OF ALMEDA ROAD AT PAYSON ST.
CL STA. 21+77.41, 447’ RT.

ELEV.=43.52'

CITY OF HOUSTON

DEPARTMENT OF PUBLIC WORKS AND ENGINEERING

ALL HIGH EARLY STRENGTH CONCRETE AREAS SHALL:
1. BE COMPACTED SUBGRADE PER APPLICABLE CITY
OF HOUSTON SPECIFICATIONS

ALMEDA ROAD FROM
OLD SPANISH TRAIL TO S.
MACGREGOR WAY
PLAN
STA. 18+00 TO STA. 22+50

2. PROVIDE REINFORCING STEEL PER CITY OF

WBS NUMBER FOR CITY OF HOUSTON USE ONLY

HOUSTON SPECIFICATIONS AND STANDARDS

N—-000806—-0001—-4

DRAWING SCALE

3. PROVIDE 13" JOINTED HIGH EARLY STRENGTH
CONCRETE SLAB

VERT: AS NOTED
HORZ: AS NOTED

CITY OF HOUSTON PM

4. PROVIDE EXPANSION JOINTS AT MAXIMUM 50°
m_u>o_zo

MICHELLE RANDON, P.E.

SHEET NO. 49 oF 2/1




NOTE:
The location of existing underground utilities are shown in an approximate way
only. The contractor shall contact the Utility Coordinating Committee at
713-223-4567 or 1-800-669-8344 and the City of Houston Department of
Public Works and engineering at 832-394-9098 a minimum of two working
days prior to construction to field locate utilities. The contractor shall
determine the exact location of all existing utilities before commencing work.
He agrees to be fully responsible for any and all damages which might be
occasioned by his failure to exactly locate and preserve
any and all underground utilities.
CAUTION: UNDERGROUND GAS FACILITIES
Locations of CenterPoint Energy muin lines (to indude CenterPoint Energy, Intrastate Pipeline
Inc. where applicable) are shown in an approximate location only. Service lines are usually not
| | shown. Qur signature on these plans only indicates that our facilities are shown in

approximate location. It does not imply that a conflict andlysis has been made. The contractor

shall contact the Utility Coordinating Committee at 713-223-4567 or 1-800-669-8344 a
minimum of 48 hours prior to construction to have main and service lines field located.

0 20 40 80 * When Center Point Energy nmm line :.a%:ﬁ are not visible, 8.__ j“T.mmeo% (700 am
' ' to 4:30 pm). For status of line location request before excavation begins.
T — | i conci it o e (16) e ot i O P vy
m._.>.uo+um.moﬁw®.mm _|._.v facilities, dll excavation must be acconplished using non—mechanized excavation procedures.

STA.30+76.99(109.83 LT) * . e n |
(MATCH EXIST.) / (MATCH EXIST) SCALE:HORZ. 1"=40 R 1 ot skt st on 1o g PP st b proicd o e

STA.30+11.55(86.83 LT ..|. m m _m
rch Bt LN ~—STA30+59.95(79.62 L1) _ VERT. 1= ey ot o P e rdegors e

(MATCH EXIST.) WARNING: QVERHEAD ELECTRICAL FACILITIES
Overhead lines may exist on the property. We have not attempted to mark those lines since
LEGEND they are dlearly visible, bt you shoud locate them prior to beginning any construction. Texas

EXIST. R.O.W. @/

law, Section 752, Hedlth and Safety code, forbids all activities in which persons or things

" may come within six ( 6 ) feet of live overhead high voltage lines. Parties responsible for
CONC. PVMT (JRCP) (10") the work, induding cortractors, are legally responsible for the safety of construction workers
under this law. This carries both criminal and civil liability. To arrange for lines to be tumed
CONC. CURB (67 off or removed call CenterPaint Energy at 713-207-2222. Revised 2008

€ DRIVEWAY
STA30+60.17

PAVEMENT 6" CONC. The looations of AT&T Texas/SWBT fadilities are shown in an approximate way only. The

&-
// @/ STA.29+79.77(67.56 LT) N r
STA.29+89.77(62.50°LT) :
& N

MATCH LINE STATION 27+00.00
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contractor shall determine the exact location before commencing work. He agrees to be fully

BLOCK SODDING responsible for any and dll damages which might be occasioned by failure to exactly locate and
preserve these underground utilities.

The contractor shall call 1-800-344-8377 a minimum of 48 hours prior to construction to have

HYDROMULCH underground fines field located. i

When excavting within eighteen inches (18") of the indicated location of AT&T Texas/ SWBT

LIME TREATED SUBGRADE (6") facilities, all excavations must be accorrplished using non—mechinized excavation procedures. When

boring, the contractor shall expose the AT&T Texas/SWBT fadilities.

ﬁ:
el |9

/
Y \ \ Bla
g O M STA.29+86.80(44.00 LT) STA.30+10.94(62.50 L) N
TC43.78 ~
- . .- — P N 1
‘|\ L\ 4 o < Ry N
@ « T @ ™~

STA.31+401.96(56.00 LT) _

®
Q ©
o | O
2o
+ @ When AT&T Texas/SWBT fadilities are exposed, the contractor will provide support to prevent
| y PT STA.29+98.72(8.00 LT) T | <« (©) CURB & GUTTER damage to the condut ducts or cobles, When exeavting recr eephone poe the cantractor
PT STA.28 TC43.60 rroge ng ephone pol
-28+80.60(4.00 LT) ®&® 8| o Toad.0 &® B o < ™ " wﬁ__qassgs% P o A8 T /SNBT nd condut focites does ot mean that
MWMWWW ” 14 TP44.05 © m N @ LIME TREATED SUBGRADE Am v there are no mﬁamﬁ buried cables m:mﬂﬁ area. m%%s@ ﬂorm Direct m_czaﬂo moo%m ?oﬁca:ﬂJSQm
: T PT STA.30+89.70(4.00 RT)— + ) the ATAT Texas/SNET buried cobles as indoated in the ATAT Texcs Research and Sinture
(B 2 @l/ - A TC44.86 ~ 0 @ 6" HOT MIX ASPHALT BASE Process for AT&T Texas/SNBT Fadiities.
ALMEDA ROAD /mw L N Y TP44.36 - AI Please cortact the AT& Texas Damoge Prevention Manager Mr. Roosevelt Lee Jr. t
\| @ S _ / _ 4 _ — @ HMAC Q m..v 7135674552 or email him at H7259@att.com, if there are questions about boring or
3 7 e — ‘ = / T T excavating near our AT&T Texas/SWBT fadilities.
60 J 3 ~ 28+4{00 J\ —25+00 1 VR0 T 47 3000% S0 1| t € | (® CONC. SDEWAK 5 28 Ts-rs-_ADDENDUM 2
D — = G t — = - - — - - - P — == - — =
e \ ox 242099 | — | o 1\ o\
— PC STA28+21.04(0.44 LT) ! PC STA.20+98.72(4.00 LT) R = n_\lv (© RP-RAP CONC CLASS B (4) SO | DATE REVISIONS AP
/‘«K TCA4.00 ~STA28+87.98(44.00 R) | TC44.84 -/ N —p () PAVEMENT HEADER
(B) wmﬁww%rwo.m:moo RT) ﬂmw.wwrmo.&?i RT)  TP43.50 TC43.40 ] B — TP44.34 PC STA.30+89.70(8.00 RT) = LLl
TP42.98 1P43.22 STA26+28.76(44.00 1) STA29+0973(4400 RT) R ;v ®) ¥ | Ly & ® 1 e 2Z | (® CRUSHED CONCRETE BASE (18")
: . 1C43.49 | —p ; o| i w—fp -
I wmwwmwméobu?foo RT) STA.28+33.98(44.00 RT) STA.29+51.73(44.00 RT) = wmw.ww.ﬁﬁ.mﬁibo R0 NS PR R PR RN M| = | () TYPICAL SECTION NO.
TC42.91 (B) . (B) , \mmu, y (B) . 2, ' ~ Iv@ . TC43.95 = B o > mv_umo_uommo LANE)
STA.27+04.27(62.71 RT) / & o & ) & \& | O
o . . & . 2 —
— N\ N\ — | 1= | = eostive we MT
——SFA.27+19.13(70.22 RT) /u > ~ Py > 3 s ._._uwm.m# |\W|m._.>.N©+Am.ﬁ (62.51\ RT) / =lUA STA.30+79.52(62.52 RT) A © 2015 TxDOT .
e , 1P43,23 / =S Zs = e D [ ) —STA.29+60.27(70.03 RT) STA.30+82.58(69.67 RT) . \ Texas Department of Transportation
/) ® e A o |25 o i\l ) S | : =
mm_.g.ﬁ“»MWm.._%mmww m@womwo _N_m_wwv = _Aln \; = _Aln < nw._m ] \ STA.30+24.44(62.49 RT w._.>.u‘_+ow.©uﬁh_..um _N._.v ZOn_nmm TO ARRANGE FOR LINES TO BE TURNED OFF OR
) ’ ’ \ Hn @I\ \ \ Hon 1@I\ \ \_ STA.30424.43(70.03 RT 4 - - MOVED, CALL CENTERPOINT AT 713-207—2222
|/ — P43)32 N—TP43.24 ? o - \ \ R 1. ALL DRIVEWAY STATION & OFFSETS ARE PRIVATE UTILITY LINES SHOWN
\ /A@ F | TP43 6 P2 - b AF | LOCATED ON DRVEWAY CALCULATION SHEETS T R A AT Tl 501525
: TP43.34
_ M TP43 142 ®|\ @I\e / @l\ EXIST. ROW 2. ALL DIMENSIONS ARE TO FACE TO FACE OF Dote:
- _ _ . RN ' / ) psigh - Ocmm CZ_lmmm O._.IMWS_MM ZO._.m_u. CenterPoint Energy/Electric Facilities
| STA:274+90 ﬂ.xmo__m RT) | ( VKM\ L7 / 3. SEE HORIZONTIAL ALIGNMENT DATA SHEETS SO SR P Bl ™
-27+90. TP43.54 STA.29+36.71(80.28 RT)  STA.30+24.81(75.03 RT TV@/ : Dot
_ A§>._.OI mx_m._..v _ m._.>.Nm+:..qumo.._ 8 m._.v TP43.21 TP43.64 A§>._.OI mx_w._..v m._.>.uo+mw.m§mm.wm m._.v k\ NVA@ H//.rw m._.>.uo+ww.m,_ﬁmm.mu m._.v FOR ALL BASELINE AND CURVE DATA. mmnaﬁéa ,ﬂoﬂ_.am_wo cs%ﬂwmo::a conduit facilities only.
mn_|>.Nm+NMoom \ ignature vali ar one ar.
| | (MATCH EXIST. TP43.31 —STA28+48.95(80.20 RT) (80.23 RT) STA.29+24.71(80.27 RT) STA-30+32.57(80.32 R1) 79 L RN T, | STAS0+67.61(82.99 RT) 4. FOR SEEDING AND SODDING LIMITS, SEE -
| | (MATCH EXST) (MATCH EXiST)  (MATCH EXIST) // +—(K TYPICAL SECTIONS. Cap st g oo Foclea(NTEX NCORPORATE
| | _ / | 5. FOR SIDEWALK AND ESPLANADE DETAILS
| / ~ SEE PAVEMENT DETALLS. o CABLE COMPANY
| | BN G g g o g e essactes, e TBRE o
i LIMITS OF HIGH EARLY Registration: No. 1856
_ “ A ” T // "’/’/’I’
_ _ STA.30+62.55(146.18 RT) g, oozom_.umv><mzmzq S psSUS WALTER P MOORE No.».m...m.w....%:.
m._.>u0+uw.mm:#m;m I._.v /. / NN TN QNN RN/ ) WALTER P. MOORE AND ASSOGIATES, ING. \\(/7 \_rA :
STA.30+32.50(153.17 RT) / W mmﬂ:%omﬂmﬂmu:m:o RT) 1901 MoKINNEY, SUITE 1100 \\\us..... %W ...%me\
._.TA.M.A.N / ° PHONE: 713.630.7300 FAX: 713.630.7396 \...n........l. ............ e /
STA.30+27.50(153.13 RT) ™ v STA.30+72.53(151.20 RT) BENCHMARK: TBPE FIRM REGISTRATION NUMBER 1856 mfcm_41>m_r<>m
%&.w% ™ / TP43.62 CITY OF HOUSTON MONUMENT 5354/1016 A STANDARD BRASS e\M... ¢ %Wmm %\\\\(\
STA.30+19.53(153.05 RT) 7_ ) DISK, LOCATED AT SOUTHEAST CORNER OF OLD SPANISH ...5@@..\.m.m.z N7
A§>._.OI mx_w._.v 5 \mv TRAIL AND ALMEDA ROAD INTERSECTION. lxww'\rnn\o eW “Q_
STA.30+19.53(163.27 RT) - SR Z STA.30+79.54(151.23 RT) ELEVATION=43.96 FEET  (NAVD88, GEOID 09, GPS OBS¥) A a;/_
(MATCH EXIST.) * OBSERVED BY GPS SURVEYING AND PROCESSED IN REFERENCE —
(MATCH EXIST.) STA.30479.53(161.59 RT) T0 THE CORS DATED JUNE 10, 2011 /13 2
STA.30+27.49(163.34 RT) // 2>.qo_._ mx._m: ' TEMPORARY BENCHMARKS =7 o
. TBM. B-11
L, 57(163.39 RT) / STA.30+72.52(161.56 RT) SET 5/8" LR. W/CAP LOCATED ALONG THE CENTERLNE AND CITY OF HOUSTON
P #.u 43 t. ' TP43.64 mu mﬁm %ww%wngwﬁz m_.n ALMEDA ROAD AT LOCKETT ST. DEPARTMENT OF PUBLIC WORKS AND ENGINEERING
@ www.wm.wmﬂmuémfmm RT) ELEV.=43.37 ALMEDA ROAD FROM
-30+70. : OLD SPANISH TRAIL TO S.
w._.>.uo+N®;AQmo.mm _»._.v m._.>.uo+mm.wu3wo.©m _N._.v
STA.30+33.03(180.59 RT) STA.30+50.12 (180.30 RT) g MACGREGOR WAY
MATCH LINE % TP43.27 PLAN
1. BE COMPACTED SUBGRADE PER APPLICABLE CITY STA. 27+00 TO STA. 31+50
OF HOUSTON SPECIFICATIONS
WBS NUMBER FOR CITY OF HOUSTON USE ONLY

2. PROVIDE REINFORCING STEEL PER CITY OF
HOUSTON SPECIFICATIONS AND STANDARDS

N—-000806—-0001—-4

PLAN

SEE SHEET 54 FOR PROFILE VIEW

DRAWING SCALE

VERT: AS NOTED
HORZ: AS NOTED

CITY OF HOUSTON PM

3. PROVIDE 13" JOINTED HIGH EARLY STRENGTH
CONCRETE SLAB

4. PROVIDE EXPANSION JOINTS AT MAXIMUM 30 MICHELLE RANDON, P.E.

SPACING

SHEET NO. 53 OF 2/1




SEE HOLCOMBE BLVD o
The location of existing underground utilities are shown in an approximate way

only. The contractor shall contact the Utility Coordinating Committee at

_U_I>Z w _U_quﬂ_ _Im ﬂom 713-223-4567 or 1-800-669-8344 and the City of Houston Department of
Public Works and engineering at 832-394-9098 a minimum of two working

days prior to construction to field locate utilities. The contractor shall

determine the exact location of all existing utilities before commencing work.
—Zl He agrees to be fully responsible for any and all damages which might be
\ \ occasioned by his failure to exactly locate and preserve

any and all underground utilities.

CAUTION: UNDERGROUND GAS FACILITIES

Locations of CenterPoint Energy muin lines (to indude CenterPoint Energy, Intrastate Pipeline

! Inc. where applicable) are shown in an approximate location only. Service lines are usually not
| shown. Qur signature on these plans only indicates that our facilities are shown in
approximate location. It does not imply that a conflict andlysis has been made. The contractor
shall contact the Uility Coordinating Cormmittee at 713-223-4567 or 1-800-663-8344 a
minimum of 48 hours prior to construction to have main and service lines field located.

] @ 0 20 40 80| * When Center Paint Energy pipe line markings are ot visible, cdll 713-967-8037 (700 am
C1EF — e — BTG T
STA.41+93.03(79.81 LT) il % \ STA.43+09:84(113.30 LT) oo o xcotion Tost b6 oo 7 o iz et procsd e
m._.>.f_.+mm.owﬁmm.wm _n._.v ” , * When Center Point Energy facilities are exposed, sufficient support must be provided to the
STA.41+14.10(72.29 LT) /I / STA.43+14.39(84.01 LT) (MATCH EXIST.) _ mo>5_.,_mﬂw fu% ol o oot ocme e o ey
. = con Or IS Tully responsibie Tor any —45@88 con Oor S taiure
STA.41+68.34(61.80 LT) / e e
/ G: QVERHEAD ELECTRICAL FACILITIES o
STA1+51.94(61.72. L) EXIST. ‘ROM. Ve ‘ STA43+46.55(68.46 LT) E LEGEND ey .ty e bk s ot ot S it e i o crn. o
@I/ Z . w 7 law, Section 752, Hedlth and Safety code, forbids all activities in which persons or things
] \ CONC. PWT (JRCP) (10 ﬁs\ corre within six ( 6 ) feet of live overhead high voltage lines. Parties responsible for
D . (JRCP) (10" e work, induding cortractors, are legally responsible for the safety of construction workers
@/ \ under this law. This carries both criminal and civil liability. To arrange for lines to be tumed
or removed cdai —.
@l/ @/ CONC. CURB (6”) off ed call Centerfoint Energy at 713-207-2222 Revised 2008
/1,1 STA.41+73.85(44.00_LT) \ { ! PAVEMENT 6" CONC. The locdtions of ATAT Texas/SNBT fadiities are shown in an approdimete way only. The
43.06 g % + — contractor shal determrine the exact location before commending work. He agrees to be fully
STA.41+39.01 ?K..OO _|._.v \ \ — BLOCK SODDING responsible for any and dll damages which might be occasioned by failure to exactly locate and

ﬁ&azﬂhﬁ&m %ﬁaﬂoﬂﬂ:ﬂ%%% ini of 48 hours prior to construction to haw
contractor ca a minimum rs prior to co on to have
HYDROMULCH underground fines field located. i
When excavating within eighteen inches (18") of the indicated location of AT&T Texas/ SWBT
LIME TREATED SUBGRADE (6") facilities, all excavations must be accorrplished using non—mechinized excavation procedures. When
boring, the contractor shall expose the AT&T Texas/SWBT fadilities.
When AT&T Texas/SWBT fadilities are exposed, the contractor will provide support to prevent
CURB & GUTTER damage to the condit ducts or cables. When excavating near telephone poles the cortractor
shall brace the pole for support.

” The presence or absence of AT&T Texas/SWBT underground conduit facilities does not mean that
LIME TREATED SUBGRADE Am v there are no direct buried cables in ¢6\oao. ﬂ%%s@ the Direct Buried Cable Procedure to locate
the AT&T Texas/SWBT buried oables as indicated in the AT&T Texas Research and Signature

TC42.91

/| B/ALMEDA STA/ 42436.40
@\\ /1494 1609/ /| 1 HOLCOMBE/ STA /5+24/53

R500’

/{
V&é\&a@c LTY- \ 2 @\ o —
TC42.94
T

STA43+47.64(58.51 LT)1 PT STA.44+77.32(52.44 LT)

L7
\ STX 42+97:23( ao T PC STA.44+17.74(56.00 LT) TC42.60 "
\ TC44.2 @ TC42.71 BORING NO. B+3 ASPH | PT STA.44+85.57(0.56 LT)
Y b APRA ) el STA.43+99.55 (20.64 LT) \JC43.61

TP43.11

Nt

/

CONC. SIDEWALK 5’ /N [o5-15-19__ADDENDUM 2

\\ ”
\ / <« ﬂw@,w%t+wm.sa.8 RT) 6" HOT MIX ASPHALT BASE Pross for AT T/ ST Faitis
. \ B ALMEDA ROAD BORING NO. B-3 NG A.Equ.um & HMAC (1 §") 7159674852 o el him ot lﬂ%@&.ssﬁ there e %m.%m cbout cw:a or
\ / STA.44+00.24 (2.15 RT ' S excavating near our ATST Texas/SWBT fadilities.
_ L

RIP-RAP CONC CLASS B (4")

NO.| DATE REVISIONS APP.

)
] —-—— £ M - \/&ch - - _
—
\ﬁm%.s O\m.é\m.oﬁmqv \ - © @\

je ) e as

PAVEMENT HEADER
CRUSHED CONCRETE BASE (18")

SECHCRGECNCRSRCNCNCVICICIONS)

PT STA.40+55.11(56.00 RT) /
TC42.30 & ®
1

MATCH LINE STATION 45+00.00

MATCH LINE STATION 40+50.00

P:\003\2011\11002-01 Almeda PH INCad\PnP\O03-11002-01-PNP-01-RDWAY .dwg

May 19, 2015 - 4:08pm

. 7 TYPICAL SECTION NO.
L STA.41+92/49(3.00 LT / \ \\ (e,
TC45.99 7 7 /—STK43+10.61(44.00 RT) ®) STA44+33.55(44.00 )~ STA44+79.55(44.00 RT) =P EroposeD Lag)y o oW
— TP43.4 4275 TC42.29 / 4213 o S, /
STA.41+24.99(63.01 RT) Q&
(B) Y MM w+ 01(36.00 A1) ~/STA43+01.64(51.66 md/mﬁ.aao.mof.oo RT) N\ v — = > EXISTING LANE MT@B 5 TYDOT
: 7 2 TC42.64 e .
\e \ Texas Department of Transportation
< — O TS —
\N\ \Q? > “W. ZOI_Imm” TO ARRANGE FOR LINES TO BE TURNED OFF OR
o \ \ m _.nh.w - MOVED, CALL CENTERPOINT AT 713—-207-—2222
K STA 250 JBleath 1 P42.40 =13 1. ALL DRIVEWAY STATION & OFFSETS ARE SRVATE UTILTS LINES SHOWN
O 43+07.78(58.08 RT) e B[ LOCATED ON DRVEWAY CALCULATION SHEETS AT LEAST 48 HOURS BEFOTE EXCATNG I SEEET K0, oF
STA41+44.21(69.74 RI) ; STA.43+57.92(67.50 RT) . 2. ALL DIMENSIONS ARE TO FACE TO FACE OF .
_ ate:
STA.44+48.52(81.99 RT)———— " ! CURS  UNLESS OTHERWISE. NOTED. Conterfalnt Energy/Elctrc Facties

SHOWN. NO APPROVAL FOR CONSTRUCTION IS GIVEN.
STA42+79,04(78.41 1) QUATCH EXIST, 3. SEE HORIZONTIAL ALIGNMENT DATA SHEETS -
. : FOR ALL BASELINE AND CURVE DATA. ——
STA.41 +NM.N®QOM.@O _N._.v A@M.OO m._.v m._.>.A.A.+NN.OMAmN.m‘_LW._.V Mﬂﬂﬂuﬁ,ﬂﬂ ﬂuﬂ_m%mm_‘:h%%ﬂwmmw.:a conduit facilities only.
STA:41468.45(117.91 RT) (MATCH EXIST.) STA.44+86.89(75.03 RT) 4, FOR SEEDING AND SODDING LIMITS, SEE ote:
TYPICAL SECTIONS. e gy o o haes(ENTEX INCORPORATED
I 5. FOR SIDEWALK AND ESPLANADE DETAILS
SEE PAVEMENT DETAILS. CABLE COMPANY
TR T AR O T O ssociotes, Ine. ToPE Firm
J LIMITS OF HIGH EARLY STRENGTH A Regiatrotion No. 1856
CONCRETE PAVEMENT WALTER P MOORE
PROP ROW - I OSSN
\ BENCHMARK: b FIRM REGISTRATION NOVBER 1656
\ CITY OF HOUSTON MONUMENT 5354/1016 A STANDARD BRASS

DISK, LOCATED AT SOUTHEAST CORNER OF OLD SPANISH
TRAIL AND ALMEDA ROAD INTERSECTION.
ELEVATION=43.96 FEET (NAVD88, GEOID 09, GPS 0BS*)

* OBSERVED BY GPS SURVEYING AND PROCESSED IN REFERENCE
TO THE CORS DATED JUNE 10, 2011

JEMPORARY BENCHMARKS

T.BM. B-15

SET 5/8" L.R. W/CAP LOCATED ALONG THE CENTERLINE AND Q %%% O HTJ E O d m 1_4 O Z
ON THE NOSE OF MEDIAN OF ALMEDA ROAD AT HOLCOMBE

BLWD. DEPARTMENT OF PUBLIC WORKS AND ENGINEERING
CL STA. 42+78.63, 13.66" RT.

ELEV.=43.39' ALMEDA ROAD FROM

OLD SPANISH TRAIL TO S.
MACGREGOR WAY

PLAN

\ PLAN
ALL HIGH EARLY STRENGTH CONCRETE AREAS SHALL: B
SEE SHEET 60 FOR PROFILE VIEW 1. BE COMPACTED SUBGRADE PER APPLICABLE CITY STA. 40+50 TO STA. 45+00
OF HOUSTON SPECIFICATIONS
WBS NUMBER FOR CITY OF HOUSTON USE ONLY

2. PROVIDE REINFORCING STEEL PER CITY OF

HOUSTON SPECIFICATIONS AND STANDARDS N-000806—0001—-4

DRAWING SCALE

VERT: AS NOTED
HORZ: AS NOTED

CITY OF HOUSTON PM

3. PROVIDE 13" JOINTED HIGH EARLY STRENGTH
CONCRETE SLAB

4. PROVIDE EXPANSION JOINTS AT MAXIMUM 50°

SPACING MICHELLE RANDON, P.E.

SHEET NO. 59 OF 2/1




MATCH LINE STATION 49+50.00

P:\003\2011\11002-01 Almeda PH INCad\PnP\O03-11002-01-PNP-01-RDWAY .dwg
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NOTE:

The location of existing underground utilities are shown in an approximate way
only. The contractor shall contact the Utility Coordinating Committee at
713-223-4567 or 1-800-669-8344 and the City of Houston Department of
Public Works and engineering at 832-394-9098 a minimum of two working
days prior to construction to field locate utilities. The contractor shall
determine the exact location of all existing utilities before commencing work.
He agrees to be fully responsible for any and all damages which might be
occasioned by his failure to exactly locate and preserve

any and all underground utilities.

CAUTION: UNDERGROUND GAS FACILITIES
Locations of CenterPoint Energy muin lines (to indude CenterPoint Energy, Intrastate Pipeline

Inc. where applicable) are shown in an approximate location only. Service lines are usually not
shown. Qur signature on these plans only indicates that our facilities are shown in

| | approximate location. It does not imply that a conflict andlysis has been made. The contractor
shall contact the Utiity Coordinating Comrittee at 713-2234567 or 1-800-669-8344
o minimum of 48 hours prior to construction to have main and service lines field located.
0 20 40 80| * Euogmw v_wamﬁmmﬁﬁégn_ﬂ.um =_H8 :.a%:ﬁ cMﬁm cﬂoﬁ visible, 8.__ uﬁmmw% (700 am
_ | 0 430 pm). For status of line on reg ore excavation begins.
STA.50+23.24(85.92 LT) STA.53+67.60(76.44 L e — | fhen. excacting within den inces (18) of the indocte lccion o Ceter Port Enery
(MATCH EXIST.) STA.53+49.51(83.50 LT)7~STA.53+59.14(72.50 LT)- .  When Cente Poit mw“@ fadilties are %Uaasm_?ﬁﬂho%op st bo nﬁu_.momcﬂ
STA.49+96.73(85.99 LT) > B (MATCH EXIST.) SCALE:HORZ. 17=40 facilties to prevert excessive stress on the piping.
: . ' <o STA.53+25.51(83.67 LT) VERT. 1"=4’ The contractor is fully responsible for any damages caused by the contractor’s failure to
| AZ>._.OI mx_m._.v W_m EXIST. R.O.W AZ>._.OI mx_ - v . TP40.28- | exactly locate and preserve these underground facilities.
& . ROM. . : WARNING: QVERHEAD ELECTRICAL FACILITIES
Sk STAS0+45.50(78.32 L) STA53+11.36(76.89 LT) TP0.51 LEGEND Hly e oy b, s Seuhl ot e i I v ry cron. Tod
s i . i : Ion, Section 752, eolih and Scfely oo, forbic il actviies n which pe tings
R STA.50+453.88(70.52 -LT) 5 . \ J @ CONC. PWWT (JRCP) (10) WM 8%&% mﬂor WOM fest mq__% _n_véjsa ijo«gmm wwa. ﬂ;ﬂsh&..ﬂwzﬂ”mﬂ
STA.49+51.58(44.00 LT) o \\~ — — ~ Q Y_% & — ) ot R Ao Atec oy S iy, To S%@m fo fnes {0 be tumed
[ Toarss 7 O / @/ STA.53+05.16(69.05 LT) \ =15 @/ @) CONC. CURB (67 ff or removed ool CertrRit Enery of 715-207-2222 Reied 2008
L/ __/ - \ ; STA.53+13.44(62.50 _LT) = b | (C) PAVEMENT 6" CONC. The locations of AT&T Texas/WBT fadiities are shown in an porosimete way only. The
1 @I\ = 2/ . — \ K /B/‘ N\ . 40011 X M A e\ contractor shall determine the exact looation before commencing work. He agrees to be fully
o <& STA.501+58. hf_..oo _|._.v D / STA53410 uuﬁt 00 v N TP40.08 D 0 @ BLOCK SODDING E%oac_ﬁﬂ for any and QF %ﬂ%ﬁm which might be oocasioned by failure to exactly looate and
/.Sﬁ 0 R & 1 Log ‘ ‘ A S QO The cotrocter %%@o% - 800-344-8577 a mirirrum of 48 hours prior to construction to have
74 . . (® HYDROMULCH underground fnes fild loccted
~——STA49+81.70(44.00 LT) | 1 1 & 5 N oA 5316155 m ® ) e ococig i st i () f o e o of A T/ ST
®~ TC41.25 o @\\ o 53+64, LIME TREATED SUBGRADE (6 aciis, ll excovions must be ocorrpished sing nonr-reiized excvation procedures,
STA.49 +w©;mﬁm.oo _|._.v ~— 1# A 44.00 _.._.v boring, the contractor mg__.weomm the AT&T Texas/SWBT *8__*_.8. .
| y _ , the contract
; TC41.98 o 1 1 TC40.11 _ L © CURB & GUTTER ot T b s o ol o S e et o e e
TP41.48 % R1u AMV @ww .W.U_ T @ @ .ww .WV_ T MA ._.%.mmu+mo.:?.oo _“N._.v M @ LIME TREATED SUBGRADE Am..v wﬁ__%%oﬁvmmwﬂnﬂﬂ% Texas/SWBT underground conduit facilities does not mean that
=+ \ m | PT STA.53+07 mmAm 00 _.._.v ) there are no direct buried cables in the area. Follow the Direct Buried Cable Procedure to locate
= et T = T - -20(0. TP40.58 2z ) the ATAT Texas/SNBT buried cobles as indicated in the AT&T Texas Ressarch and Signdture
3 (B) . - S - 1G41.00 \ (D 6" HOT MIX ASPHALT BASE Process for AT&A Texas/SMET Facilties
) & e = B ALMEDA ROAD N = TP4050 < @) TS 574850 o el . 72250t ooy I beve e aveirs oot i
w a ” or email him . i e are questions a ing or
, 2 u 4 S - .44 ‘ _” @ HmaC (1 3 excaning rear our AT Tous/SWET fadiis, ! K
nu\ _ o] 90+00 _ e LN14" 27’ 05.02° _ 01400 — /_ D oz 11 _ _ _ _ ST : 4 < | & CONC. SDEWAK 5 A -] AODENDUN 2
_ 1208.91" — ==~ NP = P _ .
~~ _ /7 | — — PC STA51+29.91(044 LT) " PC STA.53+07.58(4.00 LT) \ < = | © re-Re conc cuss B (+) Vo DATE REVISIONS P
] I ,( 1C40.63 T TC41.35 & 10 : .
5 @\ N - B |3 PT STA50+89.13(4.44 RT) 1T 1013 w| ey TP4085 STA 140000 | | LLI (W) PAVEMENT HEADER
(o))
& o ] S TC40.68 wmmﬂm%_ +89.43(4.00 LT) 8 @ ® 1 BORING NO. B—4 NG PQ STA.53+60.17(B.00 RT) (R) CRUSHED CONCRETE BASE (18")
N 1D Bl TP40.18 14030 2 o —p /" STA52+5682 (27.05 RY) | TO.12 | STA53+68.94 | =
. I | = € BoRING NO. B4 ASPH | TPIHOEZ g (00 Ry ] | €O TYPICAL SECTION No.
Mﬁ wﬁpza.oo RT) 1 i \\ STA52+62.12 (39.63 RT) & O Ny 104057 m— m_mmojoz OF TRAFFIC FLOW
: . W —p =STA.52+92.87(44.00 RT) - 1T PROPOSED LANE
TP40.51 m_ - ® \ 4 m_ & £ \ TC40.32 N ' C )
= — N ~«”MI\ - — = 7]
——— — —PC STA50+15.59(8.00 RT)~ — ) b= | == EXISTNG LANE MT@B& TXDOT
TC40.88 - STA.53+15.67(62.50 R \ A T D FT .
N /77 L |
- \ / M ZOI_Imm” TO ARRANGE FOR LINES TO BE TURNED OFF OR
@l/ N 7-/ \\ \, e —— - MOVED, CALL CENTERPOINT AT 713—207-2222
S S R B e — / /r — ] 5 1. ALL DRIVEWAY STATION & OFFSETS ARE PRIVATE UTILITY LINES SHOWN
) / m_ m M LOCATED ON DRIVEWAY CALCULATION SHEETS EASEMENTS CALL THE LONE STAR NOTFICATION. 713253 4507,
.w B 2. ALL DIMENSIONS ARE TO FACE TO FACE OF -

_-lom >_|_| m>mm_|_zm >Z_U ch<m _U>._.>. Approved for SBC underground conduit facilities only.

H mx_w._.. NOE A © %u Ocmm CZ_lmmm O._.IMWS_MM ZO._.m_u. CenterPoint Energy/Electric Facilities
I O R STA.531+69.22(67.50 RT I SHOWN. NO APPROVAL FOR CONSTRUCTION 1S GIVEN.
STA.52+16.49(74.83 RT) STA.53+97.83(70.87 RT) 3. SEE HORIZONTIAL ALIGNMENT DATA SHEETS Dote:
(0}

STA.52+39.50(82.53 RT) S e
+ —— _OJD ure vali or one KQD—‘.
STA-49+53.11(75.03 RT) STA52:+62.35(81.43 R) & 4. FOR SEEDING AND SODDING LIMITS, SEE ete:
TYPICAL SECTIONS. P

5. FOR SIDEWALK AND ESPLANADE DETAILS

| @ |
@ _ mmm _u»<_m§,_mz._. _u_m._.>__.m y , CABLE COMPANY
) 6. A
®

Walter P. Moore and
Associates, Inc.. TBPE, Firm
Registration: No. 1856

LIMITS OF HIGH EARLY STRENGTH }
CONCRETE PAVEMENT

WALTER P MOORE

WALTER P. MOORE AND ASSOCIATES, INC.
1301 McKINNEY, SUITE 1100
HOUSTON, TEXAS 77010

| BENCHMARK: PHONE: 713.630.7300 FAX: 713.630.7396
CITY OF HOUSTON MONUMENT mum#\do_m A STANDARD BRASS TBPE FIRM REGISTRATION NUMBER 1856
DISK, LOCATED AT SOUTHEAST CORNER OF OLD SPANISH
TRAIL AND ALMEDA ROAD INTERSECTION.

ELEVATION=43.96 FEET (NAVD88, GEOID 09, GPS OBS*)

* OBSERVED BY GPS SURVEYING AND PROCESSED IN REFERENCE
TO THE CORS DATED JUNE 10, 2011

JEMPORARY BENCHMARKS
T.B.M. B-21
I SET 5/8" LR. W/CAP LOCATED ALONG THE CENTERLINE AND

G ST 32567, 088 KT o CITY OF HOUSTON

ELEV.=40.34' DEPARTMENT OF PUBLIC WORKS AND ENGINEERING
ALMEDA ROAD FROM
P OLD SPANISH TRAIL TO S.

S| MACGREGOR WAY

" PLAN
1. BE COMPACTED SUBGRADE PER APPLICABLE CITY STA. 49+50 TO STA. 54+00
OF HOUSTON SPECIFICATIONS

U_I>Z WBS NUMBER FOR CITY OF HOUSTON USE ONLY

2. PROVIDE REINFORCING STEEL PER CITY OF
HOUSTON SPECIFICATIONS AND STANDARDS

N—-000806—-0001—-4

SEE SHEET 64 FOR PROFILE VIEW

DRAWING SCALE

VERT: AS NOTED
HORZ: AS NOTED

CITY OF HOUSTON PM

3. PROVIDE 13" JOINTED HIGH EARLY STRENGTH
CONCRETE SLAB

4. PROVIDE EXPANSION JOINTS AT MAXIMUM 30 MICHELLE RANDON, P.E.

SPACING

SHEET NO. 63 OF 2/1




MATCH LINE STATION 58+50.00
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NOTE:

The location of existing underground utilities are shown in an approximate way
only. The contractor shall contact the Utility Coordinating Committee at
713-223-4567 or 1-800-669-8344 and the City of Houston Department of
Public Works and engineering at 832-394-9098 a minimum of two working
days prior to construction to field locate utilities. The contractor shall
determine the exact location of all existing utilities before commencing work.
He agrees to be fully responsible for any and all damages which might be
occasioned by his failure to exactly locate and preserve

any and all underground utilities.

CAUTION: UNDERGROUND GAS FACILITIES

Locations of CenterPoint Energy muin lines (to indude CenterPoint Energy, Intrastate Pipeline
Inc. where applicable) are shown in an approximate location only. Service lines are usually not
shown. Qur signature on these plans only indicates that our facilities are shown in

| | approximate location. ft does not iply that a conflict andysis has been mode. The: contractor
shall contact the Utility Coordinating Committee at 713-223-4567 or 1-800-669-8344 a
minimum of 48 hours prior to construction to have main and service lines field located.

0 20 40 801 * When Certer Poirt Enerqy pipe line markings are not visible, call 713-967-8037 (7:00 am

' ' to 4:30 pm). For status of line location request before excavation begins.
T — | i conci it o e (16) e ot i O P vy
facilities, dll excavation must be acconplished using non—mechanized excavation procedures.

* When Center Point Energy facilities are exposed, sufficient support must be provided to the

SCALE:HORZ. 1"=40’ faciities to prevertt excessive stress on the piping.
VERT. 1"=4’ The contractor is fully responsible for any damages caused by the contractor’s failure to
| exactly locate and preserve these underground facilities.

WARNING: QVERHEAD ELECTRICAL FACILITIES

Overhead lines may exist on the property. We have not attempted to mark those lines since
EXIST. R.O.W. LEGEND they are dearly visible, but you should loocte them prior to beginning ary construction. Texas
law, Section 752, Hedlth and Safety code, forbids all activities in which persons or things
may come within six ( 6 ) feet of live overhead high voltage lines. Parties responsible for

CONC. PVMT (JRCP) (10") the work, induding cortractors, are legally responsible for the safety of construction workers
under this law. This carries both criminal and civil liability. To arrange for lines to be tumed
CONC. CURB Amav off or removed call CenterPoint Energy at 713-207-2222. Revised 2008
| PAVEMENT 6" CONC. The locations of AT&T Texas/SWBT fadilities are shown in an approximate way only. The
contractor shall determine the exact location before commencing work. He agrees to be fully
m._.>.mN+NA..meL..OO _|._.v BLOCK SODDING responsible for any and dll damages which might be occasioned by failure to exactly locate and

preserve these underground utilities.
The contractor shall call 1-800-344-8377 a mrinimum of 48 hours prior to construction to have

) 0) I@I TC37.51

HYDROMULCH underground fines field located. ) )
| | When excavating within eighteen inches (18") of the indicated location of AT&T Texas/ SWBT
BORING NO. P—3 CONC w PT STA.62+36.45(8.12 LT) w LIME TREATED SUBGRADE (6”) fclties, al exonirs M be cooopsied using ron-rechiized excnclion prosecres. W
@ STA.60+00.49 (35.34 LT) — PC STA.60+74.75(4.00 RT) — AI boring, the contractor shall expose the AT&T Texas/SWBT facilties.
) ’ ) #_ TC39.66 PC STA.61+76.94(4.54 LT) 1C38.69 ‘ When ATT Texas/SNET fadilities are exposed, the contractor will provide support to prevert
BORING NO. P—3 NG T TP39.16 TC39.09 TP38.19 e, AMV @ 1 | CURB & GUTTER ano%wow ﬁ 83_## ducts or cables. When excavating near telephone poles the cortractor
PT STA.58+71 wmﬁu 03 _.._.v STA.59+98.97 C 9.10 _|._.v .WU_ PT STA.61 +uA.Mon.AA m._.v TP38.59 A .ww ,mM T LIME TREATED SUBGRADE Am..v %:m presence oﬁvw_mmmodmm@%ﬂﬂ&. Texas/SWBT underground conduit facilities does not mean that
- ) ’ - 1 TC39.40 > 1 there are no direct buried cables in the area. Follow the Direct Buried Cable Procedure to locate
1C40.43 ® i T TP38.90 % » m 1 " the AT&T Texas/SWBT buried cables as indicated in the AT&T Texas Research and Signature
TP39.93 PT STA.59+55.87(4.00 RT) X y S N> - 6 HOT MIX ASPHALT BASE Process for AT&T Texas/MBT Fadilties.
TC40.31 N @ @ N 3] @ <. ”v N T Please contact the AT&T Texas Damage Prevention Manager Mr. Roosevelt Lee Jr. at
TP39.81 | B ALMEDA ROA 8 > oy HMAC (1 m..v 713-567-4552 or emdl him at i7259@att.com, if there are questions about boring or
—_— * == - I [ excavating near our AT&T Texas/SWBT fadilities.
A——-F= — - “ — b= _ = . —
= 1208. S I 602.07’

RIP-RAP CONC CLASS B (4") NO.| DATE REVISIONS APP.

TO40.43 PAVEMENT HEADER

Ci
Cz

12’

T ENE

——" <
PC STA.58+71.76(3.01 RT) 4/9 /! |

SECHCRGECNCRSRCNCNCVICICIONS)

1P39.93 ﬂm%ww%&m.%a.oo RT) ! ! CRUSHED CONCRETE BASE (167
. - Y -
% - -
5 1P39.73 ] &® 3 w__ ORI m_ = | TYPICAL SECTION NO.
STA.58+58.99(44.00 RT) X m._.>.mm+,mw.mﬁt..oo RT) - A 1 ) 1 IRECTION OF TRAFFIC FLOW
\ TC39.58 m 1C39.45 & (8) | —pp =P (FROPOSED LANE)
~\ { _1 | \ I I
by

== > EXISTING LANE MT@ 2015 TxDOT

‘
!
MATCH LINE STATION 63+00.00

& \ Texas Department of Transportation
& —STANB+69.10(62,50 o A\ NN - // _
6|/ H / ZOl_Imm TO ARRANGE FOR LINES TO BE TURNED OFF OR
/AW__ /// - MOVED, CALL CENTERPOINT AT 713—207-2222
\ — _ 1. ALL DRIVEWAY STATION & OFFSETS ARE PRIVATE UTILITY LINES SHOWN
| r r () LOCATED ON DRIEWAY CALCULATION SHEETS ATaEATT 8 oV BECORE BIOAATG I STEET Rt o8
//!w.?mm+mu 96 STA.59+70.17(73.33 mdo EXIST. R.OW. 2. ALL DIMENSIONS ARE TO FACE TO FACE OF Date:
5.20 _N._.v AZ> [CH mx_w._.v w._.>m©+mouwﬁmwmo m._.v | CURB UNLESS OTHERWISE NOTED. m_%_%ﬂ%m_:_f%mmwmm\ﬂm%%m:ﬂom___mﬁmﬁ_o LINES ARE PROPERLY
SHOWN. NO APPROVAL FOR CONSTRUCTION IS GIVEN.
S sl 0 > 5 A S
m._.>mm+m#N©ANA.uu _N._.v AZ>._.OI mx_w._.v * mﬂwﬂﬁ,ﬂﬂ ﬂuﬂ_m%mm_. EMMWWMMW.:& conduit facilities only.
STA.58+58.55(69.23 RT) 4, FOR SEEDING AND SODDING LIMITS, SEE Date:
TYPICAL SECTIONS. B e e s e ahaeng ENTEX INCORPORATED
| | 5. FOR SIDEWALK AND ESPLANADE DETAILS
mmm v><mzmzq _um;__.m - CABLE COMPANY

Walter P. Moore and
Associates, Inc.. TBPE, Firm
Registration: No. 1856

_._zz.m o_.. _.__o_._ m>m_.< mqmmzoq_._
oozoxm._.m _u><mzmzq

WALTER P MOORE

WALTER P. MOORE AND ASSOCIATES, INC.
1301 McKINNEY, SUITE 1100
HOUSTON, TEXAS 77010

WN%E PHONE: 713.630.7300 FAX: 713.630.7396
TBPE FIRM REGISTRATION NUMBER 1856
CITY OF HOUSTON MONUMENT 5354/1016 A STANDARD BRASS

DISK, LOCATED AT SOUTHEAST CORNER OF OLD SPANISH
TRAIL AND ALMEDA ROAD INTERSECTION.

ELEVATION=43.96 FEET (NAVD88, GEOID 09, GPS OBS¥)

* OBSERVED BY GPS SURVEYING AND PROCESSED IN REFERENCE
SEE SHEET 68 FOR PROFILE VIEW Ry RTINS A,
JEMPORARY BENCHMARKS
T.B.M. B-24
SET "X" CUT IN CONCRETE LOCATED AT THE CENTERLINE
OF ALMEDA ROAD AT Im._m§>zz PARK CT. @ Hﬁ%‘% O HTA E O d m ‘H‘ O Z
A 7925, 294 LT. DEPARTMENT OF PUBLIC WORKS AND ENGINEERING

ALMEDA ROAD FROM
OLD SPANISH TRAIL TO S.
MACGREGOR WAY
PLAN
STA. 58+50 TO STA. 63+00

WBS NUMBER FOR CITY OF HOUSTON USE ONLY

ALL HIGH EARLY STRENGTH CONCRETE AREAS SHALL:
1. BE COMPACTED SUBGRADE PER APPLICABLE CITY
OF HOUSTON SPECIFICATIONS

2. PROVIDE REINFORCING STEEL PER CITY OF

HOUSTON SPECIFICATIONS AND STANDARDS N-000806—0001—-4

DRAWING SCALE

VERT: AS NOTED
HORZ: AS NOTED

CITY OF HOUSTON PM

3. PROVIDE 13" JOINTED HIGH EARLY STRENGTH
CONCRETE SLAB

4. PROVIDE EXPANSION JOINTS AT MAXIMUM 50°
m_u>o_zo

MICHELLE RANDON, P.E.

SHEET NO. 6/ OF 2/1




MATCH LINE STATION 63+00.00
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May 19, 2015 - 4:14pm

NOTE:

The location of existing underground utilities are shown in an approximate way
only. The contractor shall contact the Utility Coordinating Committee at
713-223-4567 or 1-800-669-8344 and the City of Houston Department of
Public Works and engineering at 832-394-9098 a minimum of two working
days prior to construction to field locate utilities. The contractor shall
determine the exact location of all existing utilities before commencing work.
He agrees to be fully responsible for any and all damages which might be
occasioned by his failure to exactly locate and preserve

any and all underground utilities.

CAUTION: UNDERGROUND GAS FACILITIES

Locations of CenterPoint Energy muin lines (to indude CenterPoint Energy, Intrastate Pipeline
Inc. where applicable) are shown in an approximate location only. Service lines are usually not
| | shown. Qur signature on these plans only indicates that our facilities are shown in

approximate location. It does not imply that a conflict andlysis has been made. The contractor
shall contact the Uility Coordinating Cormmittee at 713-223-4567 or 1-800-663-8344 a
minimum of 48 hours prior to construction to have main and service lines field located.

0 20 40 801 * When Certer Poirt Enerqy pipe line markings are not visible, call 713-967-8037 (7:00 am

' ' to 4:30 pm). For status of line location request before excavation begins.
T — | i conci it o e (16) e ot i O P vy
facilities, dll excavation must be acconplished using non—mechanized excavation procedures.

* When Center Point Energy facilities are exposed, sufficient support must be provided to the

SCALE:HORZ. Auu%. fodites to prevent excessive stress on the piping. o
STA.63+69.08(75.05 LT) ! VERT. 17=4 ety oot o sy e oot o convoctos falue fo

WARNING: OVERHEAD ELECTRICAL FACILITIES

Overhead lines may exist on the property. We have not atterrpted to mark those lines since
EXIST. ROM. \@ STA66+70.06(70.12 L) LEGEND e ey el b you s o iz b iy ay et Tecm
STA.63+42.72(44.00 L) 7 / (& CONC. PWMT (JRCP) (10%) oA Nk iod ot i i odboy s ol
TC37.39 — under this law. This carries both crininal and civil liability. To arrange for lines to be tumed
7 FSWBT ST — —_——————— (®) CONC. CURB (67 off or removed call CenterPaint Energy at 713-207-2222. Revised 2008
e = o M signme® _
ﬁ STA.63+80.32(66.86/ LT) _ R ~ (C) PAVEMENT 6" CONC. The locations of AT&T Texas/WBT fadilties are shown in an approximate way orly. The
< (=) contractor shall ceterrine the exact location before cormmencing work. He agrees to be fully
/ ﬁl \|m._.>.mm+mo.mmam.mm _|._.v N 0 @ BLOCK SODDING Wﬁz&“ m&ﬁﬂ:hcmﬁ %ﬂ%md% which might be occasioned by failure to exactly locate and
/ TC38.33 h\ )N /1 D v 0. @ HYDROMULCH d:mm §ﬁﬁﬂ_« ém_mo__ﬁa.%o.x?&d a minimum of 48 hours prior to construction to have
| —F 4 T 70X sim, underground lines fi .
T 7 —_— — — U T / \ Te) When excavating within eighteen inches (187) of the indicated locction of ATAT Texas/ SWBT
~ —_— s » facilities, dll excavations must be ished usi —mechinized excavdti When
S| @ e e == + | O UME TREATED SUBGRADE (67) et s ot il s e ST Ty o PR
! ﬂuwﬁmimu.oma.ow LT) STA.65+00.00 <« Q\ ] n—w © CURB & GUTTER ﬁ?ﬁmﬁ%ﬂ%ﬁ e Wren ooeing et tobtere s e cootr
o] ™ . : (37.66 LT) . The presence o cbeence of A8 t foit
37 ) e KONCIES TP38.24 5 1038 12 L - (H) LME TREATED SUBGRADE (8") wmwﬂwﬂoﬁswwcwmsmmﬂﬁwm %ﬁwmamﬁwﬁw_ﬁ
] ®) STA.64+53.53(8.00 LT) & ™ : N — OOOO O | D 6" HoT Mx ASPHALT BASE Pros for AT Tous O Faen e e
[ AI ALMEDA ROAD TC38.51 . STA.654-00.00 4 Please contact the ATAT Texas Damoge Prevention Manager M. Roosevelt Lee r. ot
| \| @ TP38.01 1 . . @ HMAC Q m..v 713-567-4552 or el him at r{7259@utt.com, if there are questions about boring or
= AU (8.00 RT) ﬁ T excavating near our AT&T Texas/SWBT fadiities.
.oo )ﬂo \ ZAA.o MN. um N#sm @A-n_loo mmlloc ._nﬂvum.Nﬂ mml_-oo A @ OOZO m_og>_l—A m. y 05—13—15 ADDENDUM 2
— - = - = : — - - - — ~ + - .
\ 602.07° \{WA \ - O .
\ —) /p) RIP-RAP CONC CLASS B (4")
— NO.| DATE REVISIONS APP.
T 1
> @ ahe Y — OO0 peman o s W | © e oo
- © PC STA.64+83.05(3.02 RT N . .
! STA64153.53(8.00 RT) o o3BT (302 KM A V N & | (0) CRUSHED CONCRETE BASE (18")
- | - be . STA.65+48.29(39.70 RT ] 0 | —
g o —pO® ¥ TP38.01 "y mewi_ e TC38.25 ® > — | mad | () TYPICAL SECTION No.
4 . . Iv e — — ~~
1 STA64169.39(44.00 R1) 500 md D R . —P> DIRECTION OF TRAFFIC FLOW
N — (B) %mww wm p, P38, om — — . &) PROPOSED LANE)
- . 4 STA.66+93.45 _ -
— (39.04 RT) ==> EXISTING LANE 2015 TxDOT
\z STA.65+54.17(62.50 RT) : A © X
Texas Department of Transportation
= ; ® = V 4
SN R /7 —~ \ -
2 ) = M STA.67+23.47 ZOn_nmm TO ARRANGE FOR LINES TO BE TURNED OFF OR
& f W nuw Aum mo m._.v MOVED, CALL CENTERPOINT AT 713—207-2222
- A \ mm : 1. ALL DRIVEWAY STATION & OFFSETS ARE PRIVATE UTILITY LINES SHOWN
@k\ & ol= LOCATED ON DRIVEWAY CALCULATION SHEETS EASEMENTS, CALL-THE' LONE STAR NOTIFICATION. 313253 45607,
EXIST. ROW. STA.65+57.13(67.50 RT) _ 2. ALL DIMENSIONS ARE TO FACE TO FACE OF Date:
STA.64+62.33(74.92 RT) ! CURB UNLESS OTHERWISE. NOTED. SESeTo St Pl e ey
SHOWN. NO APPROVAL FOR CONSTRUCTION IS GIVEN.
STA.64+77.23(67.50 RT) STA.65+24.07 STA.66+93.22 Mwmwmwwu 3. SEE HORIZONTIAL ALIGNMENT DATA SHEETS -
) ] B . . pproved for underground conduit facilities only.
(8484 RT) (86.45 RT) (79.30 RT) o s FOR ALL BASELINE AND CURVE DATA o o S e o s
. . ignature valid for one year.
(MATCH EXIST.) (WATCH EXIST.) (MATCH EXIST. 4, FOR SEEDING AND SODDING LIMITS, SEE Date:
TYPICAL SECTIONS. Genteront Eneray/Cas Focltes ENTEX INCORPORATED
I | 5. FOR SIDEWALK AND ESPLANADE DETAILS

mmm _u><mzmzq _um.;__.m - CABLE COMPANY

Walter P. Moore and
Associates, Inc.. TBPE, Firm
Registration: No. 1856

_._zz.m o_.. _.__o_._ m>m_.< mqmmzoq_._
oozoxm._.m _u><mzmzq

WALTER P MOORE

WALTER P. MOORE AND ASSOCIATES, INC.
1301 McKINNEY, SUITE 1100
HOUSTON, TEXAS 77010

PHONE: 713.630.7300 FAX: 713.630.7396
TBPE FIRM REGISTRATION NUMBER 1856

CITY OF HOUSTON MONUMENT 5354/1016 A STANDARD BRASS

DISK, LOCATED AT SOUTHEAST CORNER OF OLD SPANISH
TRAIL AND ALMEDA ROAD INTERSECTION.

ELEVATION=43.96 FEET (NAVD88, GEOID 09, GPS OBS*)

* OBSERVED BY GPS SURVEYING AND PROCESSED IN REFERENCE

JEMPORARY BENCHMARKS

T.B.M. B—26

SET X" CUT IN CONCRETE LOCATED AT THE @Hﬁ%‘% OHTA EO@MHOZ
CENTERLINE OF ALMEDA .wo>c AT CAMDEN DR.

m_..mw.quwmﬁa.s. 563" RT. DEPARTMENT OF PUBLIC WORKS AND ENGINEERING

ALMEDA ROAD FROM
OLD SPANISH TRAIL TO S.
MACGREGOR WAY

PLAN
ALL HIGH EARLY STRENGTH CONCRETE AREAS SHALL:
1. BE COMPACTED SUBGRADE PER APPLICABLE CITY STA. 63+00 TO STA. 67+50
OF HOUSTON SPECIFICATIONS
WBS NUMBER FOR CITY OF HOUSTON USE ONLY

2. PROVIDE REINFORCING STEEL PER CITY OF

HOUSTON SPECIFICATIONS AND STANDARDS N-000806—0001—-4

DRAWING SCALE

VERT: AS NOTED
HORZ: AS NOTED

CITY OF HOUSTON PM

3. PROVIDE 13" JOINTED HIGH EARLY STRENGTH
CONCRETE SLAB

4. PROVIDE EXPANSION JOINTS AT MAXIMUM 50°
m_u>o_zo

MICHELLE RANDON, P.E.
SHEET NO. 69 oF 2/1




~ 00'00+L VIS d8
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May 19, 2015 - 4:18pm

SEE ALMEDA ROAD PLAN & PROFILE FOR CONTINUATION e

The location of existing underground utilities are shown in an approximate way
— / only. The contractor shall contact the Utility Coordinating Committee at

713-223-4567 or 1-800-669-8344 and the City of Houston Department of
Public Works and engineering at 832-394-9098 a minimum of two working
days prior to construction to field locate utilities. The contractor shall
determine the exact location of all existing utilities before commencing work.
He agrees to be fully responsible for any and all damages which might be
occasioned by his failure to exactly locate and preserve

any and all underground utilities.

CAUTION: UNDERGROUND GAS FACILITIES
] Locations of CenterPoint Energy muin lines (to indude CenterPoint Energy, Intrastate Pipeline
* Inc. where applicable) are shown in an approximate location only. Service lines are usually not
shown. Qur signature on these plans only indicates that our facilities are shown in
approximate location. It does not imply that a conflict andlysis has been made. The contractor
shall contact the Uility Coordinating Cormmittee at 713-223-4567 or 1-800-663-8344 a
minimum of 48 hours prior to construction to have main and service lines field located.
* When Center Point Energy pipe line markings are not visible, call 713-967-8037 (7:00 am
STA.5+70.75 : fo 430 pm). For status of line looation request before excavation begins.
Amo.Mo _.._.v _ * When excavating within eighteen inches om._v of the indicated location of Center Point Energy
6 TC42.18 = facilities, dll mxo.oﬁﬁ_o: must cm acconrplished using %:l:mn:o:_N& monoﬁ_o:.vaB%ﬁ@
. * * When Center Point Energy facilities are exposed, sufficient support must be provided to the
- facllities to prevent excessive stress on the piping.
The contractor is fully responsible for any damages caused by the contractor’s failure to
exactly locate and preserve these underground facilities.

WARNING: QVERHEAD ELECTRICAL FACILITIES
Overhead lines may exist on the property. We have not attempted to mark those lines since

== - { they are clearly visible, but you should locate them prior to beginning any construction. Texas
e ——— '_ law, Section 752, Hedlth and Safety code, forbids all activities in which persons or things
o Ny '} may cone within six ( 6 ) feet of live overhead high voltage lines. Parties responsible for
// the work, including contractors, are legally responsible for the safety of construction workers
— under this law. This carries both criminal and civil liability. To arrange for lines to be tumed

STA.5+96:64(22:50 LD\ = | off or removed call GenterPairt Energy ot 713-207-2222. Revised 2008
16t S @ . ‘ | :
R —

~_ /// ’ m The locations of AT&T Texas/SWBT fadilities are shown in an approximate way only. The
~ / O-
| y m +

STA.3+44.67(49.34 LT)
MATCH EXIST.

STA.3+95.25(43.84 LT)
STA.3+44.74(42.08 LT) TC42.08+
TC41.96% ()
TP41.46% (B)

MATCH EXIST.

PROP. R.O.W.

R1959.72’

EXIST. RO-W-

PROP. SAWCUT -

=
STA.3+45.62(9.61 LT) %
B %a
©

TP42.12+

MATCH - EXIST.
STA.1+76.87(6.38 LT)
TP40.62% B HOLCOMBE BLVD.

MATCH EXIST. PROP. SAWCUT -~

contractor shall determine the exact location before commencing work. He agrees to be fully
responsible for any and dll damages which might be occasioned by failure to exactly locate and
preserve these underground utilities.

35
1M

The contractor shall call 1-800-344-8377 a mrinimum of 48 hours prior to construction to have
underground lines field located.
When excavating within eighteen inches (18") of the indicated location of AT&T Texas/ SWBT

6 facilities, dll excavations must be accorrplished using non—mechinized excavation procedures. When
'] boring, the contractor shall expose the AT&T Texas/SWBT facilities.

N When AT&T Texas/SWBT fadilities are exposed, the contractor will provide support to prevent
-

-

ANEXIST CONC

5 | e PWMT TO_REMAIN
—— —r 00— , — — oo - — e — ) e\/ Y a m
\_ —+ | .

damage to the conduit ducts or cables. When excavating near telephone poles the contractor
shall brace the pole for support.

The presence or absence of AT&T Texas/SWBT underground conduit facilities does not mean that
there are no direct buried cables in the area. Follow the Direct Buried Cable Procedure to locate

the AT&T Texas/SWBT buried oables as indicated in the AT&T Texas Research and Signature

v| Process for AT&T Texas/SABT Fadllities.
| Please contact the AT&T Texas Damoge Prevertion Manager Mr. Roosevelt Lee Jr. at
713-567-4552 or email him at 7259@att.com, if there are questions about boring or

excavating near our AT&T Texas/SWBT fadilities.
y 05-13-15) ADDENDUM 2

=
7))
Ly |
.‘ W 1 NO.| DATE REVISIONS APP.
—
S
~

46’

PROP. SAWCUT

STA.2+64.89(6.05 RT)
STA.1+76.96(9.57 RT) TP41.35%

TP40.56t PROP. SAWCUT MATCH EXIST. @I/ R

STA:6+24.47
MATCH EXIST. 33.03 R~ w

|
A ‘

EXIST. R.O.W. \ <<
STA.3+98.68(39.07 %d STA.4+32.46(37.51 RT) ar m.w,d o M
STA.2+66.29(42.12 RT) [tA219% 1e42.33 W ~ (3 o.m+xd. MT@ 2015 TxDOT
TC41.14+ STA.2+66.70(52.67 RT o ‘ . )
,ﬂﬂm_.._i% o MATCH mx_mqm ) e ‘ yﬂm_.._#o%_mﬂ “ \ Texas Department of Transportation
L / wo.“w w._.>m+uﬂwm TO ARRANGE FOR LINES TO BE TURNED OFF OR
w._.>A.+NA.mm mwmm m._. ~ — ) MOVED, CALL CENTERPOINT AT 713—-207-—2222
: ) A== = %ww.wwhv PRIVATE UTILITY LINES SHOWN
hU. ¢ AT LEAST 48 HOURS BEFORE EXCAVATING IN STREET R.O.W. OR
o TP41.82+ _ EASEMENTS CALL THE LONE STAR NOTIFICATION 713—223—4567.
/ % MATCH EXIST. -
N_AL — CenterPoint Energy/Electric Facilities
SHOWN. (N APPROVAL FOR CONSTRUGTION IS GIVEN. "
\ i o Date:

Approved for SBC underground conduit facilities only.

/ / ’ Signature valid for one year.
— A Date:

CenterPoint Energy/Gas _.looﬂ_Emmez._.mx INCORPORATED

SEE ALMEDA ROAD O e e

v;Z m vaﬂ— rm ﬂOm — >wm/w\m."%mw®._sym_uwo.ﬁm_uomjm‘;:..
OOZI—I— ZC>I—I—OZ _ImOmZD />\>_||_lmm U zOOmm Registration: No. 1856
PLAN woozo PINT (RCP) (19) e e |7 .“
(B)CONC. CURB (6”) S

SEE SHEET 74 FOR PROFILE VIEW 20 0 20 40 (COPAVEMENT 6 CONC.

WMIINII”I (D)BLOCK SODDING

(E)HYDROMULCH
SCALE: HORIZ. 1”=20’

NOTES: VERT. 17=2’ A @_._zm TREATED SUBGRADE (6") O%%% OHTJ EO@M‘HOZ

DEPARTMENT OF PUBLIC WORKS AND ENGINEERING
(G)CURB & GUTTER

ALMEDA ROAD FROM

1. ALL DRIVEWAY STATION & OFFSETS ARE

LOCATED ON DRIVEWAY CALCULATION SHEETS »
LIME TREATED SUBGRADE (8
BENCHMARK: 2. ALL DIMENSIONS ARE TO FACE TO FACE CURB @ ® O_lmv m_U>Z_m_|_ ._._N>__| ._.O m
ALL HIGH EARLY STRENGTH CONCRETE AREAS SHALL: 2 : . 6" HOT MIX ASPHALT BASE
1. BE COMPACTED SUBGRADE PER APPLICABLE CITY CITY OF HOUSTON MONUMENT 5354/1016 A STANDARD BRASS UNLESS OTHERWISE NOTED. @ Z >Om_u~mmo_n~ <<><

DISK, LOCATED AT SOUTHEAST CORNER OF OLD SPANISH

TRAIL AND ALMEDA ROAD INTERSECTION. HMAC (1 §”
3. SEE HORIZONTIAL ALIGNMENT DATA SHEETS @ ( mv Io_lnogmm BLVD

OF HOUSTON SPECIFICATIONS

ELEVATION=43.96 FEET (NAVD88, GEOID 09, GPS 0BS*) ,
2. PROVIDE REINFORCING STEEL PER CITY OF + OBSERVED BY GPS SURVEYING AND PROCESSED IN REFERENCE FOR ALL BASELINE AND CURVE DATA. (K)CONC. SIDEWALK 5 PLAN
HOUSTON SPECIFICATIONS AND STANDARDS TO THE CORS DATED JUNE 10, 2011 . STA. 1+00 TO STA. 6+40
TEMPORARY BENCHMARKS 4. FOR SEEDING AND SODDING LIMITS, SEE @x__ulmku CONC CLASS B (47) WBS NUMBER FOR CITY OF HOUSTON USE ONLY
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NOTE:

The location of existing underground utilities are shown in an approximate way
only. The contractor shall contact the Utility Coordinating Committee at
713-223-4567 or 1-800-669-8344 and the City of Houston Department of
Public Works and engineering at 832-394-9098 a minimum of two working
days prior to construction to field locate utilities. The contractor shall
determine the exact location of all existing utilities before commencing work.
He agrees to be fully responsible for any and all damages which might be
occasioned by his failure to exactly locate and preserve

any and all underground utilities.

CAUTION: UNDERGROUND GAS FACILITIES

Locations of CenterPoint Energy muin lines (to indude CenterPoint Energy, Intrastate Pipeline

Inc. where applicable) are shown in an approximate location only. Service lines are usually not

shown. Qur signature on these plans only indicates that our facilities are shown in

approximate location. It does not imply that a conflict andlysis has been made. The contractor

shall contact the Utility Coordinating Committee at 713-223-4567 or 1-800-669-8344 a

minimum of 48 hours prior to construction to have main and service lines field located.

* When Center Point Energy pipe line markings are not visible, call 713-967-8037 (7:00 am
to 4:30 pm). For status of line location request before excavation begins.

* When excavating within eighteen inches (18”) of the indicated looation of Center Point Energy

20 0 20 40 facilities, dll excavation must be acconplished using non—mechanized excavation procedures.

* When Center Point Energy facilities are exposed, sufficient support must be provided to the
The contractor is fully responsible for any damages caused by the contractor’s failure to
exactly locate and preserve these underground facilities.

” ?

SCALE: HORIZ. 17=20 WARNING: QVERHEAD ELECTRICAL FACILITIES

VERT. 1"=2’ Overhead lines may exist on the property. We have not atterpted to mark these lines since
they are dlearly visible, but you should locate them prior to beginning any construction. Texas
law, Section 752, Hedlth and Safety code, forbids all activities in which persons or things
may come within six ( 6 ) feet of live overhead high voltage lines. Parties responsible for
the work, including contractors, are legally responsible for the safety of construction workers
under this law. This carries both criminal and civil liability. To arrange for lines to be tumed
off or removed call CenterPoint Energy at 713-207-2222. Revised 2008

The locations of AT&T Texas/SWBT fadilities are shown in an approximate way only. The
contractor shall determine the exact location before commencing work. He agrees to be fully
responsible for any and dll damages which might be occasioned by failure to exactly locate and
preserve these underground utilities.

The contractor shall call 1-800-344-8377 a mrinimum of 48 hours prior to construction to have
underground lines field located.

When excavating within eighteen inches (18") of the indicated location of AT&T Texas/ SWBT
facilities, dll excavations must be accorrplished using non—mechinized excavation procedures. When
boring, the contractor shall expose the AT&T Texas/SWBT fadilities.

When AT&T Texas/SWBT fadilities are exposed, the contractor will provide support to prevent
damage to the conduit ducts or cables. When excavating near telephone poles the contractor
shall brace the pole for support.

The presence or absence of AT&T Texas/SWBT underground conduit facilities does not mean that
there are no direct buried cables in the area. Follow the Direct Buried Cable Procedure to locate
the AT&T Texas/SWBT buried oables as indicated in the AT&T Texas Research and Signature
Process for AT&T Texas/SMBT Fagilities.

Please contact the AT&T Texas Damage Prevention Manager Mr. Roosevelt Lee Jr. at
713-567-4552 or email him at 7259@att.com, if there are questions about boring or

excavating near our AT&T Texas/SWBT fadilities.
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TO ARRANGE FOR LINES TO BE TURNED OFF OR
MOVED, CALL CENTERPOINT AT 713—207-2222

PRIVATE UTILITY LINES SHOWN
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Am:

AT LEAST 48 HOURS BEFORE EXCAVATING IN STREET R.0.W. OR
// EASEMENTS CALL THE LONE STAR NOTIFICATION 713—223—-4567.
//
\ \\ — ~—
~ Date:

~
- T _ —

CenterPoint Energy/Electric Facilities
SIGNATURE INDICATES underground ELECTRIC LINES ARE PROPERLY

\.\ C SHOWN. NO APPROVAL FOR CONSTRUCTION IS GIVEN.
1

\\
\ ——
P —
1 Date:
A Approved for SBC underground conduit facilities only.
Signature valid for one year.
\ M Date:

| — AT&T TEXAS|/SWBT CenterPoint Energy/Gas _..og_Emmezqu INCORPORATED
TENTRE) (Gas service lines are not shown
12—4" "b" pvc®
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CABLE COMPANY

Walter P. Moore and
Associates, Inc.. TBPE Firm
Registration: No. 1856

WALTER P MOORE

WALTER P. MOORE AND ASSOCIATES, INC.
1301 McKINNEY, SUITE 1100

HOUSTON, TEXAS 77010
U— N O— — — — PHONE: 713.630.7300 FAX: 713.630.7396
TBPE FIRM REGISTRATION NUMBER 1856

SEE SHEET 73 FOR PLAN VIEW

CITY OF HOUSTON

DEPARTMENT OF PUBLIC WORKS AND ENGINEERING

ALMEDA ROAD FROM
OLD SPANISH TRAIL TO S.
MACGREGOR WAY
HOLCOMBE BLVD

PROFILE
STA. 1+00 TO STA. 6+40

WBS NUMBER FOR CITY OF HOUSTON USE ONLY
N—-000806—0001—4

DRAWING SCALE
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ALL HIGH EARLY STRENGTH CONCRETE AREAS SHALL:
1. BE COMPACTED SUBGRADE PER APPLICABLE CITY
OF HOUSTON SPECIFICATIONS

2. PROVIDE REINFORCING STEEL PER CITY OF
HOUSTON SPECIFICATIONS AND STANDARDS

3. PROVIDE 13" JOINTED HIGH EARLY STRENGTH
CONCRETE SLAB

4. PROVIDE EXPANSION JOINTS AT MAXIMUM 50°
SPACING

19}

PROP. SAWCUT
A

BENCHMARK:

CTY OF HOUSTON MONUMENT 5354/1016 A STANDARD BRASS
DISK, LOCATED AT SOUTHEAST CORNER OF OLD SPANISH
TRAIL AND ALMEDA ROAD INTERSECTION.

ELEVATION=43.96 FEET (NAVD8S8, GEOID 09, GPS 0BS*)

* OBSERVED BY GPS SURVEYING AND PROCESSED IN REFERENCE
TO THE CORS DATED JUNE 10, 2011
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SCALE: HORIZ. 17=20'
VERT. 1"=2’
NOTES:

1. ALL DRIVEWAY STATION & OFFSETS ARE
LOCATED ON DRIVEWAY CALCULATION SHEETS

2. ALL DIMENSIONS ARE TO FACE TO FACE CURB
UNLESS OTHERWISE NOTED.

3. SEE HORIZONTIAL ALIGNMENT DATA SHEETS
FOR ALL BASELINE AND CURVE DATA.

4. FOR SEEDING AND SODDING LIMITS, SEE
TYPICAL SECTIONS.

5. FOR SIDEWALK AND ESPLANADE DETAILS
SEE PAVEMENT DETAILS.

LIMITS OF HIGH EARLY STRENGTH
CONCRETE PAVEMENT
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NOTE:

The location of existing underground utilities are shown in an approximate way
only. The contractor shall contact the Utility Coordinating Committee at
713-223-4567 or 1-800-669-8344 and the City of Houston Department of
Public Works and engineering at 832-394-9098 a minimum of two working
days prior to construction to field locate utilities. The contractor shall
determine the exact location of all existing utilities before commencing work.
He agrees to be fully responsible for any and all damages which might be
occasioned by his failure to exactly locate and preserve

any and all underground utilities.

CAUTION: UNDERGROUND GAS FACILITIES

Locations of CenterPoint Energy muin lines (to indude CenterPoint Energy, Intrastate Pipeline

Inc. where applicable) are shown in an approximate location only. Service lines are usually not

shown. Qur signature on these plans only indicates that our facilities are shown in

approximate location. It does not imply that a conflict andlysis has been made. The contractor

shall contact the Uility Coordinating Cormmittee at 713-223-4567 or 1-800-663-8344 a

minimum of 48 hours prior to construction to have main and service lines field located.

* When Center Point Energy pipe line markings are not visible, call 713-967-8037 (7:00 am
to 4:30 pm). For status of line location request before excavation begins.

* When excavating within eighteen inches (18”) of the indicated looation of Center Point Energy
facilities, dll excavation must be acconplished using non—mechanized excavation procedures.

* When Center Point Energy facilities are exposed, sufficient support must be provided to the
facllities to prevent excessive stress on the piping.

The contractor is fully responsible for any damages caused by the contractor’s failure to

exactly locate and preserve these underground facilities.

WARNING: OVERHEAD ELECTRICAL FACILITIES

Overhead lines may exist on the property. We have not attempted to mark those lines since
they are clearly visible, but you should locate them prior to beginning any construction. Texas
law, Section 752, Hedlth and Safety code, forbids all activities in which persons or things
may come within six ( 6 ) feet of live overhead high voltage lines. Parties responsible for
the work, including contractors, are legally responsible for the safety of construction workers
under this law. This carries both criminal and civil liability. To arrange for lines to be tumed
off or removed call CenterPoint Energy at 713-207-2222. Revised 2008

The locations of AT&T Texas/SWBT fadilities are shown in an approximate way only. The
contractor shall determine the exact location before commencing work. He agrees to be fully
responsible for any and dll damages which might be occasioned by failure to exactly locate and
preserve these underground utilities.

The contractor shall call 1-800-344-8377 a mrinimum of 48 hours prior to construction to have
underground lines field located.

When excavating within eighteen inches (18") of the indicated location of AT&T Texas/ SWBT
facilities, dll excavations must be accorrplished using non—mechinized excavation procedures. When
boring, the contractor shall expose the AT&T Texas/SWBT fadilities.

When AT&T Texas/SWBT fadilities are exposed, the contractor will provide support to prevent
damage to the conduit ducts or cables. When excavating near telephone poles the contractor
shall brace the pole for support.

The presence or absence of AT&T Texas/SWBT underground conduit facilities does not mean that
there are no direct buried cables in the area. Follow the Direct Buried Cable Procedure to locate
the AT&T Texas/SWBT buried oables as indicated in the AT&T Texas Research and Signature
Process for AT&T Texas/SMBT Fagilities.

Please contact the AT&T Texas Damage Prevention Manager Mr. Roosevelt Lee Jr. at
713-567-4552 or email him at 7259@att.com, if there are questions about boring or
excavating near our AT&T Texas/SWBT fadilities.

NO.| DATE REVISIONS APP.

M\AT@ 2015 TxDOT

\ Texas Department of Transportation

TO ARRANGE FOR LINES TO BE TURNED OFF OR
MOVED, CALL CENTERPOINT AT 713—207-2222

PRIVATE UTILITY LINES SHOWN

AT LEAST 48 HOURS BEFORE EXCAVATING IN STREET R.O.W. OR
EASEMENTS CALL THE LONE STAR NOTIFICATION 713—223—4567.

Date:

CenterPoint Energy/Electric Facilities
SIGNATURE INDICATES underground ELECTRIC LINES ARE PROPERLY
SHOWN. NO APPROVAL FOR CONSTRUCTION IS GIVEN.

Date:

Approved for SBC underground conduit facilities only.
Signature valid for one year.

Date:

Om:ﬁmﬂvom:ﬁm:mﬂo<\oom _.looﬂ_Emmez._.mx _zoom_uom>._.mo
(Gas service lines are not shown

CABLE COMPANY

LEGEND

(A)CONC. PVMT (JRCP) (10)

(B)CONC. CURB (6"
(C)PAVEMENT 6" CONC.

(D)BLOCK SODDING
(E)HYDROMULCH

(FLME TREATED SUBGRADE (6")
(G)CURB & GUTTER

(H)LIME TREATED SUBGRADE (8")
(16" HOT MIX ASPHALT BASE
OHMAC (1 §)

(K)CONC. SIDEWALK 5'
(DRIP-RAP CONC CLASS B (47)
(M) PAVEMENT HEADER

(O TYPICAL SECTION NO.

o _mmo._._ozo_..._.m>_.|_.|_o_.|_|0<<
PROPOSED LANE)

—— > EXISTING LANE

Walter P. Moore and
Associates, Inc.. TBPE Firm
Registration: No. 1856

WALTER P MOORE

WALTER P. MOORE AND ASSOCIATES, INC.
1301 McKINNEY, SUITE 1100
HOUSTON, TEXAS 77010
PHONE: 713.630.7300 FAX: 713.630.7396
TBPE FIRM REGISTRATION NUMBER 1856

CITY OF HOUSTON

DEPARTMENT OF PUBLIC WORKS AND ENGINEERING

ALMEDA ROAD FROM
OLD SPANISH TRAIL TO S.
MACGREGOR WAY
HOLCOMBE BLVD

PLAN
STA. 6+40 TO END STA.

WBS NUMBER FOR CITY OF HOUSTON USE ONLY

N—-000806—-0001—-4

DRAWING SCALE

VERT: AS NOTED
HORZ: AS NOTED

CITY OF HOUSTON PM

MICHELLE RANDON, P.E.

SHEET NO. /S OF 2/1
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NOTE:

The location of existing underground utilities are shown in an approximate way
only. The contractor shall contact the Utility Coordinating Committee at
713-223-4567 or 1-800-669-8344 and the City of Houston Department of
Public Works and engineering at 832-394-9098 a minimum of two working
days prior to construction to field locate utilities. The contractor shall
determine the exact location of all existing utilities before commencing work.
He agrees to be fully responsible for any and all damages which might be
occasioned by his failure to exactly locate and preserve

any and all underground utilities.

CAUTION: UNDERGROUND GAS FACILITIES

Locations of CenterPoint Energy muin lines (to indude CenterPoint Energy, Intrastate Pipeline

Inc. where applicable) are shown in an approximate location only. Service lines are usually not

shown. Qur signature on these plans only indicates that our facilities are shown in

approximate location. It does not imply that a conflict andlysis has been made. The contractor

shall contact the Uility Coordinating Cormmittee at 713-223-4567 or 1-800-663-8344 a

minimum of 48 hours prior to construction to have main and service lines field located.

* When Center Point Energy pipe line markings are not visible, call 713-967-8037 (7:00 am
to 4:30 pm). For status of line location request before excavation begins.

* When excavating within eighteen inches (18”) of the indicated looation of Center Point Energy
facilities, dll excavation must be acconplished using non—mechanized excavation procedures.

* When Center Point Energy facilities are exposed, sufficient support must be provided to the
facllities to prevent excessive stress on the piping.

The contractor is fully responsible for any damages caused by the contractor’s failure to

exactly locate and preserve these underground facilities.

WARNING: OVERHEAD ELECTRICAL FACILITIES

Overhead lines may exist on the property. We have not attempted to mark those lines since
they are clearly visible, but you should locate them prior to beginning any construction. Texas
law, Section 752, Hedlth and Safety code, forbids all activities in which persons or things
may come within six ( 6 ) feet of live overhead high voltage lines. Parties responsible for
the work, including contractors, are legally responsible for the safety of construction workers
under this law. This carries both criminal and civil liability. To arrange for lines to be tumed
off or removed call CenterPoint Energy at 713-207-2222. Revised 2008

The locations of AT&T Texas/SWBT fadilities are shown in an approximate way only. The
contractor shall determine the exact location before commencing work. He agrees to be fully
responsible for any and dll damages which might be occasioned by failure to exactly locate and
preserve these underground utilities.

The contractor shall call 1-800-344-8377 a mrinimum of 48 hours prior to construction to have
underground lines field located.

When excavating within eighteen inches (18") of the indicated location of AT&T Texas/ SWBT
facilities, dll excavations must be accorrplished using non—mechinized excavation procedures. When
boring, the contractor shall expose the AT&T Texas/SWBT fadilities.

When AT&T Texas/SWBT fadilities are exposed, the contractor will provide support to prevent
damage to the conduit ducts or cables. When excavating near telephone poles the contractor
shall brace the pole for support.

The presence or absence of AT&T Texas/SWBT underground conduit facilities does not mean that
there are no direct buried cables in the area. Follow the Direct Buried Cable Procedure to locate
the AT&T Texas/SWBT buried oables as indicated in the AT&T Texas Research and Signature
Process for AT&T Texas/SMBT Fagilities.

Please contact the AT&T Texas Damage Prevention Manager Mr. Roosevelt Lee Jr. at
713-567-4552 or email him at 7259@att.com, if there are questions about boring or
excavating near our AT&T Texas/SWBT fadilities.

NO.| DATE REVISIONS APP.

WAT@ 2015 TXDOT

\ Texas Department of Transportation

TO ARRANGE FOR LINES TO BE TURNED OFF OR
MOVED, CALL CENTERPOINT AT 713—207-2222

PRIVATE UTILITY LINES SHOWN

AT LEAST 48 HOURS BEFORE EXCAVATING IN STREET R.O.W. OR
EASEMENTS CALL THE LONE STAR NOTIFICATION 713—223—4567.

Date:

CenterPoint Energy/Electric Facilities
SIGNATURE INDICATES underground ELECTRIC LINES ARE PROPERLY
SHOWN. NO APPROVAL FOR CONSTRUCTION IS GIVEN.

Date:

Approved for SBC underground conduit facilities only.
Signature valid for one year.

Date:

Om:ﬁmﬂvom:ﬁm:mﬂo<\oom _.looﬂ_Emmez._.mx _zoom_uom>._.mo
(Gas service lines are not shown

CABLE COMPANY

Walter P. Moore and
Associates, Inc.. TBPE Firm
Registration: No. 1856

WALTER P MOORE

WALTER P. MOORE AND ASSOCIATES, INC.
1301 McKINNEY, SUITE 1100
HOUSTON, TEXAS 77010
PHONE: 713.630.7300 FAX: 713.630.7396
TBPE FIRM REGISTRATION NUMBER 1856

CITY OF HOUSTON

DEPARTMENT OF PUBLIC WORKS AND ENGINEERING

ALMEDA ROAD FROM
OLD SPANISH TRAIL TO S.

MACGREGOR WAY
HOLCOMBE BLVD

PROFILE
STA. 6+40 TO END STA.

WBS NUMBER FOR CITY OF HOUSTON USE ONLY
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DRAWING SCALE

VERT: AS NOTED
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SCALE: HORIZ. 1"=20’
VERT. 17=2’

NOTE:

The location of existing underground utilities are shown in an approximate way
only. The contractor shall contact the Utility Coordinating Committee at
713-223-4567 or 1-800-669-8344 and the City of Houston Department of
Public Works and engineering at 832-394-9098 a minimum of two working
days prior to construction to field locate utilities. The contractor shall
determine the exact location of all existing utilities before commencing work.
He agrees to be fully responsible for any and all damages which might be
occasioned by his failure to exactly locate and preserve

any and all underground utilities.

CAUTION: UNDERGROUND GAS FACILITIES

Locations of CenterPoint Energy muin lines (to indude CenterPoint Energy, Intrastate Pipeline

Inc. where applicable) are shown in an approximate location only. Service lines are usually not

shown. Qur signature on these plans only indicates that our facilities are shown in

approximate location. It does not imply that a conflict andlysis has been made. The contractor

shall contact the Uility Coordinating Cormmittee at 713-223-4567 or 1-800-663-8344 a

minimum of 48 hours prior to construction to have main and service lines field located.

* When Center Point Energy pipe line markings are not visible, call 713-967-8037 (7:00 am
to 4:30 pm). For status of line location request before excavation begins.

* When excavating within eighteen inches (18”) of the indicated looation of Center Point Energy
facilities, dll excavation must be acconplished using non—mechanized excavation procedures.

* When Center Point Energy facilities are exposed, sufficient support must be provided to the
facllities to prevent excessive stress on the piping.

The contractor is fully responsible for any damages caused by the contractor’s failure to

exactly locate and preserve these underground facilities.

WARNING: OVERHEAD ELECTRICAL FACILITIES

Overhead lines may exist on the property. We have not attempted to mark those lines since
they are clearly visible, but you should locate them prior to beginning any construction. Texas
law, Section 752, Hedlth and Safety code, forbids all activities in which persons or things
may come within six ( 6 ) feet of live overhead high voltage lines. Parties responsible for
the work, including contractors, are legally responsible for the safety of construction workers
under this law. This carries both criminal and civil liability. To arrange for lines to be tumed
off or removed call CenterPoint Energy at 713-207-2222. Revised 2008

The locations of AT&T Texas/SWBT fadilities are shown in an approximate way only. The
contractor shall determine the exact location before commencing work. He agrees to be fully
responsible for any and dll damages which might be occasioned by failure to exactly locate and
preserve these underground utilities.

The contractor shall call 1-800-344-8377 a mrinimum of 48 hours prior to construction to have
underground lines field located.

When excavating within eighteen inches (18") of the indicated location of AT&T Texas/ SWBT
facilities, dll excavations must be accorrplished using non—mechinized excavation procedures. When
boring, the contractor shall expose the AT&T Texas/SWBT fadilities.

When AT&T Texas/SWBT fadilities are exposed, the contractor will provide support to prevent
damage to the conduit ducts or cables. When excavating near telephone poles the contractor
shall brace the pole for support.

The presence or absence of AT&T Texas/SWBT underground conduit facilities does not mean that
there are no direct buried cables in the area. Follow the Direct Buried Cable Procedure to locate
the AT&T Texas/SWBT buried oables as indicated in the AT&T Texas Research and Signature
Process for AT&T Texas/SMBT Fagilities.

Please contact the AT&T Texas Damage Prevention Manager Mr. Roosevelt Lee Jr. at
713-567-4552 or email him at 7259@att.com, if there are questions about boring or
excavating near our AT&T Texas/SWBT fadilities.
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NO.| DATE REVISIONS APP.
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\ Texas Department of Transportation

TO ARRANGE FOR LINES TO BE TURNED OFF OR
MOVED, CALL CENTERPOINT AT 713—207-2222

PRIVATE UTILITY LINES SHOWN

AT LEAST 48 HOURS BEFORE EXCAVATING IN STREET R.O.W. OR
EASEMENTS CALL THE LONE STAR NOTIFICATION 713—223—4567.

Date:

CenterPoint Energy/Electric Facilities
SIGNATURE INDICATES underground ELECTRIC LINES ARE PROPERLY
SHOWN. NO APPROVAL FOR CONSTRUCTION IS GIVEN.

Date:

Approved for SBC underground conduit facilities only.
Signature valid for one year.

Date:
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NOTE:

The location of existing underground utilities are shown in an approximate way
only. The contractor shall contact the Utility Coordinating Committee at
713-223-4567 or 1-800-669-8344 and the City of Houston Department of
Public Works and engineering at 832-394-9098 a minimum of two working
days prior to construction to field locate utilities. The contractor shall
determine the exact location of all existing utilities before commencing work.
He agrees to be fully responsible for any and all damages which might be
occasioned by his failure to exactly locate and preserve

any and all underground utilities.

CAUTION: UNDERGROUND GAS FACILITIES

Locations of CenterPoint Energy muin lines (to indude CenterPoint Energy, Intrastate Pipeline

Inc. where applicable) are shown in an approximate location only. Service lines are usually not

shown. Qur signature on these plans only indicates that our facilities are shown in

approximate location. It does not imply that a conflict andlysis has been made. The contractor

shall contact the Uility Coordinating Cormmittee at 713-223-4567 or 1-800-663-8344 a

minimum of 48 hours prior to construction to have main and service lines field located.

* When Center Point Energy pipe line markings are not visible, call 713-967-8037 (7:00 am
to 4:30 pm). For status of line location request before excavation begins.

* When excavating within eighteen inches (18”) of the indicated looation of Center Point Energy
facilities, dll excavation must be acconplished using non—mechanized excavation procedures.

* When Center Point Energy facilities are exposed, sufficient support must be provided to the
facllities to prevent excessive stress on the piping.

The contractor is fully responsible for any damages caused by the contractor’s failure to

exactly locate and preserve these underground facilities.

WARNING: OVERHEAD ELECTRICAL FACILITIES

Overhead lines may exist on the property. We have not attempted to mark those lines since
they are clearly visible, but you should locate them prior to beginning any construction. Texas
law, Section 752, Hedlth and Safety code, forbids all activities in which persons or things
may come within six ( 6 ) feet of live overhead high voltage lines. Parties responsible for
the work, including contractors, are legally responsible for the safety of construction workers
under this law. This carries both criminal and civil liability. To arrange for lines to be tumed
off or removed call CenterPoint Energy at 713-207-2222. Revised 2008

The locations of AT&T Texas/SWBT fadilities are shown in an approximate way only. The
contractor shall determine the exact location before commencing work. He agrees to be fully
responsible for any and dll damages which might be occasioned by failure to exactly locate and
preserve these underground utilities.

The contractor shall call 1-800-344-8377 a mrinimum of 48 hours prior to construction to have
underground lines field located.

When excavating within eighteen inches (18") of the indicated location of AT&T Texas/ SWBT
facilities, dll excavations must be accorrplished using non—mechinized excavation procedures. When
boring, the contractor shall expose the AT&T Texas/SWBT fadilities.

When AT&T Texas/SWBT fadilities are exposed, the contractor will provide support to prevent
damage to the conduit ducts or cables. When excavating near telephone poles the contractor
shall brace the pole for support.

The presence or absence of AT&T Texas/SWBT underground conduit facilities does not mean that
there are no direct buried cables in the area. Follow the Direct Buried Cable Procedure to locate
the AT&T Texas/SWBT buried oables as indicated in the AT&T Texas Research and Signature
Process for AT&T Texas/SMBT Fagilities.

Please contact the AT&T Texas Damage Prevention Manager Mr. Roosevelt Lee Jr. at
713-567-4552 or email him at 7259@att.com, if there are questions about boring or
excavating near our AT&T Texas/SWBT fadilities.

NO.| DATE REVISIONS APP.

© 2015 TXDOT

\ Texas Department of Transportation

TO ARRANGE FOR LINES TO BE TURNED OFF OR
MOVED, CALL CENTERPOINT AT 713—207-2222

PRIVATE UTILITY LINES SHOWN

AT LEAST 48 HOURS BEFORE EXCAVATING IN STREET R.O.W. OR
EASEMENTS CALL THE LONE STAR NOTIFICATION 713—223—4567.

Date:

CenterPoint Energy/Electric Facilities
SIGNATURE INDICATES underground ELECTRIC LINES ARE PROPERLY
SHOWN. NO APPROVAL FOR CONSTRUCTION IS GIVEN.

Date:

Approved for SBC underground conduit facilities only.
Signature valid for one year.

Date:
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1301 McKINNEY, SUITE 1100
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PHONE: 713.630.7300 FAX: 713.630.7396
TBPE FIRM REGISTRATION NUMBER 1856
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PPCA contamination within

Sta 13+00 to 15+00

Reconnect Exist Offsite Storm Sewer
Pipes To Proposed Storm Sewer System.
This Work Is Incidental To Various Bid Items.

NOTE:

The location of existing underground utilities are shown in an approximate way
only. The contractor shall contact the Utility Coordinating Committee at
713-223-4567 or 1-800-669-8344 and the City of Houston Department of
Public Works and engineering at 832-394-9098 a minimum of two working
days prior to construction to field locate utilities. The contractor shall
determine the exact location of all existing utilities before commencing work.
He agrees to be fully responsible for any and all damages which might be
occasioned by his failure to exactly locate and preserve

any and all underground utilities.

CAUTION: UNDERGROUND GAS FACILITIES

Locations of CenterPoint Energy main lines (to include CenterPoint Energy, Intrastate Pipeline

Inc. where applicable) are shown in an approximate: location only. Service lines are usudlly not

shown. Qur signature on these plans only indicates that our facilities are shown in

approximate location. It does not imply that a conflict analysis has been made. The contractor

shall contact the Utility Coordinating Conmittee ot 713-223-4567 or 1-800-669-8344 a

minimum of 48 hours prior to construction to have main and service lines field located.

* When Center Point Energy pipe line markings are not visible, call 713-967-8037 (7:00 am
to 4:30 pm). For status of line location request before excavation begins.

* When excavating within eighteen inches (18") of the indicated location of Center Point Energy
facilities, all excavation must be accomplished using non—mechanized excavation procedures.

* When Center Point Energy facllities are exposed, sufficient support must be provided to the
facilities to prevent excessive stress on the piping.

The contractor is fully responsible for any damages caused by the contractor’s failure to

exactly locate and preserve these underground facilities.

WARNING: OVERHEAD ELECTRICAL FACILITIES

Overhead lines may exist on the property. We have not attenpted to mark those lines since
they are clearly visible, but you should locate them prior to beginning any construction. Texas
law, Section 752, Health and Safety code, forbids dll activities in which persons or things

may come vithin six ( 6 ) feet of live overhead high voltage lines. Parties responsible for

the work, including contractors, are legally responsible for the safety of construction workers
under this law. This carries both criminal and civil liability. To arrange for lines to be turned

off or removed call CenterPoint Energy at 713-207-2222. Revised 2008
WARNING: AT&T TEXAS/SWBT FACILITIES

The locations of AT&T Texas/SWBT facilities are shown in an approximate way only. The
contractor shall determine the exact location before commencing work. He agrees to be fully
responsible for any and all damages which might be occasioned by failure to exactly locate and
preserve these underground utilities.

The contractor shall call 1-800-344-8377 a minimum of 48 hours prior to construction to have
underground lines field located.

When excavating within eighteen inches (18”) of the indicated location of AT&T Texas/ SWBT
facilities, dll excavations must be accorplished using non—mechinized excavation procedures. When
boring, the contractor shall expose the AT&T Texas/SWBT facilities.

When AT&T Texas/SWBT facilities are exposed, the contractor will provide support to prevent
damage to the conduit ducts or cables. When excavating near telephone poles the contractor
shall brace the pole for support.

The presence or absence of AT&T Texas/SNBT underground conduit facilities does not mean that
there are no direct buried cables in the area. Follow the Direct Buried Cable Procedure to locate
the AT&T Texas/SWBT buried cables as indicated in the AT&T Texas Research and Signature
Process for AT&T Texas/SWBT Facilities.

Please contact the AT&T Texas Damage Prevention Manager Mr. Roosevelt Lee Jr. at
713-567-4552 or emdil him at n7259@att.com, if there are questions about boring or

excavating near our AT&T Texas/SWBT facilities.
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I Texas Department of Transportation

TO ARRANGE FOR LINES TO BE TURNED OFF OR
MOVED, CALL CENTERPOINT AT 713-207-2222

PRIVATE UTILITY LINES SHOWN

AT LEAST 48 HOURS BEFORE EXCAVATING IN STREET R.O.W. OR
EASEMENTS CALL THE LONE STAR NOTIFICATION 713—223—4567.

Date:

CenterPoint Energy/Electric Facilities
SIGNATURE INDICATES underground ELECTRIC LINES ARE PROPERLY
SHOWN. NO APPROVAL FOR CONSTRUCTION IS GIVEN.

Date:

Approved for SBC underground conduit facilities only.
Signature valid for one year.

Date:

CenterPoint Energy/Gas Facilities{ENTEX INCORPORATED
(Gas service lines are not shown
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PPCA contamination within

Sta 13+00 to 15+00

Reconnect Exist Offsite Storm Sewer
Pipes To Proposed Storm Sewer System.
This Work Is Incidental To Various Bid Items.

NOTE:

The location of existing underground utilities are shown in an approximate way
only. The contractor shall contact the Utility Coordinating Committee at
713-223-4567 or 1-800-669-8344 and the City of Houston Department of
Public Works and engineering at 832-394-9098 a minimum of two working
days prior to construction to field locate utilities. The contractor shall
determine the exact location of all existing utilities before commencing work.
He agrees to be fully responsible for any and all damages which might be
occasioned by his failure to exactly locate and preserve

any and all underground utilities.

CAUTION: UNDERGROUND GAS FACILITIES

Locations of CenterPoint Energy main lines (to include CenterPoint Energy, Intrastate Pipeline

Inc. where applicable) are shown in an approximate: location only. Service lines are usudlly not

shown. Qur signature on these plans only indicates that our facilities are shown in

approximate location. It does not imply that a conflict analysis has been made. The contractor

shall contact the Utility Coordinating Conmittee ot 713-223-4567 or 1-800-669-8344 a

minimum of 48 hours prior to construction to have main and service lines field located.

* When Center Point Energy pipe line markings are not visible, call 713-967-8037 (7:00 am
to 4:30 pm). For status of line location request before excavation begins.

* When excavating within eighteen inches (18") of the indicated location of Center Point Energy
facilities, all excavation must be accomplished using non—mechanized excavation procedures.

* When Center Point Energy facllities are exposed, sufficient support must be provided to the
facilities to prevent excessive stress on the piping.

The contractor is fully responsible for any damages caused by the contractor’s failure to

exactly locate and preserve these underground facilities.

WARNING: OVERHEAD ELECTRICAL FACILITIES

Overhead lines may exist on the property. We have not attenpted to mark those lines since
they are clearly visible, but you should locate them prior to beginning any construction. Texas
law, Section 752, Health and Safety code, forbids dll activities in which persons or things

may come vithin six ( 6 ) feet of live overhead high voltage lines. Parties responsible for

the work, including contractors, are legally responsible for the safety of construction workers
under this law. This carries both criminal and civil liability. To arrange for lines to be turned

off or removed call CenterPoint Energy at 713-207-2222. Revised 2008
WARNING: AT&T TEXAS/SWBT FACILITIES

The locations of AT&T Texas/SWBT facilities are shown in an approximate way only. The
contractor shall determine the exact location before commencing work. He agrees to be fully
responsible for any and all damages which might be occasioned by failure to exactly locate and
preserve these underground utilities.

The contractor shall call 1-800-344-8377 a minimum of 48 hours prior to construction to have
underground lines field located.

When excavating within eighteen inches (18”) of the indicated location of AT&T Texas/ SWBT
facilities, dll excavations must be accorplished using non—mechinized excavation procedures. When
boring, the contractor shall expose the AT&T Texas/SWBT facilities.

When AT&T Texas/SWBT facilities are exposed, the contractor will provide support to prevent
damage to the conduit ducts or cables. When excavating near telephone poles the contractor
shall brace the pole for support.

The presence or absence of AT&T Texas/SNBT underground conduit facilities does not mean that
there are no direct buried cables in the area. Follow the Direct Buried Cable Procedure to locate
the AT&T Texas/SWBT buried cables as indicated in the AT&T Texas Research and Signature
Process for AT&T Texas/SWBT Facilities.

Please contact the AT&T Texas Damage Prevention Manager Mr. Roosevelt Lee Jr. at
713-567-4552 or emdil him at n7259@att.com, if there are questions about boring or
excavating near our AT&T Texas/SWBT facilities.
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TO ARRANGE FOR LINES TO BE TURNED OFF OR
MOVED, CALL CENTERPOINT AT 713-207-2222

PRIVATE UTILITY LINES SHOWN

AT LEAST 48 HOURS BEFORE EXCAVATING IN STREET R.O.W. OR
EASEMENTS CALL THE LONE STAR NOTIFICATION 713—223—4567.

Date:

CenterPoint Energy/Electric Facilities
SIGNATURE INDICATES underground ELECTRIC LINES ARE PROPERLY
SHOWN. NO APPROVAL FOR CONSTRUCTION IS GIVEN.

Date:

Approved for SBC underground conduit facilities only.
Signature valid for one year.

Date:

CenterPoint Energy/Gas Facilities{ENTEX INCORPORATED
(Gas service lines are not shown

CABLE COMPANY

CivilTech

Engineering, Inc.

Y
11821 Telge Road =30 0F T,
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NOTE:
The location of existing underground utilities are shown in an approximate way

[ only. The contractor shall contact the Utility Coordinating Committee at
713-223-4567 or 1-800-669-8344 and the City of Houston Department of

—

Public Works and engineering at 832-394-9098 a minimum of two working
days prior to construction to field locate utilities. The contractor shall
determine the exact location of all existing utilities before commencing work.
He agrees to be fully responsible for any and all damages which might be
occasioned by his failure to exactly locate and preserve

any and all underground utilities.

CAUTION: UNDERGROUND GAS FACILITIES
/ Locations of CenterPoint Energy main lines (to include CenterPoint Energy, Intrastate Pipeline

Inc. where applicable) are shown in an approximate location only. Service lines are usudlly not
shown. Qur signature on these plans only indicates that our facilities are shown in
approximate location. It does not imply that a conflict analysis has been made. The contractor

<0

shall contact the Utility Coordinating Conmittee ot 713-223-4567 or 1-800-669-8344 a

PROP TY C1 W/EXT INLET RA12 minimum of 48 hours prior to construction to have main and senvice lines field located.
) * When Center Point Energy pipe line markings are not visidle, call 713-967-8037 (7:00 am
STA 44+30.00, 99.080L 20 0 20 40 to 4:30 pm). For status of line location request before excavation begins.

TC=42.91 W * WWhen excavating within eighteen inches (18”) of the indicated location of Center Point Energy

/ FL=37.41
& :
T \

@)

facilities, dll excavation must be acconplished using non—mechanized excavation procedures.
, * When Center Point Energy facllities are exposed, sufficient support must be provided to the
0 facilities to prevent excessive stress on the piping.
’ The contractor is fully responsible for any damoges caused by the contractor’s failure to
exactly locate and preserve these underground facilities.

WARNING: OVERHEAD ELECTRICAL FACILITIES
Overhead lines may exist on the property. We have not attepted to muark those lines since

I_ E G E N D they are clearly visible, but you should locate them prior to beginning any construction. Texas
law, Section 752, Health and Safety code, forbids dll activities in which persons or things

EXISTING PROPOSED may come within six ( 6 ) feet of live overhead high voltage lines. Parties responsible for
[ - the work, including contractors, are legally responsible for the safety of construction workers
Curb — under this law. This carries both criminal and civil liability. To arrange for lines to be turned
Edge of Pavement off or removed call CenterPoint Energy at 713-207-2222. Revised 2008
R.O.W. - - - - WARNING: AT&T TEXAS/SWBT FACILITIES
Curve Number @ The locations of AT&T Texas/SWBT facilities are shown in an approxinate way only. The
contractor shall determine the exact location before commencing work. He agrees to be fully
Storm Sewer/MH o O responsible for any and all damages which might be occasioned by failure to exactly locate and
Curb Inlet /Grate Inlet - g preserve these underground utilities. - ' .
The contractor shall call 1-800-344-8377 a mininum of 48 hours prior to construction to have
Sanitary Sewer underground lines field located.
MH /C|e>(;nout / —o— > _(D__A When excavating within eighteen inches (18”) of the indicated location of AT&T Texas/ SWBT
fadlities, dll excavations must be accomplished using non—mechinized excavation procedures. When
- boring, the contractor shall expose the AT&T Texas/SWBT focmt_les. _
DITCH FLOW DIRECTION When AT&T Texas/SWBT facilities are exposed, the contractor will provide support to prevent
damage to the conduit ducts or cables. When excavating near telephone poles the contractor
shall brace the pole for support.
The presence or absence of AT&T Texas/SMBT underground conduit facilities does not mean that
there are no direct buried cables in the area. Follow the Direct Buried Cable Procedure to locate
the AT&T Texas/SWBT buried cables as indicated in the AT&T Texas Research and Signature
Process for AT&T Texas/SWBT Facilities.
Please contact the AT&T Texas Damage Prevention Manager Mr. Roosevelt Lee Jr. at
713-567-4552 or email him at 7259@att.com, if there are questions about boring or
excavating near our AT&T Texas/SWBT facilities.
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0050,

TO ARRANGE FOR LINES TO BE TURNED OFF OR
MOVED, CALL CENTERPOINT AT 713-207-2222

EXIST. R.O.W.

e T ' PRIVATE UTILITY LINES SHOWN
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CenterPoint Energy/Electric Facilities
SIGNATURE INDICATES underground ELECTRIC LINES ARE PROPERLY
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Date:

Signature valid for one year.
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